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Abstract 
During the development of flight tests of a spacecraft, heat exchange occurs 
among the many physically separated subsystem surfaces through the phenomenon of 
thermal radiation. Considering the increasing complexity of the geometrical forms and 
shapes in the design of such systems, the monitoring and control of the radiative heat 
fluxes taking place in the multi-reflecting, absorbing and emitting heat transfer 
environment are very critical. Because the analytical solution of thermal radiation in such 
geometrically complex 3-dimensional systems is not practical, extensive numerical 
modelling techniques are widely used to predict radiative heat fluxes on the many 
thermally active surfaces. From experience, it is found that this can be very difficult and 
not at all commensurate with fast feedback unless the analysis is from a simple system 
layout. 
Considering that a relatively new approach dedicated to the basic analysis of 
radiative heat flux has been developed by the heat transfer community as a numerical 
approximation called the Discrete Ordinates Method (DO M), a first question did arise in 
terms of how well an enhanced and more comprehensive formulation based on this 
concept would fulfil the task of achieving faster results whilst still accurately predicting 
radiative heat transfer in 3-dimensional, more complex geometries. 
At the other end of the process related to the analysis of thermal radiation during 
the spacecraft development and qualification program, a significant limitation occurs in 
terms of the technical difficulties in radiometer construction, installation and operation, 
in the context of the proper monitoring of radiative heat fluxes taking place during the 
system ground flight tests. This frequently imposes restrictions in the radiative heat flux 
monitoring with the obvious consequences of losing very important thermal data. 
A second fundamental question came out relating the applicability and efficiency of less 
complex and easier to use radiometers in the critical task of accurately measuring 
radiative heat flux in complex geometries. 
Abstract iv 
Since both the numerical modelling work and the applicability of the more 
practical-to-use radiometers are actually intrinsically connected when considering 
validation, a fundamental research program was undertaken in an orderly and sequential 
fashion. For the theoretical part of the program, the analytical algorithm related to the 
Discrete Ordinates Method started with the basic 2-dimensional formulation and was 
enhanced and improved in a step-by-step manner, with results being compared with tests 
from other published works. At the end of this phase, a comprehensive DOM-based 
formulation was obtained, dedicated to the analysis of radiative heat transfer in complex 
geometries. This included a number of internal boxes holding distinct temperature values 
and having arbitrary characteristics of dimension, shape and system installation layout 
and also with varying multi-emitting, absorbing and reflecting properties. This was 
validated against experimental measurements. For the practical segment of the research 
program, an extensive study was carried out in terms of the straightforward application, 
installation and use of standard-built radiometers and, subsequently, a full-size system 
thermal model representing all the requirements of arbitrary thermal, optical and 
geometrical conditions was built. Results from this were compared with those from the 
theoretical analysis. 
To access and analyse a direct comparison between the numerical modelling 
predicted data and the experimental measurements, several thermo-geometrical situations 
were proposed and subsequently reproduced in the laboratory. The theoretical-
experimental comparison results showed that a consistent data correlation was 
successfully obtained. The Discrete Ordinates Method proved to be fast and to accurately 
predict radiative heat flux in complex geometries similar to those found in the design and 
tests on actual spacecraft. Also, the proposed analytical and experimental approach gave 
confidence that the installation and operation of standard radiometers could be 
implemented in a straightforward way to produce the desired reliable practical results. 
This work presents all the relevant details concerning the complete investigation 
process that was undertaken during the research program. 
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CHAPTER 1 
Introduction 
The second half of the 20th century was strongly marked by the desire and the 
determination of the human race to obtain the technological capability for the conquest of 
the space. It has been shown that we can create artefacts that are able to reach other 
planets, collect data and send useful information back to Earth, and that we can also build 
craft that can take man to space trip and to the moon. 
Looking a little further, the 50th International Astronautical Congress, held in 
Amsterdam in October of 1999, was remarkable decisive in terms of all the projects that 
could ensure the constant presence of humans in space through the already being built 
International Space Station. Also, this was a positive decision of the international space 
community to work for the first manned space mission to the planet Mars, expected to be 
attained in the next few decades. 
It is undoubtedly clear that the preservation of the human race, in case of the 
possibility of future living difficulties on Earth, or even a fatal immediate catastrophe, 
must be accomplished through space, using spaceships that can travel to other safe 
planets. 
All this vision of the importance of this field of technology gives us a vigorous 
inspiration for a contribution to the development of the necessary capability for its 
achievement. One way of doing this is to embark with strong commitment on the search 
for technological advances in the design and construction for the new generation of 
spacecraft and spaceships . 
. More complex spacecraft and spaceships will demand more efficient and more 
reliable methods for designing and building them. To attain this, more research must be 
carried out. 
This conviction powers and drives the attitude for this work. 
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During the design, development and test phases of a space vehicle building 
program, either for Earth orbiting or for interplanetary flight, the requirements for the 
operational conditions of the several payload and service module subsystems are very 
critical. Considering that the flight circumstances encountered by the space vehicle and 
its subsystems are generally associated with an environment at very low pressure, the 
radiative heat transfer phenomena observed by the several exposed surfaces play a 
critical role in terms of the temperature conditioning of the spacecraft components. 
The electronic, optical, mechanical and other components of a spacecraft are 
designed and built according to standards related to environment conditions under which 
they are expected to properly operate during their pre-flight and flight lifetime. 
Every single component has its operational temperature range, and its overall 
performance can be significantly altered or even deteriorate when required to operate 
close to or over its specified temperature limits for a prolonged period of time. 
The actual operating temperature of a spacecraft component andlor subsystem can 
be optimised and centred in a kind of comfort zone by undertaking a careful thermal 
modelling design of the spacecraft, which includes essentially a precise control of the 
radiative heat fluxes taking place among all the thermally active surfaces. A more 
comfortable operational temperature range of the spacecraft components will definitely 
induce a longer lifetime and better functional performance. This is absolutely mandatory 
for the future generations of spacecraft including the spaceships and probes for long-term 
interplanetary travel programs. 
Today, having passed all the gleaming years of the beginning of space exploration 
well marked by the 1960's and 1970's, the new global order for the space application 
community, in terms of the activities related to the designing and building of spacecraft, 
is to design and make them as efficient and reliable as possible. This clearly makes sense 
considering the continuously growing demand for higher quality of the space systems 
including commercial services, the necessity to attend the rapid increase in the world-
wide telecommunications services for example, and also the extremely high cost of the 
multi-channel telecommunication satellites, space shuttle commercial and scientific 
activities and the interplanetary probes and manned flights. 
With a view to this wide panorama, it is not difficult to understand that this future 
reality can only be reached if all the segments that are an integral part of the whole 
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process are individually also capable of complying with this goal of outstanding 
effectiveness. 
Having all of this in mind, it was decided to develop a research program for the 
optimisation of the prediction and measurement of thermal radiation in the interior of 
spacecraft and similar thermo-geometrical situations. 
To conduct this program in a consistent method, the following actions were 
determined upon: 
a) fundamental research to be carried out concerning a fairly recent mathematical 
approach for the analysis of thermal radiation on initial and basic 2-dimensional 
enclosures; 
b) a computer algorithm to be developed in order to perform predictions of radiative 
heat transfer phenomena on expanded 3-dimensional configurations; 
c) the analysis of thermal radiation to be enhanced for 3-dimensional geometrical 
configurations to include the multi-faces of virtually limitless thermal optical 
conditions. Several boxes with distinct sizes and shapes were considered in an 
enclosure, simulating the technical situation of the interior of a spacecraft; 
d) an experimental test set-up to be built in the laboratory, to include distinct subsystem 
sizes, with mUlti-shape, variable temperature and thermo-optical conditions and also 
layout positioning. Radiant heat fluxes could be produced and measured in many 
different locations, using specially designed and built radiometers; 
e) finally, the results from this test apparatus were to be used to perform correlations 
with the predicted values obtained from the computer algorithm simulation. 
This work presents the several elements comprising the different phases of this 
program of research. 
CHAPTER 2 
Thermal Radiation on Space 
Activities 
This chapter presents some relevant principles relating to the physics of thermal 
radiation, especially associated with space applications. 
2.1- Basic Principles of Thermal Radiation 
Thermal Radiation and Radiative Heat Transfer are the main technical terms 
used to describe the science of emission of energy by bodies, or the interactive process of 
heat transfer, in the form of electromagnetic waves or photons. 
The physical phenomenon of heat transfer by thermal radiation does not require a 
medium to take place in, and this makes its study a very important matter in vacuum and 
space applications. 
Some examples of technical applications of radiative heat transfer include the 
thermal control of spacecraft and their subsystems, the thermal effects of rocket engine 
nozzles, control of external heated surfaces on atmospheric re-entry of space vehicles, 
thermal radiation of internal combustion engines, comfort analysis from the radiative 
heat fluxes at the walls of large buildings, control of heat transfer in furnaces and 
combustion chambers, and so on. 
Considering that the energy transferred by thermal radiation can be analysed as in 
the form of electromagnetic waves, its speed in a vacuum is equal to the speed of light. 
In this way, the thermal radiation emanating from the Sun travels in space at the speed of 
visible light. 
___ J 
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All objects and substances possessing a temperature above absolute zero emit 
energy in the form of thermal radiation. This is generated by the vibrational phenomena 
of the charged particles near the object or substance surface. This vibrational condition of 
the charged particles is associated with a distribution of accelerations that produces a 
spectrum of wavelengths, and the magnitude of the vibration is an indication of the 
temperature of the object. 
Different ranges of wavelength will determine the different kinds of emitted 
thermal radiation. At lower values of temperature, it is predominantly in the infrared 
range, characterised by relatively long wavelengths, from 0.7 /lm to approximately 
102 /lm. As the body temperature increases, more of the energy is emitted at shorter 
wavelengths and, from 0.4 /lm to 0.7 Ilm, the main portion of radiation takes place in the 
visible range. For even higher temperature, most of the thermal radiation is emitted in the 
ultraviolet, ranging the shorter wavelengths from 10-1 Ilm to 0.4 Ilm. For illustration 
purposes, a simple scheme representing the relative range of the distinct categories of the 
electromagnetic wave spectrum is shown in Figure 2.1. 
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When in the equilibrium condition, the internal energy of the object or substance 
will be proportional to temperature. This is basically the reason for the statement that 
thermal radiation is essentially the energy emitted by a medium that is due solely to its 
temperature (Siegel and Howell, 1992; Modest, 1993). While in conduction and 
convection the heat transfer is linearly dependent on the temperature, for the thermal 
radiation it varies with its fourth power. This means that, for surfaces presenting high 
temperature values, the mode of heat transfer by thermal radiation is notably 
predominant. 
The analysis of thermal radiation can be still more complicated if we consider the 
diverse characteristics of the materials surfaces. Different surface optical properties can 
significantly modify the characteristics of the emission of the thermal radiation. 
It is well known that radiative properties are very difficult to measure and can 
incur very erratic behaviour (Ozisik, 1973; Siegel and Howell, 1992; Modest, 1993), 
most commonly attributed to the instability of the optical properties with ageing. Besides 
that, all radiative properties can be dependent on the wavelength and this will also 
contribute to the already complicated analysis of the radiative transfer equations. 
2.1.1 - The Physics of Thermal Radiation 
The phenomenon of thermal radiation can be analysed by two distinct 
approaches: 
a) Following the proposed analysis of thermal radiation in the 19th century by the 
Scottish physicist J ames Clerk Maxwell, electromagnetic waves are the vibrational form 
of electric and magnetic fields, generated by accelerated charged particles. Like sound 
waves, these electromagnetic waves can transport some kind of energy, with the 
difference that the electromagnetic waves travel at the speed of light. The frequency and 
wavelength of the electromagnetic waves follow the relation to their speed 
v 
C = AV = 
11 
(2.1) 
- - --~-------------------------------------------
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where 
C = speed of light in the medium [rn/s] 
A = wavelength [m] 
v = frequency [S·l '" Hz] 
1'] = wavenumber [mOll 
7 
The speed of light is dependent on the medium through which it travels. In a 
vacuum, the speed of light is equal to 
Co = 2.998 X 108 rn/s (2.2) 
and this then leads to the index of refraction of a medium, n, relating the speed of light in 
the medium to the speed of light in a vacuum: 
Co 
n = 
c 
(2.3) 
For gases in general, the speed of light is very similar to that in a vacuum 
condition. For air at room temperature for instance, the refractive index is n = 1.00029 
over the visible spectrum (Modest, 1993). In transparent solids and liquids, the speed of 
light is lower and this leads to the physical circumstance that, while the speed and the 
wavelength of thermal radiation vary with the medium, the frequency remains constant 
once it is a function only of the source of the radiation. For quartz for example, the index 
of refraction varies from 1.676 to 1.516, in the wavelength range from 0.185 to 2.324 /lm 
(Sparrow and Cess, 1978). 
b) The other proposed physical model for thermal radiation is based on the quantum 
theory of radiation and was developed in 1900 by the German physicist Max Ludwig 
Planck. In this theory, thermal radiation is treated as discrete bundles of energy called 
quanta, or photons, in such a way that each one of the photons carries an energy that 
follows the relation 
E = hv (2.4) 
--- ----.--------~~~----------------------------------------, 
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where 
E :: photon energy [JJ 
h:: 6.626 X 10-34 [J sJ '" Planck's constant 
v == frequency [s- lJ 
8 
If both models are associated together, it is found that the photon energy E can actually 
be expressed as 
he 
E = A. 
(2.5) 
and, since hand c are constants, we have that thermal radiation energy is inversely 
proportional to the radiation wavelength. 
It is generally accepted that neither the electromagnetic wave nor the photon 
model perfectly describes the phenomenon of thermal radiation taking place over the 
complete range of wavelengths and in different media and materials (Ozisik, 1973; 
Sparrow and Cess, 1978; Modest, 1993). According to the physical situation, one model 
is more applicable but sometimes both concepts are interchangeable. Frequently, the 
radiative analysis on surfaces of solids and liquids is easily performed using the 
electromagnetic approach whilst for modelling the radiation phenomenon in a gaseous 
medium, the quantum theory has been revealed to be more applicable. 
2.1.2· Fundamental Laws of Thennal Radiation 
The concept of the blackbody; 
A blackbody is an idealised object that retains very specific characteristics such 
that as being able to hold (therefore not reflect) and subsequently to absorb all the 
_I 
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radiation arriving at its surface, coming from all directions, and at all possible 
wavelengths. At the same time, the blackbody is capable of emitting the maximum 
thermal radiation for the temperature it is retaining, in all directions and at all 
wavelengths of the thermal radiation spectrum. The blackbody has also the property of 
not scattering any portion of the incident radiation. In these circumstances, the blackbody 
can be visualised as a perfect absorber and a perfect diffuse emitter. 
Although an actual blackbody does not exist, its concept is very important 
because it can be used as a model and a standard for the analysis of thermal radiation and 
related properties presented by real bodies. 
Planck's distribution: 
According to the theory based on quantum statistics developed by Max Planck in 
1900, the spectral distribution of the blackbody emissive power can be represented by 
(2.6) 
where 
k = 1.3806 X 10-23 J Kl (known as the Boltzmann's constant) 
n = refractive index of the medium surrounding the blackbody 
The spectral blackbody emissive power, plotted in Figure 2.2, shows that the 
emitted energy increases as the surface temperature rises, for a given wavelength. 
In addition, for a specified temperature, the emitted radiation initially increases up to a 
maximum limit value and then it starts to decrease with increasing values of wavelength. 
It also shows that this maximum value of emissive power tends to occur at shorter 
wavelengths, for higher values of the blackbody temperature. 
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Figure 2.2 - Planck's b\ackbody emissive power 
Following the approximation (Modest, 1993) of the thenna] radiation coming 
from the sun as a blackbody at a temperature of 5762K, it can be seen in the curve that 
this temperature presents its maximum in the visible region of the solar radiation, marked 
by the vertical dotted lines in Figure 2.2, between 0.40Mm and O.70Jlm. 
We in IS Displacement Law: 
In the analysis of thennal radiation from a blackbody, the Gennan physicist 
Wilhelm Wien discovered in 1891 that the points that represent the maximum value of 
radiative emission for each temperature characterise a particular curve, where the product 
of the blackbody surface absolute temperature and the respective wavelength is actually a 
constant value, such that 
CA. T h=max = constant (2.7) 
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In this situation, it is found that 
Amax = 2898 
T 
11 
(2.8) 
which is known as the Wein's Displacement Law, with Amax being the wavelength 
at which the maximum monochromatic emission occurs for the black surface at a 
temperature T. 
Total blackbody emissive power: 
The total emissive power of a blackbody characterise the total rate of thermal 
radiation emitted per surface area, and it can be obtained by integrating Equation 2.6 over 
all directions and over the complete wavelength range, leading to: 
Eb (T) = n2 aT4 (2.9) 
where a w = 5.670xlo-8 2 4 
mK 
is known as the Stefan-Boltzmann constant. 
The equation represents the SteJan-Boltzmann law for the thermal radiation of a 
blackbody. 
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2.1.3 - Radiative Properties 
The thermal radiative properties can be analysed and studied on a wavelength 
spectral basis - commonly referred to as monochromatic radiation - where they are a 
function of the wavelength. but they can also be treated in an integral form. In such case. 
they are called thermal radiative total properties. 
Considering the most common behaviour of the thenno-optical properties 
presented by the surface finishing materials typically used in the thermal control of 
spacecraft (consequently to be used in the experimental section of this research program). 
the thermal radiative properties will be considered as the integrated. total function. 
covering the whole wavelength range. unless specifically stated to the contrary. 
A surface holding these characteristics is called as a grey suiface. 
Intensity of Radiation: 
The intensity of radiation is defined as the amount of radiative electromagnetic 
energy streaming through a differential element of area on a real or an imaginary plane. 
per unit of time. and contained in a differential solid angle that is perpendicularly 
positioned to the imaginary plane. 
This physical situation can be visualised as in Figure 2.3. 
normal todA 
direction of intensi ty B 
dA dA 
,/;' ,1/ 
/ / 
/ / 
// // 
/' I /1// dA.' = dt\ case 
_--t--A.L.CiI---'.- solid angle dQ 
Figure 2.3 - Geometry for the intensity of radiation 
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Considering dE as the radiant energy per unit area and per unit time leaving the 
differential surface dA, the intensity of radiation is 
I '" 
dE (2.10) 
dQ cose 
In these circumstances, if the intensity of thermal radiation is integrated over the 
whole hemisphere, it can be related to the total emissive power of a blackbody surface 
(diffuse emitter) as 
(2.11) 
Radiative Heat Flux: 
The radiative heat flux, here specified by q and related to the physical situation of 
the net rate from the energy going in and coming out from a differential area dA as 
depicted in Figure 2.3, can be obtained from the intensity of radiation as the generating 
function, and when integrated over all the hemisphere viewed by the imaginary surface 
plane, in the direction of the flow of the electromagnetic waves or photons, is 
Radiative properties: 
= r IcosedQ J •• (2.12) 
The total hemispherical radiative properties of a surface or a medium are related 
to the physical processes of emission, reflection, absorption and transmission of the 
electromagnetic energy, and are obtained by integrating the spectral optical properties 
over the entire range of the electromagnetic wave spectrum. 
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Considering an amount of thermal radiation arriving at a typical real surface, part 
of this energy will be reflected, another portion can be transmitted through the material or 
medium and the rest will be absorbed. Based on these phenomena, some radiative 
properties are defined: 
a) Reflectivity 
reflected portion of the incoming radiation p = 
total incoming radiation 
b) Transmissivity 
c) Absorptivity 
transmited portion of the incoming radiation 
1: = 
total incoming radiation 
a = absorbed portion of the incoming radiation 
total incoming radiation 
Considering that the incoming radiation energy can only be reflected, transmitted 
and/or absorbed, and following the First Law of Thermodynamics for the conservation of 
the energy, then we have 
(2.13) 
For the particular situation that the medium or surface is opaque for the thermal 
radiation incidence, then 
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1:=0 (2.14) 
and 
p+a:=1 (2.15) 
For a blackbody, it can also be found that 
P=1:=O (2.16) 
and, as expected for this particular situation, 
et=l (2.17) 
An additional radiative property can be defined considering that a real surface 
will emit thermal radiation when its temperature is above absolute zero but at a lower rate 
relative to the emission from a blackbody at the same thermal circumstances. In such 
analysis, the property Emissivity is defined as 
to = 
emitted thermal radiation by a real surface 
emitted thermal radiation by a blackbody at the same temperature 
and is a relative parameter relating a real surface to the idealised properties of a 
bJackbody. 
It can also be seen that, for all these four radiative properties, they are all non-
dimensional and their values will vary between 0 and 1. Additionally, all four properties 
may be functions of wavelength and also of temperature. 
The absorptivity parameter in particular is less dependent on the absorbing 
surface temperature but is strongly dependent on the incoming radiation wavelength and 
therefore on the emitter surface properties and conditions. 
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Kirchoffs Law: 
For a particular situation where two bodies can only s:e each other and are kept at 
the same temperature, the German physicist Gustav Robert Kirchoff demonstrated in his 
work presented in 1859 that the total hemispherical emissivity of the surface of each one 
ofthe bodies must be the same as its total hemispherical absorptivity surface value, or 
(2.18) 
and the Equation 2.18 is known as the Kirchoffs Law. 
Irradiation: 
Irradiation, here denoted by H, is defined as the total hemispherical quantity of 
thermal radiative flux incident upon a surface. 
Thermal radiation emitted by real surfaces: 
As already mentioned, in the real world no black bodies exist. As such, the 
amount of radiative energy emitted and/or absorbed by a real body is always less than 
100% of that predicted by the ideally conceived blackbody. So, for the phenomenon of 
thermal radiation, the analysis must be performed with the use of the thermo-optical 
properties of the body surface, i.e., the emissivity, absorptivity and reflectivity, and for 
non-opaque bodies, also the transmissivity coefficient must be considered and applied. 
Following this assumption, the thermal radiation emitted by a real body will then 
be expressed as: 
(2.19) 
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Radiosity: 
Considering the analysis of thermal radiation on the surface of a real body, since 
the incoming radiation is not completed absorbed and consequently is partially reflected, 
the amount of thermal radiation actually leaving this surface is not composed only of the 
emitted radiation as it is in the blackbody analogy. Now, it must be augmented by the 
quantity of the reflected fraction of the total incoming irradiation. 
In this way, Radiosity, J, can be defined as the sum of two portions of thermal 
energy leaving the surface, i.e. 
J = EEb + pH (2.20) 
where H, as already stated, is the total incoming hemispherical irradiation. 
2.1.4 • View Factors 
Considering that the stream of electromagnetic waves or photons occurs in a 
straight line where no obstacle is encountered, the radiative heat transfer that takes place 
among separated surfaces is significantly dependent on how much one surface insights 
the, other one. These kinds of solid sight angles are consequently called shape factors, 
configuration factors, or simply, view factors, and they represent a limit on the amount of 
radiative transfer that can take place among surfaces sharing a space. It is a geometrical 
function, and under such circumstances it can be determined by using spatial geometry. 
Recalling that it represents a percentage of the maximum condition of one surface 
'seeing' another one, its value varies from 0 to 1. Taking the situation of two finite 
blackbody surfaces at temperatures Tl and T2, it directly affects the net radiative heat flux 
in such a way that: 
(2.21) 
where q is a quantity of heat flux per unit area. 
_J 
-~ --- -----:---:-c-c:-~__:_-_____::__------------------
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2.1.5 - Thermal Radiation Exchange by Black Surfaces 
The analysis of radiative heat transfer among black surfaces is relatively 
straightforward, mainly because no reflection phenomenon is involved. 
Considering firstly just two surfaces as represented in Figure 2.4, the thermal 
radiation energy exchanged must take into account the view factors between the surfaces. 
n, 
Q, 
Figure 2.4 - Thermal radiation between two black surfaces 
In this way, the radiative heat transfer for this case, taking place from surface 1 to 
surface 2 is 
or 
Q 1->2 = QI - Q2 
Q 1->2 = Al F1->2 (Eb! - Eb2) 
Q 1->2 = Al F1->2 cr (T14 - T24) 
(2.22) 
(2.23) 
Considering now a physical situation where several black surfaces are thermo-
radiatively participating, as depicted in Figure 2.5 for example, 
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Aj 
Ai 
Figure 2.5 - Radiative exchange among several black surfaces 
the net radiative heat transfer perceived by the surface i for instance, must now account 
for the energy transfer with all the surfaces in its field-of-view, including itself in the 
case of it is holding a concave form. The rate of thermal radiative heat flux experienced 
by the black surface i, uniformly kept at temperature Ti, is then 
(2.24) 
or (2.25) 
where qi = Q;I Ai and the irradiation Hi is the total incident radiant energy upon the 
surface i per unit area. It represents the total amount of radiation coming from all the 
surfaces that are in the field-of-view of the surface i. 
Considering any other black surface j, it radiates a quantity of 
(2.26) 
in all directions, per unit area, and the amount that actually hits the surface i is limited by 
the view factor between the two surfaces. This leads to 
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(2.27) 
Following this situation, the amount of radiant energy arriving at the surface i is 
the sum of the contributions from all n surfaces in its field-of-view, or 
n 
Hi = L crTk4 FAHAk (2.28) 
k=i 
In this way, the net heat flux per unit area taking place at the surface i will be 
n 
qi = crT/ - L cr Tk4 FAi->Ak 
k":i 
2.1.6 - Radiation Exchange by Real Surfaces 
(2.29) 
The analysis of the thermal radiative heat exchange among real surfaces not 
simplistically distributed, having the physical properties of emitting, absorbing and 
multi-reflecting radiative energy, from and to all possible directions, is not a 
straightforward task. 
The simple alteration of the emission or absorption condition of just one surface, 
following the possible propagation of multiple reflections that can take place among the 
other parts of an enclosure, can end up affecting the radiative heat flux perceived by a 
further positioned surface that could even not make part of the direct field-of-view of the 
first one. This physical situation is indeed real on the inside of a flying spacecraft, and 
the study of these radiative interchange phenomena will be the core of this work. 
In the real world of engineering application, most of the thermal radiatively 
participating surfaces approximate the physical condition where the emitted and the 
reflected intensity of radiation do not depend on the direction of propagation observed on 
the hemisphere (Modest, 1993). This surface is then referred to as a diffuse surface. 
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Taking this into consideration, in this work the surfaces will be treated as diffuse and, as 
previously stated, also as grey surfaces (Sparrow and Cess, 1978). 
For the analysis of the radiative energy exchange among grey and diffusely 
emitting and diffusely reflecting surfaces, in the case of N isothermal surfaces maintained 
at distinct temperatures, the net heat flux resulting at a surface i will follow the same 
approach of the black surface, but now considering the thermal optical properties of the 
surface in study, such that 
(2.30) 
In this case, the incoming irradiation can also be dependent on the optical 
properties of the surface i, once the not totally absorbed and therefore reflected 
irradiation will in the next step be partially absorbed and partially reflected back by the 
others surfaces, creating a kind of iterative process. 
For the analysis of radiation in enclosures containing no special sources, the 
radiative heat transfer takes place virtually all in the infrared range. In this condition, 
both emitted and incident radiation are limited to the same wavelength range, where the 
spectral emittance can be considered constant, making the approximation of a grey-body 
acceptable. Following this approximation, the emissivity c can be considered as the same 
value of the absorptivity IX and then the radiative flux on the surface i can be expressed as 
qj = tj (crTj4 - H;) (2.31) 
Considering a situation where it is desired to calculate the radiative heat exchange 
between only two of the surfaces of the enclosure, each one having its own specifications 
of temperature and optical properties, then the following equation might be applied 
(Kreith and Black, 1980; Thomas, 1992): 
(2.32) 
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2.1.7 - Radiation through Absorbing and Emitting Media 
The radiative heat exchange between two surfaces separated by a vacuum is the 
most direct and the simplest that can occur. However, in other situations, a medium 
rather than a vacuum, most commonly composed of some kind of gas or a mixture of 
gases perhaps including particles, is present in the system. This gas or gas mixture can be 
considered as radiatively participating or non-participating. For gases retaining 
symmetrical molecular structures, like O2, H2 and N2 for instance, the medium is 
virtually radiatively non-participating (Cornwell, 1977; Kreith and Black, 1980; 
Brewster, 1992). On the other hand, more complex gas mixtures separating surfaces can 
significantly change the resultant heat transfer conditions, since this medium can hold 
properties such as absorbing, emitting and/or scattering the thermal radiation. 
To perform the analysis of heat transfer in a thermo-radiatively participating 
medium, the fundamental principles are the same but the intensity of radiation is now 
considered as the natural choice to be the convenient variable. Among other reasons, the 
intensity of radiation does not need to be analysed in a surface as the emissive power 
does and, considering that it travels at the speed of light turning kinetic contribution from 
the fluid as negligible, if an energy balance investigation is carried out, any change on the 
intensity must be due to the contribution from the filling medium. 
Basically, three types of thermal radiative process can affect the intensity of 
radiation in a medium, viz absorption, emission and scattering. 
So, when radiant energy travels through a path not anymore in a vacuum but now 
containing a radiatively participating medium, its intensity is exponentially attenuated by 
absorption and out-scattering and augmented, firstly, by emission accounted for by the 
natural temperature of the gas and, secondly, by in-scattering through the radiant energy 
coming from other directions. In these cases, the absorbed energy is converted into 
internal energy while the out-scattered portion is redirected another way. 
Absorption: 
The physical process of attenuating the energy by absorption is related to the 
interaction of the filling gas molecules with the travelling radiation, and is dependent on 
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the radiation wavelength (because of the change on the propagation velocity) and on the 
temperature and pressure of the gas. 
Performing a balance of energy on a differential element in a linear path, the 
variation of the intensity of radiation by the absorption process is then expressed by 
(2.33) 
where K~ is the Linear Absorption Coefficient, expressed on a spectral basis through the 
radiation wavenumber, 11, and the negative sign shows that the magnitude of the radiant 
intensity decreases (Modest, 1993). 
Equation 2.33 can be integrated over the geometric path, leading to 
(2.34) 
where 
(2.35) 
is the Optical Thickness of the medium, related to the absorption phenomenon. 
Out-scattering: 
Depending on the nature of the filling material, the passing radiative energy can 
experience a change in the direction of the travel and be scattered away from its 
travelling path. This eliminates a certain portion of the incoming intensity from the 
original direction of propagation. In this way, in an elementary control volume, we can 
have 
(2.36) 
where 
cr'n = Linear Scattering Coefficient 
and the minus sign denotes the decreasing of the passing radiant intensity. 
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Total Attenuation: 
The total attenuation of the incoming intensity can be related to the so-called 
Extinction Coefficient. This represents the sum of the scattered and absorbed energy, 
and has the form 
(2.37) 
The extinction coefficient is a physical property of the medium, being affected by 
its temperature, pressure and composition, and also by the radiation wavelength, and has 
units of the reciprocal of the length, IlL. 
Emission: 
The radiative energy travelling through a participating medium can be augmented 
by the contribution of the emitted energy of the medium itself, and it is proportional to 
the length of the path. In addition, if the system is in thermodynamic equilibrium, the 
intensity must be the same as for a blackbody and then we have 
(2.38) 
where K~ is the already known Absorption Coefficient. 
In-scattering: 
The travelling energy in the radiatively participating medium_ can also be 
augmented by the gain from the contribution of the scattered energy coming from all 
other directions, integrated over all solid angles. 
This gain of energy by the in-scattered radiation is represented by 
(2.39) 
Chapter 2. Thermal Radiation on Space Activities 25 
where <P~ is the Scattering Phase Function, and it represents the statistical behaviour of a 
radiant ray coming from a direction Si and to be scattered into a certain s direction. 
For the isotropic situation, the radiant energy is scattered at the same rate in all 
directions, and in this case the scattering phase function then equals unity. 
Besides the thermal radiative properties already presented, some other functions 
are very significant in the analysis of thermal radiation in participating media: 
a) Optical Thickness: 
The Optical Thickness function is defined as 
'ts = r~(s)ds = (K+cr)s (2.40) 
and represents the ability of a certain path length of the medium to attenuate the 
travelling thermal radiation. 
If 1:» 1, the medium is considered optically thick, and it presents a high probability that 
the travelling energy will be absorbed; 
if 1:« 1, then the medium is considered optically thin, and in this case it presents a low 
probability that the travelling energy will be absorbed. 
In addition, we have that 
1 ~ = mean free path 
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This means that the reciprocal of the extinction coefficient statistically represents 
the maximum length that a photon will pass through the length before it gets absorbed or 
scattered. 
b) Single Scattering Albedo: 
The single scattering albedo, here denoted by 1jf, is a rating function that 
characterises the relative contribution of the scattering coefficient in relation to the total 
extinction condition. It has the form 
(2.41) 
and it is evident that its value ranges from 0 to 1. 
THE EOUATION OF TRANSFER: 
For the analysis of radiative transfer in thermo-radiatively participating medium, 
we have to consider all the physical phenomena that can take place and, for the most 
generic situations, the effects of absorption, emission and scattering must be accounted 
for. Under local thermodynamic eqUilibrium conditions, an energy balance made on the 
radiant heat flowing through a path will lead to the Equation of Transfer, which is an 
integro-differential equation that describes how the intensity of radiation varies along the 
path through the medium. 
So, the Equation of Transfer, in its general form considering the monochromatic 
energy travelling in the direction s, will be (Modest, 1993): 
dI" 
-= 
ds 
(2.42) 
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where the physical quantities can vary with the position in space, wavelength and time, 
although the time dependence can be neglected considering its relative low variation to 
the speed of the light. 
In this way, the analysis of radiative heat transfer in participating media for 
engineering applications invokes a specific solution for the Equation of Transfer, and this 
will be discussed in Chapter 3. 
2.2 - The Orbital and Interplanetary Space Environment 
The space situated beyond the Earth surface and outside the atmosphere cannot be 
analysed just as an 'empty volume'. It actually contains many electrical, magnetic, 
chemical, physical particle conditions and other circumstances that any object placed in 
that region can be considerably disturbed by these space environmental phenomena. 
The most common natural influencing effects encountered by a typical Earth orbiting 
man-made spacecraft can be identified as: 
a) Low Pressure: 
The space relatively far from planets, stars and other significantly large asteroids 
is well characterised by the presence of a very Iow quantity of materials and gases, 
leading to a local pressure of about 10-8 to 10-17 times lower than the Earth's standard 
atmospheric sea level pressure. In the first instance, this ensures that any kind of 
relatively volatile material would obviously be useless in the construction of a spacecraft 
designed for a comparatively long lifetime. The low pressure of space causes the so 
called outgassing phenomenon on virtually all the materials exposed to this environment 
so that, if they are not physically and chemically stable, it can lead to a change in their 
properties and characteristics, with the possibility of compromising their functional 
integrity. In a further step, these volatile outgassed materials can even condense on cooler 
spacecraft surfaces, substantially changing their thermo-optical properties. This can 
critically put at risk the thermal control of the whole system. Obviously, a completely 
undesirable situation would be the condensing deposition of outgassed materials on top 
of more sensitive surfaces like payload optical lenses or even on the spacecraft solar 
array. 
--
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For the thermal modelling and control of the spacecraft, the vacuum condition 
plays even a more critical role. At this level of low pressure, the convective heat transfer 
can be considered as relatively nil, and all the heat exchange among the non-contacting 
surfaces is attained by the phenomenon of thermal radiation. This makes the analysis, 
modelling, measurement and control of the physics of radiative heat transfer a critical 
and decisive matter in the thermal survival of the spacecraft components and, as a 
consequence, for the full spacecraft system. 
b) Hot and Cold Temperatures: 
Obviously, space can not be considered as being hot or cold. In principle, a 
physical object positioned in the space environment will experience a hot or a cold 
thermal condition depending on the input and/or output of heat fluxes observed by its 
surfaces or, in a particular case, heat being generated or being absorbed in its interior. 
In essence, if there is no directly or indirectly significant heat sources in a particular 
location in space besides a warmer object, space can then act as a heat sink, absorbing 
virtually all the thermal radiation that could be emanating from that particular object. 
Considering that an orbiting spacecraft is positioned outside the Earth's 
atmosphere, it will then receive practically the full, non-filtered thermal radiation coming 
from the sun. In the same way, when the spacecraft is in the Earth's shadow (eclipse 
condition) it will rapidly tend to lose heat by radiation. In this situation, the infinite 
intergalactic black space is acting as a heat sink at a very low temperature, commonly 
estimated as 4K. Some other modes of gaining and losing heat are better explained in 
Section 2.3, but essentially the spacecraft in the Earth's orbit is considered to be exposed 
to a very strong external heating and cooling environment. This necessitates a very 
careful thermal design in order to guarantee a satisfactory operating temperature range of 
the many spacecraft components. 
In Earth orbital positioning, the solar spectrum in the ultraviolet to infrared range 
can be approximated by the thermal radiation from a bJackbody object at a temperature 
of 5762K, and the radiant energy integrated over all wavelengths and measured at a 
distance from the Sun of 1 AV (one astronomical unit) is called the Solar Constant. 
It is estimated to be 1353 ± 2.lW/m2 (Modest, 1993). 
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Additionally, the Earth and its atmosphere also emit thermal radiation and reflect 
sunlight. This last one is the phenomenon called the Earth's albedo. This reflected solar 
radiation is passive to significant local variation in the Earth's surface type and cloud 
cover. An estimation of the average albedo rate varies between different authors and 
researchers. A reasonable representative value for the Earth's albedo seems to be 30% of 
the total radiation received from the Sun. 
Perceived by an object in orbit, the thermal radiation coming from the Earth is 
composed partly from radiation in the Earth's surface spectrum (in this case 
approximated by a blackbody at 288K) and partly by radiation in the Earth's atmosphere 
spectrum. In this condition, it is approximated by a blackbody at 2l8K. The averaged 
intensity of Earth emission, for an average day of the year, is estimated to be 
237 ± 5W/m2 (Nuss, 1996). 
The thermal radiation coming from the Earth through emission and by albedo 
plays an important role on the thermal balance of a spacecraft in low orbit, considered the 
large solid angle presented by the Earth (Watts, 1965). 
For interplanetary flight, a spacecraft may not experience any thermal radiation 
coming from planets (emitted radiation or their albedo) or may even receive very little 
thermal energy coming from the sun or other stars, if travelling sufficient distances from 
these sources. This condition will determine that the thermal energy needed by the 
spacecraft for the proper house-keeping of its subsystems in the operational conditions 
must be accomplished by internal sources, like thermo-electrical or even nuclear 
generating devices. Examples of this situation is the design configuration of the 
interplanetary probes Explorer I and n, from the Jet Propulsion Laboratory (NASA-
USA), which are carrying and using thermo-nuclear generators since they ~ere launched 
in 1972 and 1973. These probes are heading towards the limits of our solar system, at a 
speed of 35,000 km/h and are still sending useful data back to Earth. 
c) Microgravity: 
In general terms, in order to keep a man-made craft in a planet or other celestial 
body at circular orbital condition, the centrifugal forces applied to its centre-of-mass by 
the orbital injection launcher vehicle must be equal to the centripetal force generated by 
the planet's gravity, applied at the same point. This means that the core of the spacecraft, 
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or a laboratory station for example, is constantly experiencing a kind of weightless 
condition, or micro gravity . 
This particular situation must be considered as very important when gravity-
sensitive mattersibeings like animals, plants, and even some physical-chemical processes, 
are placed or taking place on-board of the orbital flying spacecraft. A weightless 
environment can significantly affect human and other animal physical conditioning such 
as food and liquid ingestion/digestion, muscles and bones atrophy, positioning 
orientation; plants growing and their basic living processes; material crystal growing 
phenomenon; biological cells development and interaction behaviour; and so on. 
d) Radiation Environment: 
The radiation environment is mainly characterised by energetic particles such as 
electrons, protons, neutrons, heavier ions, or by photons, such as gamma rays and 
x-rays. The naturally occurring sources of radiation in space can generally be divided 
into: 
i) Trapped radiation belts - energetic particles mainly formed by electrons and 
protons, which are confined to lines of the magnetic fields around the Earth. 
This is called the Van Allen belt; 
ii) Galactic cosmic rays - energetic nuclei, up to at least 1018 e V, generated from 
the explosions of supernovas; 
iii) Solar cosmic rays - energetic particles, mainly protons, generated on the Sun. 
These highly energetic radiation particles can pass through the materials surfaces 
and even interact with the spacecraft interior. This situation might cause degradation of 
the materials' properties or can affect spacecraft electronics such as inducing memory 
errors in computing and storage devices, decreasing power generation on solar arrays, 
etc. 
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e) Other environment conditions: 
Other significant space environment conditions can be exemplified as: 
The neutron environment - where a spacecraft, flying in low orbit at relative 
speeds of around 28,800 kmIh, can experience some aerodynamic drag forces 
strong enough to cause sputtering and/or material degradation due to atomic 
oxygen attack. 
The plasma environment - represented by ionised neutron atoms at about 
300 km altitude. Differences in spacecraft materials in terms of electrical 
conductivity when exposed to this environment can lead to an electrical potential 
charge. If the potential difference is high enough, an arc discharge between the 
surfaces can occur, interfering with the sensitive on-board electronics, or even 
permanently damaging the spacecraft. 
Micrometeorites and orbital debris including natural and man-made particles that, 
because of their high kinetic energy, can cause erosion or even seriously damage 
the spacecraft. The increasing space activity in more popular orbits like the 
geostationary for example, highlights the problem. Obviously, still more concerns 
appear for the manned space missions. 
Dust and residues of atmosphere at lower altitudes. 
From these several space environment effects, the physics related _to the thermal 
vacuum conditioning of a spacecraft will be addressed and analysed in this work. 
- ---------~cc_--------------------------..., 
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2.3 - Thermal Design and Flight Simulation of Spacecraft 
The temperature control of space vehicles: 
As mentioned in Section 2.2 (part b), the actual temperature of the several 
subsystems of a space vehicle orbiting the Earth for instance, is the result of a balance of 
the input and output thermal energies, including the external sources such as the solar 
radiation and the Earth radiative emission and albedo, and also of the multiple gains and 
losses by thermal radiation and conduction among the spacecraft several surfaces and 
subsystems. 
To ensure that the spacecraft's subsystems perform as expected during their 
operational lifetime, a proper thermal design for the temperature control of the system as 
a whole must be developed. The implication of this is that every single subsystem or 
component should be maintained within its operational temperature range for its precise 
functioning. The spacecraft thermal design engineer will then use the necessary and 
available techniques and tools for the accomplishment of this goal. For analytical 
purposes, the dimensions of the spacecraft elements in most of the situations can be 
viewed as small enough and considered as isothermal and uniformly irradiated. 
As an initial approach to proper thermal conditioning, a basic satellite orbiting the 
Earth and having uniform external surface properties can be analysed by means of the 
development of its thermal balance. In this circumstance, for a steady state equilibrium 
condition, we have that the total energy absorbed by the spacecraft must equal the 
radiative energy lost by its external surfaces (Gordon, 1965), or 
(2.43) 
The left hand side of this equation contains respectively the energy gains by direct 
sunlight, the radiation from the sun reflected by the Earth, the energy emitted by the 
Earth itself and the spacecraft internally generated energy, and 
Chapter 2. Thermal Radiation on Space Activities 
<Xc = average solar absorptivity for the spacecraft surfaces 
Ec = average emissivity for the spacecraft surfaces 
Pe = average Earth's albedo 
Ap = projected area of the spacecraft to the incoming rays 
At = total external area of the spacecraft 
Ss = solar constant 
Ee = Earth emitted thermal radiation 
\If = percentage time when the spacecraft is directly exposed to the sun, taking into 
consideration the eclipse effect 
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In the real situation, instead of an average value of surface thermo-optical 
properties for the entire satellite, we have that virtually all the subsystems will hold their 
very own characteristics and Equation 2.43 must be precisely composed and constructed 
in order to account for this. 
During the design phase of a spacecraft, the thermal engineer first performs the 
calculation of the heat fluxes and the temperatures using experience and some technical 
feeling. If the resultant values of temperature are outside the specified operational range 
of the subsystem, then actions are taken in order to modify the capacity of gaining or 
losing heat by that particular spacecraft subsystem. This can include the modification of 
the surface finish, i.e., by changing its absorptivity/emissivity properties or by adding 
some extra heat source or heat rejection process, or even by modifying the layout of the 
subsystems inside the spacecraft, if necessary. For the techniques and tools commonly 
used for the thermal control of spacecraft, two main philosophies can be applied: 
a) passive thermal control - where the heat gain and/or loss of the subsystem can be 
controlled by using procedures such as adjusting the thermal optical properties of its 
surfaces, regulating the heat conduction through the spacecraft structure fixing points 
or contact surfaces, and others. These procedures are usually implemented prior to 
the launch of the spacecraft and expected to perform in operation in space. 
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b) active thermal control - when some special devices are included on board the 
spacecraft with the purpose of supplying extra thermal energy or, alternatively, to 
remove heat from a particular subsystem. In general, these artifices are programmed 
to initiate their operation during the flight of the spacecraft. 
The passive thermal control techniques are the most frequently used since they 
are generally less expensive, easier to apply and to control, and they are also more 
reliable mainly because they do not depend on managing systems or additional 
complexity like moving parts, for instance. 
For heat exchange between surfaces, the control of the emissivity/absorptivity is 
attained by choosing the right surface finish condition, habitually by the application of 
special tapes, paints or even mechanically preparing the surface. In certain situations, 
specific layouts or patterns of tapes/paints are applied in order to get the desired optical 
properties. Examples of these situations are the application of parallel stripes of two tapes 
holding different values of emissivity in order to approach an average value on the 
surface to obtain the desired amount of heat to be rejected, and a black paint applied in a 
surface just underneath a certain hot component in order to better cool down that specific 
part of the subsystem. 
Some drawbacks of the technique of passive control are the possibilities of the 
optical properties of the surface suffering some deterioration by ageing, or physical 
damage from collision with particles such as micro-meteorites in the case of an exposed 
condition. 
For heat exchange by thermal conduction, the use of properly specified washers, 
bolts and other attachment devices are very common, and special filling compounds can 
be utilised during the installation of a subsystem on the spacecraft structural walls. 
Both such techniques are frequently used in order to get the exact amount of heat flux 
between the hardware attachments or the surfaces. 
The active thermal control technique is generally invoked when all the passive 
control tools have proved to be insufficient or not satisfactory for the task to be 
undertaken. This type of control technique includes the use of electrically powered 
heaters, heat pipes, thermal louvers and even radioisotope thermoelectric generators. 
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The electrical heating devices are the most commonly used since they are not so 
difficult to ins taIl and to control. The electrical power comes from the budget of the solar 
array. This can be much available in Earth orbits. Because rechargeable NiCd batteries 
are very sensitive to cold temperatures, the use of the technique of electrical heating is 
very common in order to keep their thermal conditioning under close control. Another 
typical application of electrical heating is the one used to maintain the fuel of the tanks 
and the related flow valves within the limits of their operational temperatures. As already 
mentioned, this thermal control technique will require the inclusion of extra equipment 
on board of the satellite which adds extra weight, and demands some kind of 
management. 
On the other hand, for some applications (e.g. the travelling of space probes away 
from the radiative support of the sun) they will need some kind of active thermal control 
in order to keep their subsystems within thermally operational conditions. 
The Thermal Vacuum Tests of spacecraft: 
Considering the multiple phases of the design and construction of a spacecraft, 
several ground-based environmental tests are necessary in order to check the spacecraft's 
perfect condition as a whole. The requirement of a pre-f1ight extensive test program is 
not difficult to understand, considering that after the spacecraft has been launched, any 
attempt to repair a faulty component obviously would not be straightforward. 
Besides the Vibration and Shock Tests, performed in order to verify the structural 
design and construction against the mechanical stress that the spacecraft will be 
submitted during the launch phase and its injection into orbit, the EMI-J;;MC tests, to 
check the intercompatibility among the several subsystems in terms of electromagnetic 
interference that may occur during its operational conditions, the Balancing and Mass 
Properties Measurements, which are necessary to check the actual values of 
centre-of-gravity, moment of inertia, moment of torsion and the correct balancing for the 
cases of spinning satellites, the Thermal Vacuum Tests are extremely important to verify 
how the spacecraft will perform during its whole lifetime in orbit, under the temperature, 
heat f1uxes, and low pressure stresses. 
-- --. -----------------------------------------------, 
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For these flight-simulating tests, the spacecraft is installed inside a thermal 
vacuum chamber, which is able to very closely simulate the environmental conditions 
found in space in terms of thermal and low-pressure conditioning. In order to reproduce 
the heat sink effect of space, radiative thermal shrouds are installed close to the chamber 
internal walls. These shrouds are generally made from aluminium or stainless steel 
backed by pipes with cold circulating gaseous or boiled liquid Nitrogen. Although the 
heat sink temperature using this particular kind of fluid can only go down to about 
-196°C, is has been proved to be sufficient in terms of simulating the necessary 
absorption of the radiative heat released by a typical spacecraft in space. A major concern 
of course is the excessive cost for the achievement of lower temperatures at the walls of 
the huge space simulating chambers. 
In order to get a more representative simulation of the heat gains and losses by the 
spacecraft, it must be installed inside the test facility in such a way as to be thermally 
decoupled from the chamber structure itself. One of the techniques used for this purpose 
is to hang the spacecraft by stainless steel cables, of very small diameter, with the 
attachments to the chamber structure further isolated by Teflon® washers. For the cases 
where the spacecraft mass is too high, alternative specially supporting devices can be 
designed and built. 
Where there is a need of localised applications of heat inputs or sinks, some 
dedicated devices are commonly constructed and can be positioned and installed close to 
specific spacecraft surfaces. These can be electrically powered surfaces with high 
emissive properties, infrared lamps, electric-powered thermal radiative metallic tubes 
called cal-rods and, for the case of heat sink purposes, cryogenicaIly cooled surfaces with 
the property of high absorptivity to infrared radiation. 
Frequently a great number of temperature sensors, e.g. about 200, is installed on 
the spacecraft and test set-up structure in order to monitor the thermal conditioning of 
each critical component or thermal modelling node. 
Before starting the thermal test itself, the chamber door is closed and cryogenic 
vacuum pumps, cooled by nitrogen and helium circulating systems, are used to take the 
pressure down to the range of 10.6 mbar or lower, in order to closely simulate the space 
environment condition. It its worth mentioning here that, although in the real space flight 
the environmental pressure can be much lower, this usual practice of pressure range 
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simulation is sufficiently satisfactory in terms of virtually eliminating the phenomenon of 
convective heat transfer. In general, at least two types of spacecraft thermal vacuum tests 
are required: 
• Thermal Balance Tests 
• Thermal Cycling Tests 
For the Thermal Balance Test, the spacecraft is installed inside the vacuum 
chamber with the dedicated apparatus for the localised heat input and heat sink, in order 
to simulate the several orbital phase conditions. This kind of test is generally performed 
on the qualification model of the spacecraft. The main goals for this type of test are: 
to reproduce all the heat transfer to and from the spacecraft, and among its 
several subsystems and components, during the distinct orbital conditions; 
to validate the spacecraft mathematical thermal modelling; 
to confirm the temperature range that will be achieved by all the spacecraft 
subsystems and components, when exposed to the simulated orbital conditions. 
The Thermal Cycling Test is usually performed on the flight model of the 
spacecraft. The main objectives for this test are: 
to confirm the proper operation of the spacecraft subsystems under the extremes 
conditioning of high and low temperatures and vacuum; 
to verify the correct workmanship on the assembling and building of the flight 
subsystems and the spacecraft as a whole. 
Now, in most situations concerning the thermal tests of spacecraft, knowing the 
subsystems surfaces temperature might not be satisfactory and sufficient to obtain the 
necessary understanding of their real thermal performance, because the actual (reading) 
temperature can be just representing the end result from all the gains and losses of the 
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heat exchanges involved, sometimes in highly complex and intricate geometrical and 
physical circumstances. 
There are several situations in the spacecraft thermal conditioning where, even 
under acceptable values of surface temperature, strong heat fluxes in tenns of radiosity 
and/or irradiation may be taking place in the area, and because of the particular optical 
properties ofthe surfaces involved, this information definitely will be obscured. 
Non-expected diverged values of heat flux can clearly characterise some kind of 
anomaly in the thermal performance or even in the thermal design of a particular 
subsystem, and this malfunction condition taking place during the pre-flight tests of the 
spacecraft could end-up not being identified by just the use of temperature 
measurements. 
In these very cases, a deep and precise knowledge of the heat fluxes actually 
taking place between the surfaces is indeed fundamental. When these situations occur, 
heat flux sensors, also called radiometers, must be installed at representative locations on 
the spacecraft test set-up, in order to measure this critical heat transfer function. 
Moreover, it is not only in the possibility of detecting thermal conditioning 
anomalies that heat flux must be monitored on the thermal tests of spacecraft. 
For instance, knowing with accuracy the resultant irradiation taking place in every single 
node location of the spacecraft volume, any requirement for changing the layout of the 
subsystems or even the installation of a new hardware device can be thermally analysed 
and designed in a very straightforward way. 
Besides that, the thermal vacuum tests of spacecraft are significantly expensive 
and they also demand a relatively long time for their complete execution, frequently 
more than 10 days, around the clock. Obtaining a fully comprehensive andrepresentative 
set of thermal data is fundamental in tenns of feedback of critical information for the 
optimisation of the spacecraft design and construction. 
Considering the evident importance of a good knowledge of the heat fluxes that 
take place in thermally conditioned complex geometries as found on the design and 
building of spacecraft, this work will dedicate a good deal of attention to the proceedings 
of proper and accurate measurement of thermal radiative heat fluxes in a representative 
configuration. 
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Nowadays, several methods of temperature modelling exist to perform thermal 
analysis on the spacecraft internal and external nodes and surfaces. However, following 
the new requirements for the development and construction of spacecraft that present a 
, 
more functional, geometrical and layout complexity, aerospace engineering is concerned 
in search for more efficient and comprehensive thermal modelling techniques, and one of 
these is the critical analysis of radiative heat fluxes taking place on the several surfaces. 
Considering that an analytical solution for the Equation of Transfer (Eq. 2.42) 
applied to the study of thermal radiation in complex geometries is extremely difficult if 
not impossible to be obtained (Corlett, 1966; Crosby and Schrenker, 1982; Selyuk and 
Kayakol, 1997), the use of numerical methods for the approximation of the solution is a 
very appropriate and convenient way to achieve satisfactory results. These approximating 
techniques have been used for the past few decades with appreciable success, and the 
most widely applied numerical algorithms for the analysis of thermal radiative heat 
transfer are based on the classical Discrete Transfer (Lockwood and Shah, 1981; 
Malalasekera and lames, 1996; Coelho and Carvalho, 1997) and Monte Carlo (Corlett, 
1966; Modest, 1993; Henson and Malalasekera, 1997) methods. 
In spite of this, another method was proposed in 1960 by Chandrasekhar (1960), 
in a work applied to the analysis of thermal radiation in stellar environments. It had its 
first application in the work related to the neutrons transport theory, in a multi-
dimensional form, developed by Lee (1962), Lathrop (1966-1969) and by Carlson and 
Lathrop (1968), but just after that it did not receive sufficient attention from the 
researchers in the field of heat transfer. 
However, more recently through the optimisation works developed by Hyde and 
Truelove (1977), Truelove (1987,1988), Selyuk (1988), lamaluddin et al (1988a-1992), 
Fiveland et af (1984-1995b), Sanchez and Smith (1992), Siegel and Howell (1992), 
Wakil and Sacadura (\992), Adams and Smith (1992,1993), Modest (1993), Chai et af 
(l993a-1993d), Kock et af (1995), Thurgood et af (1995), Liu et af (1996), Sakami et aJ 
(1996, 1998), Selyuk and Kayakol (1997), Charette et af (1998) (several of these works 
being applied to the analysis of thermal radiation in the interior of furnaces), 
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this relatively new method called Method of Discrete Ordinates started to become more 
and more popular. According to these authors, excellent results were produced in many 
applications. 
The Discrete Ordinates Method (DOM) is based on a discrete representation of 
the directional variation of the thermal radiation intensity, in such a way that it 
transforms the Equation of Transfer into a set of partial differential equations which, by 
its turn, represent discrete directions in the total solid angle of 47t. 
In other words, the method is basically a finite differentiation of the directional 
dependence of the Equation of Transfer and, whenever justified, it can also be carried out 
in different degrees in order to get better approximations. 
The Discrete Ordinates Method is a very well suitable method in its application to 
the analysis of radiative transfer in complex geometries, and it does not require enormous 
amount of input data as the Monte Carlo method does, for instance. It is a current method 
that has proved to be an excellent tool applicable to the analysis of thermal radiation 
inside furnaces, similar conditions to the configuration found on space simulation 
chambers, as in our case. Recent results obtained by researchers such as Fiveland (1988), 
Sakami et at (1988), Sels:uk and Kayakol (1997), also presented a fairly good 
approximation and accuracy when compared to exact solutions. 
Considering the strong indication of the potential of the Discrete Ordinates 
Method in the direction of analysing radiative heat transfer in complex geometries, it was 
decided to explore the versatility and further capabilities of this method, as one of the 
basic foundations of this research program. 
CHAPTER 3 
The Discrete Ordinates Method 
3.1 - Development of the Method 
The analysis of thermal radiative heat transfer for an enclosure containing a 
participating medium is based on the solution of the Equation of Transfer, which is a 
balance equation for the energy of radiation intensity passing in a specific direction 
through a small element of volume contained in the medium; maintained in local 
thermodynamic equilibrium. 
In a typical example of an enclosure holding generic properties on its internal 
surfaces and in the intervening medium, the radiation intensity analysed at a particular 
point is a function of its position and also the direction of propagation of the radiation. 
The Equation of Transfer, when applied to an absorbing, emitting and 
anisotropically scattering medium, and considered for a grey circumstance, can be 
represented in the form (Modest, 1993): 
dI '" s.'VI(r,s) '" K(r)Ib(r) _ ~(r)I(r,s) + cr,(r) f I(r,s') <t>(r,s',s) dQ' (3.1) 
ds 4n ) •• 
where the left hand side of the equation represents the gradient of radiative intensity in 
the specified direction, and on the right hand side the first term is related to the gain by 
emission, the second term represents the loss of energy by absorption and out-scattering, 
and the third term is the integral part of the equation that concerns the probability of the 
gain function by the in-scattered intensity of radiation. 
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Considering this enclosure as retaining opaque, gray and diffusely emitting and 
reflecting properties on its internal walls, the governing Equation 3.1 may be subjected to 
the radiative boundary conditions: 
(3.2) 
which expresses the surface outgoing intensity of radiation along the ordinates, 
considered as a sum of the emitted intensity as a consequence of the temperature of the 
boundary surface, and the reflected portion of the incoming radiative intensity. In this 
equation, E and p are respectively the diffuse surface emissivity and surface reflectivity. 
Equation 3.2 also shows that, for the reflected intensities, the hemispherical flux 
incident is calculated by integrating all the direction cosine-weighted radiative intensities 
arriving at the surface. 
In using the Discrete Ordinates Method, the physical enclosure under study is 
considered as the computational domain, which is then appropriately divided in many 
relatively small control volumes, or cells, as shown in Figure 3.1. 
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Figure 3.1 - Division of the computational domain, represented in 2-Dimensional 
rectangular coordinates 
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Equation 3.1 is then applied to the control volumes and is solved for a set 
of n discrete and distinct directions (i = I, 2, ... , n), and the integrals that represent the 
angular functions are approximated by numerical quadrature in the form: 
n IJ(s)dQ '" Lco; /(8;) 
1=1 
(3.3) 
where / is a function of the intensity of radiation and roj are the quadrature weights 
associated with the discrete directions s,. These quadrature weights will represent areas 
on the unit sphere around a cell-centred point P, and their sum must be considered over 
all the discretised directions with the aim of composing the solid angle of 411, or 
~ro, = 411 (3.4) 
In other words, the Discrete Ordinates Method solves the integro-differential 
equation of radiative transfer in a number of discrete angular directions, spanning the 
total solid angle of 411 steradian. 
Following this proposition of discretisation, the Equation of Transfer can then be 
approximated by a set of n equations in the form: 
S;' V' J(r,s;) (3.5) 
i = 1,2, ... , n 
which can be associated to the discretised arrangement of the boundary conditions 
(3.6) 
for n·s,>O. 
These equations constitute a set of n linear partial differential equations, 
simultaneous and of first order, related to each unknown function I, (r). 
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In the majority of the problems (mainly with the presence of scattering) the 
solution will be approximated by using iterative techniques, once the boundary 
conditions and the in-scattering source term depend on the incoming intensity. Only for 
the situations where no scattering is present and the medium temperature is known, can 
the solution be found in a more straightforward way (Modest, 1993). 
Calculating the values of intensity of radiation, it is possible to obtain the 
desirable quantities of incident radiation, G(r), and heat flux, q(r), respectively in the 
interior of the medium and at the enclosure internal surfaces, from the forms: 
n 
OCr) = L I(r,s)dQ '" L, illi Ii(r) 
i=t 
(3.7) 
n 
q(r) = LI(r,s)sdQ '" L,illi1i(r)si 
i=1 
(3.8) 
During the iterative process, the values of incident radiation and heat flux are 
estimated. In the sequence, new values for the intensity of radiation are calculated and 
are then utilised for the updating of the next values of incident radiation and heat flux and 
so on, up to when the desired convergence condition is obtained. Considering that 
intensities along the ordinates with positive and negative directions must be found, the 
solution should be obtained through an even number of simultaneous equations, for each 
control volume considered. In the literature, the Discrete Ordinates Method is commonly 
referred as the SN approximation (Jamaluddin and Smith, 1988; Fiveland, 1991a; Modest, 
1993). In this denomination, the subscript N identifies the order of solution of the 
method, and the order of solution by its turn is related to the necessary number of the 
discrete ordinates, and N distinct values of direction cosines are needed to represent these 
ordinates. As an example, for a 3-Dimensional problem, each octant of the unit sphere 
formed by the solid angles around a cell-centred point P must contain a quantity of 
n = N +(N -1) +(N -2)+ ... +1 = N(N+2) 
222 8 
(3.9) 
correspondent points of quadrature, or more specifically, ordinates. 
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In this way, for a 3-Dimensional problem, the formulation S4 for the Discrete 
Ordinates Method will need a total quantity of n = 4(4+2) = 24 simultaneous equations. 
In general, for a problem proposed in D-dimension, where D = 1, 2, 3, the number of 
simultaneous equations must be (Carlson and Lathrop, 1968) 
n = (3.10) 
For the required set of discrete directions, each ordinate has its geometrical 
interpretation in terms of the variables ~i' l]i and Iti, the direction cosines of Si' in the 
form: 
(3.11) 
For illustration purposes, Figure 3.2 represents a discrete direction located in the 
first oetant of the unit sphere, where ~, l] and It all have positive values, with the origin 
of the directional vector visualised by point P which is positioned in the centre of this 
imaginary unit sphere. 
k 
--------------------
j 
p 
i 
Figure 3.2 - Illustration of the ordinate direction in Cartesian coordinates 
J 
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When the circumstance of radiative equilibrium prevails, i.e. in the steady state 
condition where every single element is emitting radiation at the same rate as it absorbs, 
and with no energy transfer by conduction and/or convection, the temperature of the 
medium for each one of the cells can be obtained through the equation 
h=_I(G+ Q ) 
4n l K (3.12) 
where G is the incident radiation, due to all intensities impinging on point P from all 
sides, and Q represents the internal source of heat generation. 
Considering that the approach of the radiative heat transfer by the Discrete 
Ordinates Method actually reduces the natural angular continuous variation of the 
radiative flux to a discretised form, the solution generally produces a kind of distorted 
heat flux distribution, which is physically unrealistic. This phenomenon is called the 
Ray Effect. It is inherent to this method of approximation, has its contribution to the 
sources of error, and it can not be completely eliminated but just minimised (Lathrop, 
1968; Chai et ai, 1993). 
3.1.1 - Three-dimensional solutions in Cartesian coordinates 
For this research work, the analysis of the radiative heat transfer was performed 
using the Cartesian coordinates, in order to suit the correlation to the rectangular shape as 
defined for the building of the experimental set-up. 
In this way, following a Cartesian coordinates configuration, Equation 3.5 can be 
expressed in the form (Fiveland and Jamaluddin, 1991b; Adams and Smith, 1993): 
aI, aI, aI, ~,- + 11,- + /.t,- + ~l. = Klb + ox ay az I 
i=I,2, ... ,n 
<J, n -~ (fJjl <I> .. 
41< L.J j I] 
j=l 
(3.13) 
- - - - - - - -------------------------
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and subjected again to the boundary conditions along each enclosure internal surface, as 
referred to in Equation 3.2, with the integral function substituted by a discretised 
summing of the oncoming intensity of radiation. For a cell surface parallel to the 
y-z plane for instance, there will be nf2 boundary conditions associated with all directions 
where~j> 0: 
(3.14) 
For the Discrete Ordinates approximation, a control volume V from the 
computational domain is assigned, where the finite-difference form of Equation 3.13 can 
be derived and integrated over its six faces in such a way that, for the x-direction for 
instance, one can have 
Iv ~~ dV = Lx. I j dAXE - Lx. I; dAXR = IXEI AXE - 1XR; AXR (3.15) 
where lXE; and 1XR; are local average values of radiant intensity and AXE and AXR are the 
areas, on the two faces of the volume element, in this particular case perpendicular to the 
x-direction (see Figure 3.3). Following this integration approach, Equation 3.13 can then 
be expressed in the form: 
where 
~; (AXE I XE; -AXR 1XR;) + 
1']; (AYE lYE; -AYR I YR;) + 
/-I; (AzE hE; - AZR I ZRI) = - V13I p; + V13S pi 
is known as the radiative source term, and 
IjI = 
a 
a+lC 
is the single scattering albedo, as introduced in Section 2.1.7. 
(3.16) 
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In Equation 3.16, if we begin the analysis of radiative intensity in a corner of the 
3-Dimensional enclosure, let's say where x = y = z = 0 for instance, from the boundary 
conditions we can have an estimation of the radiation intensity for three of the volume 
element surfaces, or cell faces, because they are coincident with the enclosure internal 
real surfaces. However, we still need information related to the remaining three surfaces 
of the control volume in order to obtain a more precise evaluation of the average intensity 
at its cell-centre location. 
This can be accomplished by making use of an approximating technique referred 
as the linear weighting differencing scheme, which relates the cell-face intensities to the 
cell-centre intensity, Ipi. This practice of approximation can be expressed as 
Ipi = y IXE + (l-y) 1XR = Y lyE + (l-y)/YR = Y hE + (l-y) lzR (3.17) 
where y is a constant value known as the finite-difference weighting factor. 
Applying this finite-difference weighting approximation to Equation 3.16 it can 
be found that an estimation of the cell-centre averaged radiative intensity for the control 
volume, Ipi , is giving by (Modest, 1993): 
(3.18) 
In essence, Equation 3.18 weight-averages the contributions of radiative intensity 
from the surrounding faces of the volume element as well as from its own internal 
intensity of radiation. 
Now, with this just obtained value of cell-centre averaged radiative intensity, lpi' 
Equation 3.17 can be re-arranged in order to actually provide the values of radiative 
intensity for the three remaining faces of the control-volume, in the form 
IXE = (Ipi - (1-y) 1XR) / Y 
[YE =' (Ipi - (1-y) [YR) / y 
hE = (Ipi - (1-y)IzR) / y 
(3.19) 
- - - -------
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In the sequence, these just estimated three values of cell-face intensities by their 
turn can be considered now as the known three face intensities for the downstream 
adjacent cells, as can be seen in Figure 3.3, here presented only for the x-direction for 
simplicity and clarity: 
z~ 
x 
Cell (i,j, k) --j----. Cell (i + I,j, k) 
lxE for Cell (i,j, k) ~ 1XR for Cell (i + 1,j, k) 
Figure 3.3 - Common face on the process of downstreaming the cell intensity 
The value of the finite-difference weighting factor can vary from 0.5 to \.0 and, 
as the name suggests, it has the computational ability of balancing the contribution from 
the upstream face radiative intensity and the cell-centre averaged radiative intensity, 
to the estimation of the downstream face radiative intensity. 
When y = 0.5, it is frequently called 'weighted diamond dijJerencing, and it is 
obvious to see that in this circumstance it produces the highest contribution from the 
upstream face radiative intensity to the estimation of the downstream face radiative 
intensity. 
When y = \.0, it is then called the 'step scheme' and will ensure that the 
downstream face radiative intensity will be considered as an equal value of the cell-
centre radiative intensity, in this case ignoring any weighting contribution from the 
upstream face intensity. 
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During the application of the Discrete Ordinates Method, this kind of propagation 
procedure is systematically performed in order to estimate the intensity of radiation in all 
cells (or volume elements) faces, of the computational domain. 
Scanning all the ordinate directions will allow the opportunity of contribution 
from all the surfaces of the enclosure, in terms of input of radiosity. For instance, when 
the computation undergoes through the discrete direction opposite to that previously 
presented as having the starting point where x = y = z = 0, the three enclosure surfaces 
that will supply the input of cell-face radiosities are exactly the symmetrically opposite 
ones. 
As an example, Figure 3.4 shows that, for the ordinate directions I, 2 and 3, 
having only positive values for the direction cosines, the enclosure surfaces A (x = 0), 
B (y = 0) and C (z = 0) will supply the contribution in terms of radiosity input on the 
propagating procedure for the calculation of the cell-centre intensities of the whole 
computational domain. The calculation starts by assuming that the enclosure surfaces are 
black. During this calculation process, the estimated contribution from the remaining 
three surfaces of the volume elements will be obtained by using Equation 3.19. 
When all cells belonging to the computational domain are effectively visited by 
accessing the complete set of the discrete ordinates directions, the control volumes 
averaged intensities and enclosure surfaces radiosities are up-dated and are then used for 
the next iteration procedure and so on, up to a point when the difference between the last 
obtained value of the control-volume average intensity to its previous calculated value is 
lower than a pre-set error limit. 
As already mentioned, having the converged values of surface and cell-centre 
intensities, the desired functions such as heat flux and temperature can be calculated in a 
straightforward way. 
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Figure 3.4 - Example for the participation of the enclosure walls on the input 
of radiosities for those specific ordinate directions 
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In the employment of the finite-difference weighting factor on the approximation 
process of the Discrete Ordinates Method, it was observed in the literature that it can 
produce significant effects on the accuracy of the results (Lathrop, 1969, Fiveland, 1988, 
Chai et aI, 1993b, Liu et ai, 1996), and this will also be considered and addressed during 
the theoretical analysis to be developed and presented in the next chapters. 
Now, considering the laboratory measurements to be carried out under the 
extension of this research program, it will be very suitable and appropriate to analyse the 
behaviour of this phenomenon during the comparison process of the computational 
predicted results to the measured experimental data. 
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3.1.2 - The choice for the quadrature scheme 
As previously stated, quadrature schemes are required for the approximation 
proceedings of the angular integrals. This implies that the accuracy of the results 
produced by the Discrete Ordinates Method depends on the choice of the angular 
quadrature scheme. 
In general terms, the selection of the angular quadrature is arbitrary although 
some restrictions on the directions and weights arise from the need to preserve 
symmetries and possible invariance properties of the physical domain (Hyde and 
Truelove, 1977; Wakil and Sacadura, 1992; Sel9uk and Kayakol, 1997). 
In the past few decades, a good deal of work was devoted by the research 
community in the direction of finding the appropriate set of ordinates and weights that 
could produce the most accurate results. 
Nevertheless, at present it seems that the optimum set of ordinates and associated 
quadrature weights has not yet been achieved and presented, and this can be considered 
as an open door for future work on the theoretical grounds related to the Method of 
Discrete Ordinates. 
Different sets of ordinates and respective weights have been proposed by 
researchers such as Chandrasekhar (1960), Lee (1962), Lathrop and Carlson (1965), 
Fiveland (l991c), Wakil and Sacadura (1992), Koch et al (1995), Thurgood et al (1995). 
In general, each one of these works brings some kind of clarification or even some 
improvement in the direction of getting a better set of ordinates, but it was also found that 
the extension of the quadrature scheme to multi-dimensional geometries is not always 
straightforward (Sel9uk and Kayakol, 1997). 
A widely used approach for the quadrature set applied to DOM is the one 
proposed in 1965 by Lathrop and Carlson, which includes the S2, S4, S6, Ss, S12 and S16 
orders of approximations. In their work, the authors state that it is very convenient for the 
set to preserve computational invariance under geometrical transformations, i.e. a 
physical symmetry which guarantees that after a 90° rotation about a particular axis, the 
flux representation coordinate remains the same. 
Fiveland proposed in 1991 a similar level symmetric quadrature scheme, but in 
his case supported by an equal-weighted formulation. 
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Thurgood et al (1995) developed a set of ordinates presenting a different 
arrangement for the direction, also with a leVel symmetry, and they claim that their 
philosophy for the quadrature set can provide a finer angular resolution, minimising the 
phenomenon of the Ray Effect. 
During the development of the 3-Dimensional numerical modelling for this work, 
essentially based on the Discrete Ordinates Method, the several orders of the 
SN approximation were used, from the study developed in 1965 by Lathrop and Carlson. 
For the final and critical phase of this research program where the experimental 
data is submitted to a comparison with the theoretical predictions, it was decided to use 
the S16 formulation of quadrature set initially developed by Lathrop and CarIson (1965) 
and also presented by Hsu and Howell (1992), and later on successfully used by Henson 
and Malalasekera (1997). 
This particular set of ordinates and respective weights proved to be very 
applicable and was recommended for the higher grades of thermo-geometrical 
complexity, a situation similar to that in the later modelling processes of this research 
work. 
In Chapter 6, a comparison of some computing numerical solutions with 
experimental results is presented, where the performance of this method, applied to more 
complex 3-Dimensional geometries, can be analysed when lower orders of 
approximation are attempted to be employed. 
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3.2 - Application ofthe Discrete Ordinates Method in the Analysis 
of Thermal Radiation on Basic 2-D Enclosures 
54 
Before entering the analysis of the Discrete Ordinates Method into 2-D and 
3-D environments, it is convenient and appropriate to clarify some adopted 
considerations in this work, for the intervening medium on the physical enclosure. 
Considering that in the real situation of analysis of thermal radiation in the 
interior of a spacecraft geometry, there is virtually no participating medium, then in this 
work the phenomenon of scattering will be disregarded. This assumption is justified 
since the scattering effects on gases generally need some kind of suspended particles or 
water droplets, clouds, soot, smoke, dust, fly ash particles, etc, all conditions and 
situations not expected to be found inside of a flying spacecraft. 
However, the analytical presence of a medium that can retain absorbing and 
emitting properties will still be considered, as an intrinsic feature when the Discrete 
Ordinates Method is used to approximate the solution of the Equation of Transfer in a 
participating medium. For the situations where no participating medium conditions are 
expected to be found, the absorption coefficient on the equations will just be considered 
as relatively very small. This approach will guarantee that this approximating method can 
still be successfully applied in non-participating media, which will also include vacuum 
conditions for instance. 
This is easy to see, considering that the Discrete Ordinates Method is based on a 
flux-type philosophy and is naturally strongly supported by the thermal radiative 
participation of the enclosure and other object surfaces. 
In order to verify the overall performance of the Discrete Ordinates Method, the 
computational evolution of this research program starts with a fairly basic Fortran 
computer code which can be easily handled and executed using personal computers. 
Initially, it is limited to the analysis of thermal radiation in simple 2-Dimensional 
rectangular enclosures and is applied firstly to a few but relevant problems and test cases 
taken from published literature. These first exercises in the analysis of thermal radiation 
by the Discrete Ordinates approximation clearly show the satisfactory performance 
obtained. 
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3.2.1 - The analysis for 2-Dimensional problems 
For the analysis of 2-D problems, we may take Equation 3.13 with the condition 
iJI 
= 0 
iJz 
and, considering no occurrence of the scattering phenomenon, the equation then reduces 
to: 
~ dJ, dJ, 
'>'- + 11,- + = dx dy 
-KJ, + KJ. (3.20) 
i=l,2, .... n 
Equation 3.20 must satisfy the boundary conditions along each surface and, in the 
positive direction of the x-axis for instance, we have that: 
(3.21) 
For this case, only positive values of I-l are considered and the values of the 
quadrature weights (j) must be multiplied by 2 in order to accommodate the reduction 
from 3- to 2-Dimensional geometry. 
A generic scheme for the analysis of a volume element for this basic 2-D problem 
is presented in Figure 3.5 (Modest, 1993). 
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Figure 3.5 - Schematic representation of direction ordinate in the 2-D control volume 
These control volume areas may be considered as AN, As, AE and Aw, 
representing north, south, east and west respectively. If we regard the dimension of this 
volume element as equal to unity in the z-direction, then it may be described as 
v = flx.fly, where flx = AN = As 
and fly =AE=Aw 
In order to perform the radiative transfer analysis in this finite-volume element, 
we can take Equation 3.15, which leads to the finite-difference form: 
r of; dV = I f; dAE - L f; dAw = h; AE - fw; Aw Jv oX WE W (3.22) 
and 
(3.23) 
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where lE;, Iw;, lNi and Is; are average values of the intensity I; on the face areas AE, Aw, 
AN and As respectively. This tums Equation 3.20 into: 
(3.24) 
where Ip; is the cell-centre average intensity and h is the medium local blackbody 
intensity, in the volume element considered. 
The procedure proposed by Modest (1993) for the solution of the problem 
through the Discrete Ordinates Method begins with the estimation of the radiosity Jw for 
each one of the surfaces, at first assumed as black. 
In the next step, the first volume element (the one that represents the minimum 
values of i and j) which is positioned in the left lower corner as indicated in Figure 3.6, 
is chosen as the starting point for the calculation of the intensity of radiation in all the 
control volumes of the computational domain. 
Si x 
s 
Figure 3.6 - Corner positioned control volume used as the starting point for the 
DOM sequential calculation 
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In this particular element, we can see that its faces W and S are coincident with 
the enclosure internal surface, which means that, from the boundary conditions, their 
respective intensity of radiation IWi and ISi can be promptly estimated. 
In the sequence, the number of unknowns in Equation 3.24 can then be reduced 
by making use ofthefinite-dif/erence weightingfactor, y, through the relation: 
Ipi = Y IEi + (1- y) IWi = Y INi + (1- y) ISi (3.25) 
where, again, y is a constant having a value which can be specified as being in the range 
0.5 S Y S 1.0 
Applying the approximation proposed by Equation 3.25 into Equation 3.24, the 
internal average intensity Ipi for each control volume can be obtained as: 
lCVySpi + 1~;IAwlw; + Ill,IAsIs; 
lC Vy + 1~;)Aw + Ill;) As 
(3.26) 
Following the sequence presented in Section 3.1, once the intensity Ipi has been 
estimated, the values of IEi and INi can be calculated from Equation 3.25, that in its turn, 
for the next element with new values of i and j, are then respectively considered as IWi 
and ISi , and so on. 
In this way, all values ofradiative intensity for the volume elements related to the 
first quadrant can be calculated (quadrant no. I in Figure 3.1), one by one, for each step 
as presented above. 
This procedure is then repeated for the other 3 quadrants, bearing in mind that the 
direction cosines now can be positive or negative, depending on the quadrant under 
analysis. 
-------------------------- - - -
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When all the directional intensities have been calculated for each volume element 
next to the enclosure walls, new values of radiosity are obtained (through Equation 2.20, 
introduced in Section 2.1.3), and the procedure is repeated up to when the desired 
convergence is achieved. 
As a result, the expected values for radiative flux and incident radiation can be 
produced through the equations: 
OCr) = L f(r,s)dn n ,., L roj f j (r) 
;=1 
n 
q(r) = L fer,s) s dn ,., L roj f j (r) Sj 
;=1 
3.2.2 - Case 1: 2-D radiative heat transfer in a simple rectangular 
geometry 
(3.27) 
(3.28) 
It is worthwhile now to show the development of a very simple problem in two 
dimensions, applying the solution proposed by the Discrete Ordinates Method. This is 
achieved by considering the problem set out by Modest (1993). 
In this particular problem, a square enclosure with side L, containing a grey 
medium with emitting and absorbing but non-scattering properties, is in radiative 
equilibrium and presents an absorption coefficient constant and equal to k = 1IL. The 
upper surface and the two laterals are maintained at a temperature equal to OK, while the 
lower surface has an isothermal temperature of T w and constant intensity of radiation 
equal to lbw. All four walls are black. It is desired to calculate the net heat flux taking 
place at the lower surface. 
For the solution of this problem, Modest suggests a simplified nodal model as 
presented in Figure 3.7, where the physical environment is divided into four control 
volumes, each one holding its own specifications of north, south, west and east faces 
(Nk, Sk. Wk and Ek). 
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For the angular quadrature, the direction cosine values and their respective 
weights, Modest proposed using the ones developed by Carlson and Lathrop (1965). 
Table 3.1 presents this quadrature data, also including the values related to the z-axis for 
the case of a 3-Dimensional geometry. 
ORDER 
COORDINATES WEIGHTS 
OF 
APPROX. ~ 11 IJ. (i) 
S2 0.5000000 0.5000000 0.7071068 1.5707963 
S4 0.2958759 0.2958759 0.9082483 
0.2958759 0.9082483 0.2958759 0.5235987 
0.9082483 0.2958759 0.2958759 
S6 0.1838670 0.1838670 0.9656013 0.1609517 
0.1838670 0.6950514 0.6950514 0.3626469 
0.1838670 0.9656013 0.1838670 0.1609517 
0.6950514 0.1838670 0.6950514 0.3626469 
0.6950514 0.6950514 0.1838670 0.3626469 
0.9656013 0.1838670 0.1838670 0.1609517 
Ss 0.1422555 0.1422555 0.9795543 0.1712359 
0.1422555 0.5773503 0.8040087 0.0992284 
0.1422555 0.8040087 0.5773503 0.0992284 
0.1422555 0.9795543 0.1422555 0.1712359 
0.5773503 0.1422555 0.8040087 0.0992284 
0.5773503 0.5773503 0.5773503 0.4617179 
0.5773503 0.8040087 0.1422555 0.0992284 
0.8040087 0.1422555 0.5773503 0.0992284 
0.8040087 0.5773503 0.1422555 0.0992284 
0.9795543 0.1422555 0.1422555 0.1712359 
Table 3.1 - Set of DOM ordinates and associated weights, as proposed by 
Carlson and Lathrop (1965) 
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*3 E, W4 *4 
8, 84 
Figure 3.7 - Square enclosure as suggested by Modest (1993) 
To solve this problem using the S2 - Approximation method, and recalling that the 
number of the simultaneous equations for the Discrete Ordinates Method is obtained by 
we then will have 
2 D N(N+2) 
8 
= 4 
ordinates to be considered for this particular case, i.e., just one ordinate per quadrant. 
According to Table 3.1, for the S2approximation, the direction cosines will be: 
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si=~jl+r];}= +0.51+0.5} 
- 0.51 + 0.5} 
+ 0.51 - 0.5} 
- 0.5 1 - 0.5} 
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Considering that it is a 2-Dimensional problem, the quadrature weights 
(originally presented in Table 3.1 for the general case of a 3-D situation) must be 
multiplied by 2 and so: 
O)j = 11 
For the value of the finite-difference weighting factor, Modest suggests utilising 
y = 0.5, i.e. the diamond scheme. 
Taking this proposed configuration, the basic version of the Fortran code for the 
Discrete Ordinates Method was then prepared using the specified data of surface 
temperature, absorption coefficient and finite-difference weighting factor and the angular 
quadrature as proposed by Carlson and Lathrop (1965). After execution the results 
obtained were found to be very close to the ones shown in the book from Modest, 
noticing that Modest analysed the radiative heat flux on the bottom surface for the 
averaged values of just the two south control volumes. Figure 3.8 shows both results for 
the 2-Cell, DOM S2 approximation. 
In additional, Modest presented for comparison some results previously obtained 
by Truelove in 1987, relating the same problem and using the same quadrature 
philosophy as proposed by Carlson and Lathrop, but analysed using a higher number of 
control volumes. Also an exact solution previously obtained by Razzaque et at (1983) 
when using a finite-element solution is presented. 
Looking for a similar analogy, our computer code was re-programmed in order to 
produce both kinds of output data for comparison with the prediction of heat flux as 
presented by Modest (1993). The results relating the adoption of a higher number of 
-----------------------------------------------------
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control volumes (here specified as a mesh of 10 x 10 divisions of the spatial domain) are 
also presented in Figure 3.8. For the comparison with the exact solution situation, the 
DOM S4 approximation was utilised with the finite-difference weighting factor specified 
as y = 1.0, and a spatial discretisation of 19 x 19 control volumes. 
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Figure 3.8 - Radiative heat flux along bottom wall for the enclosure as 
illustrated in Figure 3.7, for three distinct approaches 
1 
For comparison purposes, the values from Modest's book were digitised and are 
also plotted in Figure 3.8. As can be seen, the results obtained in this work are in very 
good agreement when using the S2 approximation for 2 control volumes, the Truelove 
DOM S2 approximation through a higher number of cells, and the exact solutions from 
the work developed by Razzaque et al. Appendix A, Figure A. I, presents the results from 
Modest. 
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Now, for the Truelove approach in tenns of a higher order of spatial 
discretisation, we can go a little further and perfonn an additional analysis regarding the 
distinct orders of approximation 82, 84, 86 and 8s, maintaining the value of the 
absorption coefficient as K = ilL, where L is the dimension of the side of the square 
enclosure. The numerical code was then executed for this set of Discrete Ordinates 
approximations and the results for this analysis were found to be as shown in Table 3.2: 
DIMENS. OF DOMAIN ~ 10.000000 10.000000 
NO. DIY. DIRECT. X & Y ~ 10 10 
ABSORPT. COEFF. OF GAS ~ .10000 
dx~ 1.000000 
dy~ 1.000000 
HEAT FLUX ALONG THE BOTTOM WALL (SOUTH) 
========================================= 
APPROX.~ 2 
.8136 .7617 .7438 .7272 .7199 .7199 .7272 .7438 .7617 .8136 
APPROX.~ 4 
.8537 .8029 .7770 .7610 .7533 .7533 .7610 .7770 .8029 .8537 
APPROX.~ 6 
.8552 .8059 .7830 .7690 .7642 .7642 .7690 .7830 .8059 .8552 
APPROX.~ 8 
.8536 .8044 .7827 .7696 .7641 .7641 .7696 .7827 .8044 .8536 
Table 3.2 - Output data for the DOM 82, 84, 86 and 8s distinct approximations, Case 1 
These data were plotted for comparison and are then presented in Figure 3.9. 
- - - - - - - - --c:--:------c----c~_:_c_.,______,_c::_cc,_-----------------
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Figure 3.9 - Results using distinct DOM approximations for the problem as presented 
in Figure 3.7, Case I 
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In this figure, we can see that the results from the S2 approximation sensibly 
deviate from the DOM approximations at higher orders, S4, S6 and Ss. This can be an 
indication that the S2 approximation should be avoided for situations where a better 
accuracy is desired. 
In the same problem configuration, choosing the S4 approximation for instance, 
we can analyse the effect imposed by the variation of the absorption coefficient K in a 
thermal radiative participating medium. The adopted values for K as om, 0.1, l.0, 5.0 
and 10.0 produced the results as presented in Table 3.3. 
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DIMENS. OF DOMAIN = 10.000000 10.000000 
NO. DIV. DIRECT. X & Y = 10 10 
HEAT FLUX ALONG THE BOTTOM WALL (SOUTH) 
========================================= 
ABSORPT. COEFF. OF GAS = .01000 
.9781 .9727 .9701 .9683 .9671 .9671 .9683 .9701 .9727 .9781 
ABSORPT. COEFF. OF GAS = .10000 
.8537 .8029 .7770 .7610 .7533 .7533 .7610 .7770 .8029 .8537 
ABSORPT. COEFF. OF GAS = 1.00000 
.5722 .3430 .2869 .2440 .2303 .2303 .2440 .2869 .3430 .5722 
ABSORPT. COEFF. OF GAS = 5.00000 
.3365 .0619 .0872 .0497 .0548 .0548 .0497 .0872 .0619 .3365 
ABSORPT. COEFF. OF GAS = 10.00000 
.2401 .0032 .0602 .0182 .0306 .0306 .0182 .0602 .0032 .2401 
Table 3.3 - Output data for distinct values of medium absorption coefficient, Case I 
For this particular kind of analysis, the resultant number of iterations for each 
distinct value of absorption coefficient, considering an adopted limit of less or equal to 
10-5 for the difference between two subsequently calculated cell-centre intensities, was 
found to be: 
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ABSORPTION COEFF. K NO. OF ITERATIONS REQUIRED (S4) 
om 6 
0.1 15 
1.0 159 
5.0 1837 
10.0 5028 
Table 3.4 - Required number of iterations as a function of K 
The data collected are displayed graphically for a better visual comparison in 
Figure 3.10. 
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Figure 3.10 - Distinct results of heat flux: at the bottom wall, for distinct values of 
medium absorption coefficient 
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What can be seen in this Figure is that, for an absorption coefficient of 0.01 or 
smaller, over 96% of the radiation can be transmitted through the medium. For values of 
absorption coefficient of 5.0 or greater, virtually less than 10% of the thermal radiation in 
the central region of the surface is transmitted for this particular case. The meaning of 
these results confirms the real physical phenomenon and gives additional support to the 
future of this thermal modelling approach. 
3.2.3 - Case 2: 2-D radiation problem considered by Fiveland (1984) 
The next test problem for this 2-D thermal radiation analysis using the Discrete 
Ordinates Method refers to a case studied in 1984 by Fiveland. It comprises a square-
shaped enclosure having black walls maintained at OK with a purely absorbing 
intervening medium producing an emissive power equal to unity. 
Three situations are analysed for this example where the medium absorption 
coefficient is specified as K = 0.1, 1.0 and 10.0. 
The spatial domain of the square 2-D enclosure is divided into 20 cells in both the 
x- and y-directions. Fiveland chose this physical geometry and thermal circumstances 
because an exact solution is available. This solution will be additionally presented 
graphically. 
Fiveland executed his numerical analysis by using the Sz, S4 and S6 discrete 
ordinates approximations, looking for a comparison of the distinct results. In this way, 
the numerical modelling from this work was also prepared with the §ame thermo-
geometrical conditions. It was executed for the three distinct situations and the results 
obtained are first displayed in Table 3.5 and then graphically in Figures 3.11, 3.12 and 
3.13, together with some data digitised from the plots presented by Fiveland. The original 
curves presented by the author for this particular problem can be seen in Appendix A, 
Figure A.2. 
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x/L 
0.05 
0.1 
0.15 
0.2 
0.25 
0.3 
0.35 
0.4 
0.45 
0.5 
0.55 
0.6 
0.65 
0.7 
0.75 
0.8 
0.85 
0.9 
0.95 
K=O.l K= 1.0 K= 10.0 
S2 S4 S6 S2 S4 S6 S2 S4 S6 
0.0868 0.0731 0.0722 0.4517 0.4078 0.4216 0.7121 0.7511 0.7611 
0.0895 0.0793 0.0802 0.4923 0.4670 0.4881 0.8866 0.9216 0.9204 
0.0917 0.0853 0.0874 0.5270 0.5164 0.5385 0.9553 0.9680 0.9610 
0.0934 0.0908 0.0933 0.5562 0.5571 0.5748 0.9824 0.9841 0.9799 
0.0947 0.0956 0.0975 0.5802 0.5894 0.5989 0.9931 0.9912 0.9895 
0.0956 0.0995 0.1001 0.5993 0.6134 0.6136 0.9973 0.9949 0.9945 
0.0962 0.1022 0.1014 0.6138 0.6296 0.6219 0.9989 0.9970 0.9970 
0.0966 0.1038 0.1019 0.6240 0.6392 0.6264 0.9996 0.9981 0.9983 
0.0968 0.1046 0.1021 0.6300 0.6440 0.6286 0.9998 0.9986 0.9989 
0.0968 0.1048 0.1021 0.6320 0.6454 0.6293 0.9999 0.9988 0.9991 
0.0968 0.1046 0.1021 0.6300 0.6440 0.6286 0.9998 0.9986 0.9989 
0.0966 0.1038 0.1019 0.6240 0.6392 0.6264 0.9996 0.9981 0.9983 
0.0962 0.1022 0.1014 0.6138 0.6296 0.6219 0.9989 0.9970 0.9970 
0.0956 0.0995 0.1001 0.5993 0.6134 0.6136 0.9973 0.9949 0.9945 
0.0947 0.0956 0.0975 0.5802 0.5894 0.5989 0.9931 0.9912 0.9895 
0.0934 0.0908 0.0933 0.5562 0.5571 0.5748 0.9824 0.9B41 0.9799 
0.0917 0.0853 0.0874 0.5270 0.5164 0.5385 0.9553 0.9680 0.9610 
0.0895 0.0793 0.0802 0.4923 0.4670 0.4881 0.8866 0.9216 0.9204 
0.0868 0.0731 0.0722 0.4517 0.4078 0.4216 0.7121 0.7511 0.7611 
Table 3.5 - Output data of wall heat flux for distinct values of absorption 
coefficient and DOM approximation, for a Fiveland (1984) test case 
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Figure 3.11 - Results of wall heat flux for distinct DOM approximation, for absorption 
coefficient K = 0.1, as per Fiveland work (1984) 
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Figure 3.12 - Results of wall heat flux for distinct DOM approximation, for absorption 
coefficient K = 1.0, as per Fiveland work (1984) 
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Figure 3.13 - Results of wall heat flux for distinct DOM approximation, for absorption 
coefficient K = 10.0, as per Fiveland work (1984) 
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The comparisons show that the results produced by the S2 approximation present 
a more distinctive difference mainly in the highly participating medium probably because 
of the choice of the quadrature scheme, which can be more sensitive for lower 
approximation orders. For the higher orders of DOM approximation, the results presented 
by the computer code from. this work are satisfactorily close to those presented by 
Fiveland. 
There is also something very interesting to note in this particular test case. In 
contrast to what was found in the problem analysed in Section 3.2.2, in this case the 
higher the specification of the absorption coefficient, the larger the value of radiative heat 
flux taking place on the enclosure wall. The reason for this is the assignment of a value 
of unity for the emissive power for the intervening medium. This confirms that the higher 
the value of the medium absorption coefficient, the more thermal radiative energy is 
transmitted from the medium itself to the enclosure colder walls. 
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3.2.4 - Case 3: Benchmark with 2-Dimensional Discrete Transfer method 
At this stage of the work, we found that it would be interesting and convenient to 
benchmark some results produced by this Discrete Ordinates Method numerical 
modelling with data obtained by a different approach to radiative thermal analysis. 
Coelho and Carvalho developed a study of thermal radiation in a 2-Dimensional 
enclosure containing an absorbing and emitting medium, in a work published in 1997. 
The results from this can be used to verify the approximation performance of our 
Discrete-Ordinates-based, 2-Dimensional computer model. 
The problem's physical situation is depicted in Figure 3.14 and comprises a 
rectangular enclosure with black walls and containing a medium in radiative equilibrium. 
For the enclosure correspondent dimensions, the authors specified a relative proportion 
of a = 5b. The enclosure walls are kept at a temperature of OK except for the top one that 
is warm and has an emissive power equal to unity, while the medium optical thickness in 
the b direction is specified as Kb = l. 
-a a 
x 
y 
Figure 3.14 - Geometry for test case related to the Method of Discrete Transfer 
Adopting a division of the spatial domain of 20 x 10 cells and an angular 
discretisation of four areas per octant, Coelho and Carvalho used the Discrete Transfer 
Method (DTM) to approximate the solution of the problem and obtained the results of 
radiative heat flux on the enclosure side walls as presented in Appendix A, Figure A.3. 
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To get the pertinent data in order to compare both sets of results, the basic 
Discrete Ordinates Method computer program was used with the same thermo-
geometrical conditions and adopting a S4 approximation which produces an angular 
discretisation of three areas per octant, the closest to the four-areas-per-octant DTM 
scheme as specified by Coelho and Carvalho. The DOM approximation resulting data is 
firstly presented in Table 3.6 and then plotted in Figures 3.15 and 3.16, together with 
data obtained from those plots presented by Coelho and Carvalho. 
ylb or x/a Side Wall Bottom Wall 
0.05 0.66871 0.54944 
0.15 0.59145 0.54886 
0.25 0.52517 0.54736 
0.35 0.46703 0.54419 
0.45 0.41466 0.53895 
0.55 0.36645 0.53022 
0.65 0.32126 0.51683 
0.75 0.27829 0.50143 
0.85 0.23709 0.45249 
0.95 0.19762 0.32192 
Table 3.6 - Output data produced by the method of Discrete Ordinates, to 
compare with the results obtained by Coelho and Carvalho (1997) 
To execute this computational calculation on a PC 233MHz 148Mb, this 
computer code needed less than 1 second of CPU processing time. 
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As can be seen in Figures 3.15 and 3.16. the predicted values of radiative heat 
flux on both the bottom and side walls using the Discrete Ordinates Method. are found to 
virtually coincide with the ones obtained through the Discrete Transfer Method presented 
by Coelho and Carvalho. 
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Performing an overall analysis on all the comparisons obtained from the three test 
cases developed in this preparation phase, it can be seen that the computer code from this 
work is producing satisfactory and accurate results and gives confidence in its ability to 
be extended to the development of the 3-Dimensional approach for complex geometries, 
as originally proposed for this research program. 
The next chapter deals with the extension of this 2-D computer code based on the 
Discrete Ordinates Method, to the 3-Dimensional configuration. This is a first step on the 
way to finally achieving the building of a numerical model in radiative transfer 
incorporating 3-Dimensional complex geometries. 
CHAPTER 4 
Application of the Discrete 
Ordinates Method to 
3-Dimensional Complex 
Geometries 
4.1- Expanding the Analysis of Thermal Radiation by the Discrete 
Ordinates Method into the 3-Dimensional Configuration 
For the development and expansion of the Discrete Ordinates Method numerical 
modelling from 2-Dimensional to 3-Dimensionl geometrical configurations, we have to 
follow basically the same philosophy of approach as presented in Chapter 3, but now 
considering the possibility of variation of the radiative intensity also in the z-axis, such as 
d! *- 0 
dz 
Further, all six surfaces that constitute the control volume are now expected to 
participate and contribute in terms of radiant energy for the estimation of the cell-centre 
average intensity. For the angular discretisation arrangement required by the method, the 
eight octants of the adopted unit sphere surrounding the cell-centred point P will now 
have their own directions and dedicated quadrature weights in order to physically 
represent the variation of the radiative intensity in the third dimension. 
For the integration of the intensity of radiation over the control volume, now also 
in the z-direction, we additionally have that 
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where, following the same philosophy previously explained in Section 3.1, lZEi and hR; 
are local average values of radiant intensity in the z-direction, and AZE and AZR are the 
areas of the two faces of the volume element, perpendicular to the z-direction. 
For a 3-Dimensional physical enclosure containing an absorbing and emitting but 
non-scattering medium, the Equation of Transfer solved by the Discrete Ordinates 
Method can be presented in Cartesian coordinates in the differential form: 
~i (AXE IXEi -AxR IXRi ) + 
11i (AYE lYEi -AYR I YRi ) + (4.2) 
I!i (AzE lZEi -AZR I ZRi ) = - VK.lpi + VK.Spi 
where the radiative source term Sp;, now for the non-scattering situation, will be 
As previously mentioned, the number of unknowns in Equation 4.2 may be 
reduced by making use ofthejinite difference weighting factor, y, now considered for the 
3-DimensionaI relations: 
Ip; = y IXE + (l-y) 1XR = Y /YE + (J-y) /YR - Y hE + (l-y) hR (4.3) 
where again, 0.5 !> Y !> 1.0. 
This approach will lead to the estimation of the cell-centre radiant intensity, for a 
3-DimensionaI configuration without the occurrence of the scattering phenomenon, as: 
K.VySpi + l~dAxR/xRi + l11dAYR/YRi + Il!dAzR/zRI 
K.Vy + 1~,IAxR + l11dAYR + Il!dAzR 
(4.4) 
- - - - - - -~----~----------------------, 
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4.1.1 • The computational scheme for the 3-Dimensional geometry 
The sequence of computational calculations adopted for this work is, taking each 
discrete ordinate as systematically defined by its direction cosines, to perform the 
estimation of the cell-centre radiative intensity in each one of the cells, starting from the 
corner of the 3-D enclosure which is coincident with the 3 faces of the control volume 
that represent the opposite direction of the propagation of the radiation, for this particular 
calculating direction. 
As mentioned earlier, because the three faces of the starting control volume are 
coincident with the internal surfaces of the enclosure, the calculation procedure uses their 
radiosity as the input contribution for the estimation of all the cells' central intensities in 
the whole physical domain for that particular direction of propagation of radiative 
intensity. 
For example, when the computing calculation takes a discrete direction that is 
represented by three positive values of direction cosines, i.e., ~ > 0, 11 > 0 and It > 0, the 
specific surfaces located near the 3-D enclosure corner where x = y = z = 0 will supply 
the input of radiosity as a contribution for the estimation of the cell-centre radiative 
intensities for all the cells in the physical domain, when the calculation is performed for 
that specific direction. 
The sequence of calculation starts by estimating the cell-centre average intensity 
for those cells that hold all values of i where j = k = 1 and then repeating the sequence for 
j == 2 and k == 1 and then for j == 3 and k == 1 and so on until completion is achieved for all 
the cells for the level where k == 1. It then resumes the calculation in the same sequence 
but now for all the cells at k == 2. When the algorithm finishes the calculation of radiative 
intensity for the cells located at the maximum value of k, the contribution from those 
three enclosure internal surfaces radiosities, for this iteration step, is terminated. 
This calculation procedure must be performed for all the discrete directions 
prescribed by the SN approximation, spanning the whole angle of 41t steradian of the 
imaginary unit sphere that physically incorporates all directions of the radiative intensity 
taking place inside each control volume, or cell. 
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Following the same philosophy of the basic approach, after each complete 
iteration step, the cells' central intensities and the boundary conditions are up-dated and 
all the intensities are then compared with their previously obtained values. Performing as 
many iterations as necessary, when the difference is found to be less than a pre-
determined limit error the approximation is then considered as converged and the 
computational calculation stops. The final values of the cells' central intensities and 
boundary surfaces radiosities are then used to calculate some desired quantities such as 
heat flux and temperature, for instance. 
4.1.2 - Implementing the 3-Dimensional approach in the computer 
algorithm 
At this stage of the research program, this algorithm philosophy and execution 
procedure were implemented in the basic 2-Dimensional computer code thereby 
adapting, expanding and transforming it to now being able to perform analysis of thermal 
radiation phenomenon inside real 3-Dimensional rectangular geometries. In order to 
verify the proper applicability and satisfactory performance of this new Discrete-
Ordinates-based 3-Dimensional computer algorithm, several exercises were developed 
during this research work and two of them are now presented. 
a) Case 4: 3-D radiation problem considered by Jamaluddin and Smith (1988a) 
Jamaluddin and Smith presented in 1988 a study related to the investigation of 
thermal radiation in 3-Dimensional geometries, using the Discrete Ordinates Method 
applied to an enclosure representing a specific furnace at the International Flame 
Research Foundation (IFRF), in the Netherlands. This problem in radiative transfer was 
previously analysed in 1977 by Hyde and Truelove as one of the M3 trial cases, called 
Flame 10, at the IFRF. In this work the furnace was considered as a rectangular enclosure 
with dimensions of 6.0 x 2.0 x 2.0m having specified temperature and optical properties 
(non-black surfaces) on the walls. The medium is composed of a radiatively participating 
gas with absorbing and emitting properties, and its discretised temperature profile, from 
Hyde and Truelove, is reproduced in Figure 4.1. The complementary data for this 
problem are presented in Table 4.1. 
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z 
1233 1245 1251 1255 1261 1238 1232 1204 1173 
X 
1228 1253 1243 1228 1256 1254 1254 1238 1286 
-
1266 1256 1286 1311 1334 1397 1481 1418 1163 1/ 
/ O<y<2/3 
1223 1221 1224 1237 1233 1220 1220 1193 1178 
1213 1218 1203 1188 1193 1193 1193 1354 1770 
1093 1243 1271 1299 1325 1524 1555 1571 1551 
/ 2/3 <y<4/3 
1205 1224 1226 1227 1219 1220 1220 1198 1181 
1211 1256 1256 1248 1232 1226 1224 1202 1190 
1188 1263 1276 1301 1314 1392 1471 1338 1214 
4/3 <y<2 
Y 
Figure 4.1 - Furnace gas temperature profile, measured for IFRF-M3 (Flame 10), as 
presented by Hyde and Truelove (1977) and Jamaluddin and Smith 
(1988a) 
Furnace dimensions 6.0 x 2.0 x 2.0m 
Floor Tw= 320K, Ew =0.86 
Walls temperature and emissivity 
Others Tw = 1090K, Ew = 0.70 
K= 0.2 m'l 
Properties of the medium 
Tg = measured (see Figure 4.1) 
Table 4.1 - Dimensional and thermo-optical data for the 3-D furnace as presented by 
Hyde and Truelove (1977) and Jamaluddin and Smith (1988a). 
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For the solution of this particular problem, lamaluddin and Smith used the 
Discrete Ordinates approximations of S2, S4, S6 and S8, with a spatial discretisation of the 
physical domain into 18 x 6 x 6 control volumes. 
According to lamaluddin and Smith, these results are in good agreement with the 
data previously obtained by Hyde and Truelove using the Zone Method as the 
approximation technique. Confirming that the S2 approximation is not recommended for 
this difficult level of problem, lamaluddin and Smith found that the higher order S4, S6 
and 88 Discrete Ordinates approximations all produced similar results. 
In order to develop a comparative analysis of the performance of the 
3-Dimensional approach being developed in this work, the computer code was 
implemented with the pertinent data and was prepared for the same physical 
configuration as specified by lamaluddin and Smith. Adopting the S4 approximation for 
the method of Discrete Ordinates, the computer program was executed using a 
finite-difference weighting factor of y = 0.75 and the results obtained are presented in 
Table 4.2. 
The output data as a prediction of radiative heat flux in the central region of the 
floor and roof surfaces of the furnace considered in the y-direction are displayed in 
Figure 4.2. The results obtained by lamaluddin and Smith using the DOM, and also from 
Hyde and Truelove using the Zone Method, were digitised and then transposed to the 
same graphic for comparison. 
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Radiative Heat Flux [KW/m2] 
Axial distance [m] Floor Roof 
0.167 122.8 92.2 
0.500 129.0 92.5 
0.833 129.7 87.9 
1.167 128.7 84.8 
1.500 127.4 83.8 
1.833 126.3 83.3 
2.167 123.0 82.6 
2.500 119.6 81.6 
2.833 109.5 80.8 
3.167 106.3 79.7 
3.500 104.0 78.7 
3.833 102.5 78.0 
4.167 100.6 77.1 
4.500 99.3 76.4 
4.833 97.3 76.1 
5.167 95.1 76.7 
-
5.500 89.4 78.5 
5.833 85.8 79.6 
Table 4.2 - Results of radiative heat flux obtained from this research work, related to 
the case studied by Jamaluddin and Smith (l988a) 
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Figure 4.2 - Comparison ofradiative heat flux results to the data presented by Hyde and 
Truelove (1977) and by Jama[uddin and Smith (1988a) 
As can be seen, the data produced by this computer program through the 
3-Dimensional Discrete Ordinates method can be considered to be relatively close to 
those obtained by the previous works. 
Appendix A, Figure AA shows the results presented by Jamaluddin and Smith in 
their paper. 
b) Case 5: Problem considered by Sakami et al (1998) 
In this test problem previously studied in 1998 by Sakami, Charette and Le Dez, a 
rectangular geometry representing a furnace with dimensions 2.0 x 2.0 x 4.0m was 
analysed. 
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The gases composing the intervening medium were considered radiatively 
participating and are assigned a volumetric internal heat source of 5 KW/m3 with an 
absorption coefficient K = 0.5 m·l• The furnace walls had diffusely and reflecting 
properties and their temperature and emissivity values were as presented in Table 4.3. 
Furnace dimensions 2.0 x 2.0x4.0m 
atz = 0 Tw = l200K, lOw = 0.85 
W lills temperature and emissivity atz=L Tw= 400K, lOw =0.70 
Others Tw= 900K, CW =0.70 
K = 0.5 m·l 
Properties of the medium 
Q = 5 KW/m3 
Table 4.3 - Data related to the furnace studied by Sakami et al (1998) and also 
developed during this research work 
This particular problem with the same specifications for the furnace was 
previously analysed by Menguk and Viskanta (1985), Fiveland (1988) and Truelove 
(1988). For their analysis, Sakami et al used a S4 Discrete Ordinates approximation based 
on a specific kind of tetrahedral grid instead of the classical rectangular shape as 
originally proposed for the finite-difference scheme. The original spatial discretisation 
was a grid of 5 x 5 x 5 control volumes. In the Sakami' s approach, a higher number of 
analytical cells (2695 according to the authors) was used but geometrically regrouped in 
order to form an overall 7 x 7 x 11 control-volume division of cells. 
In their analysis, Sakami et al found that in general their algorithm produced 
more accurate results when compared with the previously developed works. Their results, 
together with the data obtained from Fi veland and Truelove, were digitised from the 
curves and are presented in Figure 4.3. 
The 3-Dimensional computer algorithm just developed for this work was 
prepared and programmed according to the specifications adopted for this particular 
problem and, using the DOM S8 approximation based on the finite-difference approach, 
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was executed and the data obtained in tenns of temperature of the gas in a level position 
where y = Im. This is also presented in Figure 4.3 for comparison. 
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Figure 4.3 - Comparison of medium temperature distribution at y = Im for distinct 
values of z, in the 3-D geometry as analysed by Sakami et al (1998) 
As can be seen, excellent agreement in the prediction of gas temperature was 
obtained when compared with the results presented by Sakami et al (1998) and the data 
related to the Zone Method (Hottel and Cohen, 1958). 
In Figure A.5, the results previously obtained by Sakami et al (1998) are 
presented. 
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4.2 - The Approach for the Non-Conventional, More Complex 
Geometries in 2-Dimensional Enclosures 
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The next step was to consider the analysis of radiative transfer taking place in 
enclosures not anymore having just an empty space or even a semi transparent 
participating medium (as has been discussed previously) but now holding one or more 
physical protrusions andlor obstructions. These will produce some kind of non-
conventionality and complexity in the geometrical domain. 
If we consider that these protrusion- and obstruction-like new active surfaces can 
also incorporate optical properties of emission, absorption andlor reflection of thermal 
radiation (non-black surfaces), a more complicated phenomenon also including multi-
reflections among the several enclosure walls can take place even for those that are not in 
the immediate line-of-sight of the geometrical layout. 
Note: The definition of active suifaces in Ihis work is understood to be those surfaces 
that have a view to the inside of the spatial domain in such a way that they 
somehow can contribute to the thermal behaviour and analysis of the enclosure 
in terms of emission, absorption andlor reflection of radiation. 
The next move in the implementation of such procedures and for some 
clarification of the details involved, it is appropriate and more convenient to present the 
analysis first for enclosures initially in the 2-Dimensional environment. Later, the 
methodology for the final 3-Dimension geometrical configuration is developed. 
Following this strategy, we can now assume a simple L-shaped 2-Dimensional 
enclosure similar to the scheme presented by Chai, Lee and Patankar (1993d), as can be 
seen in Figure 4.4. 
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Figure 4.4 - L-shaped 2-Dimensional geometry 
The philosophy (Patankar, 1980; Chai et ai, 1993d) includes an extra area on the 
original configuration in order to transform it back into a classical rectangular-shape 
geometry, as schematically shown in Figure 4.5. 
Figure 4.5 - The approach for adapting the non-conventional L-shaped 
enclosure to the standard rectangular geometry 
Doing this, a convenient procedure for the analysis of thennal radiation by the 
Discrete Ordinates Method is to consider the shaded region as an analytical part of the 
enclosure but in a virtual, non-active form, whilst presenting well determined and 
specific optical and thennal properties. The analysis of the problem is then made 
considering the enclosure now as holding the classical rectangular geometrical form. 
However, special attention must be dedicated to the boundary conditions associated to 
the virtual and real regions. 
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This initial analytical approach, although somewhat basic, is very important 
because it will serve as a platform for the building of the more complex geometric 
models that will be required for the next phases of this research program. 
The fundamental concept, using this particular example, is to add two new terms, 
Rc.dx.dy.y and -Rp.dx.dy.y, respectively in the numerator and denominator of 
Equation 3.26 for the proper calculation of the actual values of average intensity in each 
control volume, including both real and virtual zones. This re-configured equation then 
takes the following form: 
~VySPi +ISdAwlwi +IYldAsIsi+Rcdxdyy 
~Vy+lsdAw+ IYI;iAs-Rpdxdyy 
(4.5) 
In the virtual region, because it is assumed that no intensity of radiation is taking 
place, we have then to make h = 0 and also use the step scheme for the finite-difference 
weighting factor (see item 3.1) in order to guarantee that those cells' central intensities 
remain as the adopted local value. So, for the cells belonging to the non-active region, we 
must have that: 
Rc = Rcv = 0, 
Rp = Rpv =-M and 
y= 1.0 
where M is designated a relatively large number, say 1020. This will set the nodal 
intensity in this region as virtually null. 
In order to preserve this new Equation 4.5 as fully compatible with the Discrete 
Ordinates Method main approach, we must have that, for the active region: 
Rc=Rca =0 and . 
Rp=Rpa =0 
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This will make the calculation of the nodal intensity for all the control volumes 
belonging to the active region return to the normal, standard configuration. 
As previously mentioned, the application of the proper boundary conditions 
imposed by these extra geometric elements will demand special attention and care. From 
the scheme as presented in Figure 4.5, we can see that the cells marked as A and B must 
now contain the boundary conditions applicable to the protrusion, and this can be 
implemented through a proper assignment for the two additional terms Rc and Rp related 
to those specific cells. 
In'this way, considering the protrusion boundary surfaces as grey and presenting 
diffusely absorbing and reflecting properties, the Rc and Rp for those cells, in relation to 
the x-direction for instance, are defined as: 
(4.6) 
This overall fundamental scheme of approach, including this philosophy of 
accessing the contribution of the boundary conditions from the protrusions and 
obstructions, is then incorporated into the numerical modelling algorithm under 
development for this work, with the aim of obtaining the correct prediction of radiative 
transfer in more complex geometries. 
Next, some examples in the 2-Dimensional environment are presented, as a form 
of exercising this implementation procedure. 
4.2.1 . Comparison of the adapting procedure in relation to the 
conventional analysis by the Discrete Ordinates Method 
As an initial step for the validation and performance verification of the approach 
for non-conventional geometries, a basic configuration incorporating a rectangular 
parallelogram can be considered as seen in Figure 4.6 and based on a work developed by 
Chai et al (l993d): 
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Figure 4.6 - Thermo-geometrical and optical conditions for the approach of protruded 
boundaries 
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For this particular case, a domain grid composed of 60x40 and 40x40 control 
volumes was selected for the simulated and real situations (Figure 4.6/a and 4.6/b), 
respectively in the x- and y- directions. 
The medium contained in the real part of the enclosure is assumed to have 
properties of absorption and emission but non-scattering thennal radiation with the value 
for the absorption coefficient being adopted as K =: 1.0m-l • 
With the computer code under development properly set up with the specific 
conditions for the situation as presented in Figure 4.6/a of this problel!)., using a SI5 
approximation proposed in 1992 by Sanchez and Smith (the direction cosines and the 
single-value weight for this particular quadrature set are presented in Table 4.5) and the 
finite-difference weighting factor adopted as y =: 1.0, the numerical execution produced 
the results presented in Table 4.4. 
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Nondimensional Nodal 
Average Intensity 
yId xld = 0.175 xld = 0.825 
0.0125 .55 .46 
0.0375 .53 .43 
0.0625 .52 .41 
0.0875 .51 .39 
0.1125 .49 .37 
0.1375 .48 .35 
0.1625 .47 .33 
0.1875 .46 .32 
0.2125 .45 .31 
0.2375 .44 .29 
0.2625 .43 .28 
0.2875 .42 .27 
0.3125 .41 .26 
0.3375 .40 .25 
0.3625 .39 .25 
0.3875 .39 .24 
0.4125 .38 .23 
0.4375 .37 .22 
0.4625 .36 .21 
0.4875 .35 .21 
0.5125 .35 .20 
0.5375 .34 .19 
0.5625 .33 .19 
0.5875 .32 .18 
0.6125 .32 .18 
0.6375 .31 .17 
0.6625 .30 .17 
0.6875 .29 .16 
0.7125 .29 .16 
0.7375 .28 .15 
0.7625 .27 .14 
0.7875 .26 .14 
0.8125 .25 .13 
0.8375 .24 .13 
0.8625 .23 .12 
0.8875 .22 .12 
0.9125 .21 .11 
0.9375 .20 .11 
0.9625 .18 .10 
0.9875 .17 .10 
Table 4.4 . Results of nodal average radiative intensity, for the configuration as 
presented in Figure 4.6/a, which includes the protrusion approach 
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Adapting this computer algorithm with the physical situation as depicted in 
Figure 4.6/b (i.e. without the protrusion), the results were found to be exactly the same as 
the ones when considering the protrusion. These are presented in Table 4.4. 
All these resultant data were then plotted in Figure 4.7 for analysis. 
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Figure 4.7 - Nodal average intensity of radiation related to Fi$ure 4.6 
As can be seen, the results from the new code which include a simulation of a 
virtual region (according to Figure 4.6/a) are the same as the ones obtained from the 
basic Discrete Ordinates computer algorithm. The latter considers only a rectangular 
parallelepiped (see Figure 4.6/b). This demonstrates, although still in a preliminary form, 
that the just implemented procedure for the analysis of thermal radiation in non-
conventional configurations is able to produce consistent results. 
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4.2.2 - Further case studies including complex geometries in 2-D 
As a practical way to verify the performance of this new computer code, some 
examples from other authors were reproduced and the results compared. 
Case 6: Problem presented by Sanchez and Smith (1992) considering an internal 
obstruction 
In this analysis of thermal radiation that takes place in a 2-Dimensional physical 
system with non-conventional geometries, a square-shaped enclosure was adopted, 
containing a non-participating central area, as originally suggested by Sanchez and 
Smith (1992), and now reproduced in Figure 4.8. All the enclosure internal surfaces are 
specified as being black holding a uniform and constant temperature of 300K except for 
the left region that is assigned a temperature of 320K. The intervening medium does not 
participate radiatively. 
/T=300K 
T=300K 
T=320K 
~ 7 
) 
x 
T=300K 
Figure 4.8 - Geometry and thermal conditions as proposed by Sanchez 
and Smith (1992), Case 6 in this study 
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The enclosure dimensions were H = L = l.Om, the square obstruction has a side 
of O.5m and, as can be seen in the Figure, it is maintained at a temperature of 300K. 
The spatial domain was then divided into nx = ny = 40 control volumes, the 
finite·differencing weighting factor was taken to be y = 0.6 and the approximation for the 
Discrete Ordinates Method was chosen as the S15 (Sanchez and Smith, 1992), a set based 
on equal weights and equal polar angular increments. The set of ordinates and quadrature 
weights for this S15 DOM approximation is reproduced in Table 4.5. 
COORDINATES (SI5) WEIGHT 
(first quadrant) (2·D) 
~ 1] (J) 
0.994521895 0.104528463 
0.978147601 0.207911691 
0.951056516 0.309016994 
0.913545458 0.406736643 
0.866025404 0.500000000 
0.809016994 0.587785252 
0.743144825 0.669130606 
0.669130606 0.743144826 0.173749732 
0.587785252 0.809016994 
0.500000000 0.866025404 
0.406736643 0.913 545458 
0.309016994 0.951056516 
0.207911691 0.978147601 
0.104528463 0.994521895 
0.000000000 1. 000000000 
Table 4.5· DOM S15 quadrature set as proposed by Sanchez and Smith (1992) 
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Following the same method of analysis as presented by Chai, Lee and Patankar 
(l993d), the simulations were performed for values of wall emissivity of IOw = 1.0 and 
0.5, and the results are first presented in Tables 4.6 and 4.7 and then respectively plotted 
in Figures 4.9 and 4.10. 
0.525 :s; h :s; 1.0 1.025:S;h:S;2 2.025 ,; h :s; 2.5 4.25:S;h:S;4.5 4.525 :s; h :s; 5.0 5.025:S;h:S; 5.25 
135.3 -67.6 -18.2 -120.0 -19.2 0.0 
135.3 -67.5 -16.1 -119.8 -17.3 0.0 
135.3 -67.1 -14.2 -119.5 -15.6 0.0 
135.3 -65.9 -13.4 -119.0 -14.1 0.0 
135.3 -63.6 -13.7 -118.4 -12.7 0.0 
135.3 -61.0 -13.9 -117.6 -11.5 0.0 
135.3 -59.1 -13.0 -116.6 -10.4 0.0 
135.3 -58.1 -11.9 -115.3 -9.5 0.0 
135.3 -56.8 -11.7 -113.9 -8.7 0.0 
135.3 -54.9 -13.0 -112.3 -8.0 0.0 
135.3 -52.7 -13.2 -7.3 
135.3 -50.8 -9.4 -6.8 
135.3 -48.5 -4.4 -6.2 
135.3 -45.2 -1.7 -5.B 
135.3 -40.8 -0.6 -5.4 
135.3 -36.3 -0.1 -5.0 
135.3 -32.0 -0.1 -4.7 
135.3 -28.2 0.0 -4.4 
135.3 -24.9 0.0 -4.1 
135.3 -22.1 0.0 -3.B 
-19.6 
-17.5 
-15.7 
-14.1 
-12.7 
-11.5 
-10.5 
-9.5 
-8.7 
-8.0 
-7.3 
-6.8 
-6.2 
-5.B 
-5.4 
-5.0 
-4.7 
-4.4 
-4.1 
-3.8 
Table 4.6 - Prediction of radiative heat flux by DOM S15 approximation, for the 
situation as depicted in Figure 4.8, black walls 
----- ----------------------------------------------
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0.525 " h " 1.0 1.025 " h " 2 2.025 "h " 2.5 4.25 "h " 4.5 4.525 " h " 5.0 5.02%h" 5.25 
52.3 -25.3 -7.1 -37.4 -12.5 -1.6 
52.4 -25.2 -6.6 -37.3 -11.8 -1.7 
52.5 -25.0 -6.2 -37.2 -11.2 -1.7 
52.8 -24.5 -6.1 -37.1 -10.5 -1.7 
53.1 -23.8 -6.3 -36.9 -9.9 -1.8 
53.5 -22.9 -6.3 -36.7 -9.4 -1.8 
53.9 -22.2 -6.0 -36.4 -8.8 -1.9 
54.4 -21.6 -5.7 -36.1 -8.3 -2.0 
55.0 -20.7 -5.7 -35.7 -7.8 -2.0 
55.5 -19.7 -6.0 -35.3 -7.4 -2.1 
55.7 -19.0 -6.0 -7.0 
56.1 -18.2 -4.9 -6.6 
56.6 -17.4 -3.5 -6.2 
56.9 -16.3 -2.7 -5.9 
57.2 -15.0 -2.2 -5.6 
57.5 -13.7 -1.9 -5.3 
57.6 -12.5 -1.7 -5.0 
57.6 -11.4 -1.6 -4.8 
57.5 -10.4 -1.6 -4.6 
57.4 -9.5 -1.5 -4.4 
-8.7 
-8.1 
·7.4 
-6.9 
-6.4 
-6.0 
-5.7 
-5.3 
-5.1 
-4.8 
-4.6 
-4.4 
-4.1 
-4.0 
-3.9 
-3.8 
-3.7 
-3.6 -
-3.6 
-3.7 
Table 4.7 - Prediction of radiative heat flux by DOM S15 approximation, for the 
situation as depicted in Figure 4.8, reflecting walls with p = 0.5 
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The dimensionless length h begins at the left lower corner and continues in a 
clockwise way moving then for the obstruction boundaries in the same manner so that its 
north surface is represented by 4.525:::: h:::: 5.0. 
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Figure 4.9 - Radiative heat fluxes on the enclosure walls, for the geometry as 
presented in Figure 4.8, Case 6 
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Analysing the curves and points plotted in Figures 4.9 and 4.10, it can be seen 
that the results obtained from this research work in this particular example using the 
DOM S15 approximation are in very good agreement with the data presented by Sanchez 
and Smith (1992). 
The original plots from the work developed by Sanchez and Smith are included in 
Appendix A, Figure A.6. 
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Case 7: Problem presented by Sanchez and Smith (1992) including two 
protrusions 
98 
The next situation to be analysed in this comparison phase- in terms of 
non-conventional geometries considers the inclusion of two physical elements dissipating 
thermal energy in the enclosure, according to the geometry shown in Figure 4.11. 
This case was also investigated by Sanchez and Smith (1992) and has the particular 
feature of presenting a physical situation with some more complexity. 
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Figure 4.11 - Geometry and thermo-optical conditions as proposed by Sanchez 
and Smith (1992), Case 7 in this study 
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The enclosure has dimensions Lx = 12mm and Hy '" 50mm, and the two 
dissipating components have dimensions of 6mm and 15mm in the x- and y-directions 
respectively. They are separated by a distance of IOmm on the y-axis. 
For this particular problem, a spatial discretisation of nx '" 12 by ny = 50 control 
volumes was adopted. This was the same grid as suggested by Sanchez and 
Smith (1992), enabling a direct comparison of the results to be made. 
The Discrete Ordinates Method was then executed for this problem using the 
S 15 approximation with the same finite-difference weighting factor of y = 0.6 as used by 
those authors. 
For this case, the dimensionless length h follows the internal surface of the half 
upper part of the enclosure, direction west-morth->east, in such a way that the first 
- - - --------------------------
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portion of the west wall is represented by 1 :s; h :s; 5, the electronic component surface by 
6 :s; h :s; 32, the upper portion of the west wall is then represented by 33 :s; h :s; 37, the 
north face by 38 :s; h :s; 49 and the half of the upper portion of the east wall is represented 
by 50 :s; h :s; 74. 
The results obtained from the computational program for this particular example 
are shown in Table 4.8 and in Figure 4.12. 
lShSS 6ShSll 12ShS26 2Hh S32 33ShS37 38Sh S49 SOShS74 
-12.5 47.5 68.4 74.0 -8.1 -41.6 -34.1 
-13.6 47.8 68.3 73.0 -5.7 -43.0 -35.8 
-16.0 47.9 68.1 71.8 -1.1 -43.5 -37.5 
-19.4 48.7 68.0 70.4 2.6 -43.0 -39.1 
-20.0 50.3 68.0 68.7 5.9 -41.3 -40.5 
51.5 68.1 66.7 -38.7 -42.3 
68.3 -37.7 -44.8 
68.6 -38.1 -47.2 
69.0 -38.2 -49.1 
69.6 -37.9 -50.7 
70.2 -37.0 -51.9 
71.0 -35.7 -52.8 
71.8 -53.5 
72.6 -53.8 
73.5 -53.9 
-53.7 
-53.1 
-52.3 
-51.0 
-49.6 
-49.1 
-49.0 
-48.8 
-48.6 
-48.6 
Table 4.8 - Output data of radiative heat flux on the walls of the enclosure and 
protrusions, for the geometry as presented in Figure 4.11, Case 7 
'---------------------------
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Figure 4.12 - Radiative heat flux on the walls of the enclosure and protrusions, for the 
geometry as depicted in Figure 4.11, Case 7 
Some representative points from the results presented by Sanchez and Smith were 
digitised and they are also presented in the Figure. Appendix A, Figure A.7 shows the 
plots presented by these authors and related to Figure 4.12. 
Once again, it can be seen here that the results in terms of prediction of surface 
radiative heat flux presented by the computer thermal modelling under development for 
this research program and by Sanchez and Smith are in good agreement. 
- - -- -----------------------------------
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4.3 - Development of the Computer Algorithm to Perform Analysis of 
Radiative Heat Transfer in 3-Dimensional Complex Geometries 
102 
At this stage, the main work is started in development and building of the final 
numerical thermal model based on the Discrete Ordinates Method so as to generate a 
computer code for the analysis of radiative transfer in complex geometries. As previously 
stated, this numerical modelling must be able to predict radiative heat flux and 
temperature in multi-dimensional multi-shape systems with arbitrary layout geometries 
and with the internal surfaces also having the possibility of presenting reflective 
properties for the incident thermal radiation. 
As a start, the philosophy to be adopted is practically the same as that used to 
develop the approach for more complex geometries in 2-Dimensional enclosures 
(presented in Section 4.2). 
Taking the general Discrete Ordinates equation that estimates the intensity of 
radiation in the centre of the volume element (i.e. Equation 3.18 for 3-Dimensional 
configurations) 
lpi = 
~ Vy S pi + l~dAXR I XRi + IndAYR I YRi + l!!dAzR I ZRi 
~ Vy + 1~,jAXR + In,jAYR + l!!dAZR (4.7) 
in applications to irregular geometries and considering the variation of the radiative 
intensity also in the z-direction of the 3-D system, we have to add in the numerator of this 
equation the new term 
Rc. dx. dy.dz.y 
and in the denominator, the following term 
-Rp.dx.dy.dz.y 
The final equation, applicable for the 3-Dimensional non-conventional geometry, 
can then be formulated as: 
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I pi == 13 v I' S pi + IS"AxR I XRI + 11l"AYR I YRi + Ifl"AzR I ZRI + Rc V I' 13 VI' + IsdAXR + 11l,IAYR + 1111 I AZR - Rp VI' 
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(4.8) 
Also, following the same technique as presented for the 2-D arrangement, for 
those cells belonging to the non~active region (Le. where the protrusions and obstructions 
are located) and relating to Equation 4.8, we must have that 
Rc == Rcv == 0, 
Rp == Rpv == -M and 
I' == 1.0 
with M specified as a relatively large number (for example 1020) making the nodal 
intensity in this region close to zero. For all control volumes in the active region, it must 
be specified that 
Rc == RCa == 0 
Rp == Rp, == 0 and 
0.5 =s; I' =s; 1.0 
which makes the calculation of the nodal intensity for the non-virtual region return to its 
normal configuration. 
For the analysis of the boundary conditions for all the active surfaces associated 
to the new geometrical elements as protrusions and/or obstructions, we must include their 
radiosity contribution in the modelling algorithm. Adopting the active surfaces of these 
new elements as holding diffusely absorbing and reflecting properties, the Rc and Rp 
terms in the x-direction must be: 
(4.9) 
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with the provision that the original contribution of radiosity from the upstream faces of 
these cells must be set to zero. 
This philosophy of numerical approximation, including the approach for the 
boundary conditions from the new elements of the enclosure, was then introduced into 
the computer algorithm generated for the analysis of thermal radiation in 3-Dimensional 
non-conventional configurations. 
4.3.1 • Building a dedicated thermal modelling algorithm 
To perform the analysis in a particular geometrical problem, what we have to do 
is to create a specification area in the computer code where we must provide the 
dedicated information concerning exactly where the new surfaces (i.e. new boundary 
conditions from the protrusions andlor obstructions) are going to be. 
For example, if we consider a very basic situation as depicted in Figure 4.13, 
/ 
3 
1 / 1 , 
1/ 
, 
, 
r--------, 
2 
1 
x 
Figure 4.13 - New radiatively participating surfaces 
we have to instruct the computer code that the block surfaces 1, 2 and 3 are now part of 
the internal enclosure walls with possible active participation in the emission. absorption 
and reflection of thermal radiation. This procedure is completely accomplished by using 
-------------------------
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the scheme proposed via Equation 4.9 for each direction as determined by the position of 
the wall in relation to the x-, y- and z- axes. For example, in the numerical model 
described above the heating input contribution from the block surface 1 in terms of 
emitting, reflecting and absorbing thermal radiation, will take place specifically 
in the x-direction. 
In order to apply the Discrete Ordinates approximation the way it was 
implemented in this program, the spatial domain (now in 3-Dimensional form) is firstly 
discretised and appropriately divided into nx x ny x nz control volumes in such a way that 
the Cartesian position of the protrusion and obstruction active faces coincides with the 
position of one or a sum of a certain number of divisions ni for the pertinent axis. 
For instance, in the example as presented above, if the box has a dimension of 
15 units in the x-direction, a division of the spatial domain providing each cell a 
dimension of 3 units in this direction will make the box cell face number 1 to be 
coincident with the right face of the Slh control volume in the x-direction. The same 
matching philosophy must be employed for all other cells and box active surfaces in their 
respective Cartesian directions. 
In the sequence, the cells' faces that are coincident with the enclosure walls are 
assigned radiosity properties based on the information of temperature and 
emissivity/absorptivity properties of these surfaces. This is just the first thermal input 
required in order to begin the process. 
For the estimation of the cell-central intensities, the calculation procedure follows 
/ -
!f6n in exactly the same way as that explained for the 2-Dimensional environment (i.e. the 
calculation is executed using Equation 4.8 and, in an iterative way, produces the 
converged values of intensity of radiation on the walls, box active surfaces and in the 
medium). This calculated intensity of radiation is then used to assess important quantities 
such as heat flux and temperature. 
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a) Case 8: First exercise in the prediction of radiative heat flux in 3-DimensionaI 
irregular geometries: 
As a first attempt at predicting radiative heat flux on the surfaces of a 
3-Dimensional non-conventional rectangular enclosure, we can propose the building of a 
theoretical model of a system having in its interior a box, simulating a kind of a heat 
dissipating electronic subsystem for instance, which holds a distinct temperature from 
that one specified for the enclosure walls. This physical situation is portrayed 
in Figure 4.14. 
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Figure 4.14 - 3-D rectangular enclosure with a box-shaped internal protrusion, Case 8 
For this first 3-D test case, the enclosure walls are considered black. The box 
surfaces are kept to a temperature of Tbo = 400K while all the enclosure walls are 
assigned a temperature Tw = OK. 
The enclosure has the physical dimensions 900 x 700 x 600mm and the box by its 
turn has dimensions of 300 x 300 x 300mm in the x-, y- and z-directions. The box is 
symmetrically positioned in relation to the x-axis. An intervening medium having an 
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absorption coefficient K = 0.001 is considered in the system. This makes it virtually 
radiatively non-participating. The physical domain was spatially discretised and divided 
into 18 x 14 x 12 control volumes in the x-, y- and z-directions respectively and each cell 
is a cubic element of side dimension equal to 50mm. 
Table 4.9 summarises this data and also presents the information with reference to 
the relative positioning of the box in the system. 
Dimension Cells Position 
x-axis: 900 18 -
Enclosure y-axis: 700 14 -
z-axis: 600 12 -
x-axis: 300 6 7~ 12 
Box y-axis: 300 6 1~6 
z-axis: 300 6 1~6 
Table 4.9 - Geometric data for the system presented in Figure 4.14, Case 8 
The developed 3-Dimensional computer code was then set up with these input 
conditions and it was executed using the S4, S6 and Sg Discrete Ordinates approximations. 
The surface heat flux results from the simulation of this problem, obtained for the cells 
located at the 6th strip in the z-axis (k = 6) on the enclosure wall where y = 700mm, are 
presented in Appendix B, Figure B.1 and also plotted in Figure 4.15. 
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From thi s graphic, we can clearl y see that for di stinct orders of DOM 
approximati on, very di fferent results for the predicti on of wall radiati ve heat flux are 
obtained. For thi s parti cular thermo-geometri cal situation as depicted in Figure 4.14, 
deviations larger than 82% were identifi ed. This indicates that a careful consideration 
must be undertaken before choosing the order of approxi mation fo r the Discrete 
Ordinates Method for each parti cul ar problem under study. 
Next, we take the DOM Ss approximation and execute the program again looking 
for a variation in the net heat flux on the same surface (i.e. where y = 700mm) for di stinct 
hori zontal positions on thi s particular surface. Figure B.2 presents the resulted 
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predictions of radiative heat flux at the wall cell s located at k = 6, 9 and 12. This data is 
presented graphically for easy comparison in Figure 4.1 6. 
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Figure 4.16 - Radiative heat flux for three distinct z-axis levels, k = 6, 9 and 12, 
at the enclosure surface where y = 700mm 
For the same thermo-physical and geometrica l conditions, the radiative heat flux 
resultant on the surface where x = 900mm was also analysed and the resultant data can be 
seen in Figure B.3. Again, we can perform a comparative analysis to investigate heat flux 
at different positions on the wall. Figure 4.17 presents the prediction of net heat flux for 
the cell s located at k = 6, 9 and 12 for the specific wall where x = 900mm. 
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Figure 4.17 - Radiative heat flux for three distinct z-axis levels, k ~ 6, 9 and 12, 
at the enclosure surface where x ~ 900mm 
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Analysing these results, we can see that, as expected for this geometry and 
thermal conditions, the closer the enclosure wall cell s are to the warm box surfaces, the 
higher are the predicted values of radiative heat flux. 
As a further step in the analysis of this first example of a 3-Dimensional 
non-conventional geometrical enclosure, we can now go ahead and consider all the acti ve 
wall s as non-black and holding diffusely emitting and reflecting opti cal properties. 
To perform this proposed investigation, the previously specified values of temperature 
are maintained (i.e. Tw ~ OK on the enclosure wall s and Tbo ~ 400K for the box as well as 
the adopted value for the absorption coefficient K = 0.00 I m-I). All the system active 
walls are then specified as reflective and holding an emiss ivity value e ~ 0_7. 
I 
~ 
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Programming Ihe compuler code with this new data of refl ecti ve optical 
properties on the wall s, it produced results that are presented in Figures B.4 and B.5 , 
and then plotted in Figure 4.1 8 for the three specific cell height levels on the wall where 
y = 700mm and, in Figure 4.19, for the enclosure wall where x = 900mm. 
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Figure 4.18 - Prediclion of radiative heat flux for the situation of reflecting wa lls, 
at the enclosure surface where y = 700mm 
We can see here that a specification of reflective properties on the enclosure and 
protrusion acti ve surfaces produces overa ll lower values of radiati ve heat flux when 
compared to the previous situation (black walls) as presented in Figures 4.16 and 4.17. 
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Another thermal radiation characteristic that can be investigated in this system is 
the effect of the medium absorption coefficien t. 
Taking the same geometry as in the previous example with the properties of black 
wall s and temperatures of Tbo = 400K and T" = OK for the box and enclosure surfaces 
respectively, we can now vary the participating ability of the medium and analyse the 
predicted results using thi s Discrete-Ordinates-based 3-Dimensional numerical 
modelling. 
As a first form of analysis, the value of K = 2.0 n,-I for the absorption coefficient 
of the medium is used and the computer program was executed for the S4, S6 and Ss 
Discrete Ordinates approximations . The results for this initial examination are presented 
in Appendix B, Figure B.6, and also plotted in Figure 4.20. 
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In the next step, taking the Sg approximation for instance, we can now analyse the 
predictive results of radiative heat flux for several values of the medium absorption 
coefficient. For this particular test, the distinct specifications of K = 0.001 , 1.0,2.0,5.0 
and 10.0 m· 1 were adopted. 
Performing the computer simulations, Figures B.7 and B.8 present the obtained 
data and, in Figure 4.2 1, the plots are presented related to those cells located on the 
enclosure surface where y = 700mm, and in Figure 4.22 for the cells at x = 900mm. 
In these figures we can see the effects of the different values of medium absorption 
coefficient imposed on this particular system, where a protrusion element is maintained 
at a distinct value oftemperanlre. 
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Figure 4.21 - Rad iative heat fl ux a t the enclosure surface where y = 700mm and 
at z-ax is level k = 6, for distinct values of absorption coeffi cient 
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As expected, for higher values of medium absorption coeffi c ient, smaller 
quantities of thermal radiation are transmitted from the hot body to the enclosure cold 
surfaces resulting, therefore, in lower values of predicted radiative heat fluxes on these 
enclosure surfaces. 
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Figure 4.22 - Radiati ve heat flux at the enclosure surface where x = 900mm and 
at z-ax is level k = 6, for di stinct values of absorption coefficient 
b) Case 9: Improving the nexibility of the previous example 
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As the next move in the analys is by this DOM-based numerical modelling, we 
can take the previous problem and now consider di stinct values of temperature on the 
enclosure wall s at the same time as also adopting the enclosure and box surfaces as grey 
and retaining diffusely emitting, absorbing and refl ecting properties. In thi s way , for the 
enclosure internal surfaces where x = 0 and x = Xl11 ax , their temperature were de fined as 
Tx=o = Tx•xmax = 350K whilst all the other four remaining enclosure surfaces are 
maintained at 200K. The box surfaces temperatures are still maintained at Tbo = 400K. 
---- ----------------------------------------------------
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Aiming for a more arbitrary scenario in terms of thermal radiati ve analysis, the 
enclosure and box surfaces are assigned di stinct specifications for their optical properties. 
These are presented in Table 4. 10 together with other relevant data. 
Position Temperature [K] Emissivity 
x =O 350 0.1 
x =900mm 350 0.5 
y= O 200 0.9 
Enclosure 
y = 700mm 200 0.5 
z =O 200 0.5 
z = 600mm 200 0.5 
Box all faces 400 0.9 
Table 4.10 - Thermo-optical data referent Test Case 9 
The computer program was set up with thi s new set of thermal and optical 
conditions and it was executed using the DOM S4 approximation. The data obtained are 
presented in Table 4.11 and also plotted in Figures 4.23 and 4 .24. Figure 4 .23 presents 
the estimated net radiati ve heat flu x for those cells located at k = 3 (on the 3,d strip of 
cells in the z-direction) on box lateral surfaces where y = 300mm for 300 :0; x :o; 600mm. 
Figure 4.24 in turn shows the prediction of net heat flux for the other two verti ca l 
faces of the box, at the same height on the z-ax is, at x = 300mm and x = 600mm, both 
for 0 :0; y :0; 300mm. 
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Box surface radiative heat fl ux rW/m2] 
aty= 300mm atx= 300mm atx = 600mm 
ce ll number cell number 
. . in y-ax is 111 x-axIs 
7 1025.7 I 1018.7 974.4 
8 1022.1 2 981 .3 931 .0 
9 1019.4 3 950.7 895.3 
10 1017.6 4 933.2 874.0 
I I 1016.5 5 928.6 865.8 
12 1015.7 6 934.1 867.2 
Table 4. 11 - Oblained data of radiative heat flux on box surfaces, for the cell s 
located at k = 3 
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Figure 4.23 - Prediction of radiative heat flux on box surface where y = 300mm, 
for those cells located at k = 3 
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Figure 4.24 - Prediction of radiative heat flux on box surfaces where x = 300mm and 
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118 
Figure 4.24 presents two interesting notes. First of all , as expected, for those cell s 
thal are situated next to the enclosure surface where y = 0, which holds a high value of 
absorplivity, the predicted values of heat flux are higher Ihan for those box cells that are 
located far from this surface and, therefore, have a better view to the other surfaces 
hav ing a lower value of absorptivity. 
Secondly, comparing the profiles of the two curves referring to x = 300mm and 
x = 600mm, we can see that for the cells located close to the enclosure surface that hold 
high values of absorptivity (i .e. surface where y = 0), the difference in the predicted heat 
flux on both box surfaces is smaller than the difference observed for the block cells 
located at the other far end of the box where y approaches the value of 300mm. 
The reason for this is that, for the block cells located next to the enclosure wall at y = 0, 
the effect of the high absorptive surface of the enclosure is more expressive while, for the 
cell s located at the opposite end of these two block surfaces, the effect of the high 
absorptive surface of the enclosure is less important. Simultaneously, the high reflective 
characteristic of the surfaces at x = 900 becomes predominant making the heat flux for 
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those cells located on the box surface at x = 600mm and closer to the end at y = 300mm 
produce lower values of heat flux. 
c) Case 10: Comparing results with Malalasekera and James (1996): 
This particular theoretical problem published in 1996 was analysed by 
Malalasekera and James using the Discrete Transfer Method. It comprises an L-shaped 
3-Dimensional enclosure as can be seen in Figure 4.25. All internal walls were 
considered as black and having a temperature Tw = 500K. Inside, there is an absorbing 
and emitting but non-scattering medium, kept at a uniform and constant temperature 
of Tm = 1000K. 
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Figure 4.25 - Configuration of L-shaped geometry as proposed by Malalasekera and 
lames (1996) for a DTM solution, and now reproduced in this work 
using the Discrete Ordinates Method 
Discretising the spatial domain in a kind of body-fitted grid arrangement and in 
such a way as to produce 5 divisions on all faces having lengths of 3m or 2m, 
Malalasekera and lames analysed the resultant heat fluxes half-way along the z-axis at 
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the face where y = 0 (line B-B in Figure 4.25) for several values of medium absorption 
coefficient, namely K = 10,5,2, 1 and 0.5 mol. 
In order to conduct a first check on the performance of the developed 
3-Dimensional numerical modelling based on the Discrete Ordinates Method in relation 
to a previous work executed using another kind of approximation, a comparative analysis 
was carried out with the pertinent data. This program was then executed following the 
same sequence for the five different values of the medium absorption coefficient. 
The SJ2 approximation for the Discrete Ordinates Method was applied and the results 
obtained from the simulations presented initially on Table 4.12 and plotted in Figure 4.26 
together with the results obtained by Malalasekera and James for a better visual 
comparison. 
The details of the quadrature set relating to the DOM Sl2 approximation is 
presented in Table 4.14. 
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Predicted radiative heat flux (DOM) 
Distance for absorption coefficient, K [m-I] 
on x-axis 0.5 1.0 2.0 5.0 10.0 
0.1 15.9 23.9 31.4 39.2 43.8 
0.2 18.8 28.8 38.7 48.2 52.0 
0.3 21.0 32.1 42.5 50.6 52.7 
0.4 22.5 34.1 44.5 51.5 52.9 
0.5 23.3 35.3 45.5 51.9 53.0 
0.6 23.7 35.7 45.9 52.1 53.1 
0.7 23.6 35.7 46.0 52.2 53.1 
0.8 23.5 35.6 46.0 52.2 53.1 
0.9 23.5 35.6 46.0 52.2 53.1 
1 23.6 35.7 46.1 52.2 53.1 
1.1 23.7 35.8 46.2 52.3 53.1 
1.2 23.5 35.7 46.2 52.3 53.1 
1.3 23.1 35.2 45.9 52.2 53.1 
1.4 22.4 34.5 45.6 52.2 53.1 
1.5 21.8 34.0 45.3 52.2 53.1 
1.6 21.5 33.7 45.2 52.2 53.1 
1.7 21.4 33.7 45.1 52.2 53.1 
1.8 21.4 33.6 45.1 52.2 53.1 
1.9 21.3 33.5 45.1 52.2 53.1 
2 21.2 33.4 45.0 52.2 53.1 
2.1 21.1 33.2 44.8 52.2 53.1 
2.2 20.9 33.0 44.7 52.1 53.1 
2.3 20.8 32.8 44.5 52.1 53.1 
2.4 20.6 32.6 44.3 52.0 53.1 
2.5 20.4 32.3 44.0 51.9 53.1 
2.6 20.1 31.9 43.5 51.7 53.0 
2.7 19.4 31.0 42.7 51.3 52.9 
2.8 18.2 29.3 41.0 50.5 52.7 
2.9 16.2 26.3 37.3 48.1 52.0 
3 13.4 21.4 30.1 39.1 43.8 
Table 4.12 - Radiative heat flux data produced by DOM, for the case previously 
analysed by Malalasekera and James (1996) 
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We can see here that, once more, the higher the value of the absorption 
coeffi cient, the larger the radiative heat flux predicted to take place on the wall surface. 
The reason is, because the medium is kept at a constant value of relatively high 
temperature, an increase 111 its absorption coefficient will actuall y dictate a higher 
capacity of the medium to transfer thermal energy to the enclosure wa ll. From a 
comparative viewpoint, it can be seen that the results achieved by the Discrete Ordinates 
Method, fo r the five distinct values of absorption coefficient, are in very good agreement 
with the data obtained by Malalasekera and James (1996) using the Discrete Transfer 
Method. 
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4.3.2 - Advancing the complexity of the thermo-geometrical system 
At this stage of the analysis, we can further explore the capabilities of this 
3-D numerical model by increasing the number of internaJ boxes and, in addition, by 
assigning them arbitrary conditions of shape, relative position, temperature and thenno-
optical properties. This forms the basis for simulation of the experimental set-up 
described later in Chapter 5. A system such as the one presented in Figure 4.27 is 
proposed, where radiative flux predictions can be assessed and anaJysed. 
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Figure 4 .27 - Proposed basic configuration for the analysis of therma.l radiation 
in 3-Dimensional non-conventional geometries 
As a first setting of conditions, all the acti ve surfaces are considered black and the 
enclosure walls are assigned a uniform temperature of OK while the surfaces of the boxes 
1, 2 and 3 are kept at temperatures of 400K, 300K and 200K respecti vely. A radiatively 
participating but non-scattering medium is considered in the enclosure with an absorption 
coefficient of K = 1.001-'. To complete the specifications for this problem, Table 4.13 
presents all the pertinent information including the relative positioning of each box in the 
system. 
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Dimension Number Position 
[mm] of cells (cell no.) 
x-ax is: 1020 34 -
Enclosure y-ax is: 720 24 -
z-ax is: 630 21 -
x-ax is: 360 12 13 --7 24 
Box 1 y-axi s: 300 10 1 --7 10 
z-axi s: 240 8 1 --78 
x-axis: 240 8 1 --78 
Box2 y-ax Is: 480 16 9 --724 
z-axIs: 120 4 18 --7 21 
x-axIs: 210 7 28 --7 34 
Box3 y-ax is 210 7 18 --7 24 
z-axis 630 21 1 --721 
Table 4. 13 - Geometrical specification for the proposed 3-D test configuration 
as presented in Figure 4.27 
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For this particular problem where a number of boxes in the system are introduced, 
it was considered as suitable and convenient to carry out simulations using some distinct 
orders of approximation for the Discrete Ordinates Method to analyse possible 
differences in the output data . A higher order of quadrature set for the DOM 
approximation, S12, was obtained from Hsu et al (1992) and its values of coordinates and 
respective weights (originally proposed in 1965 by Lathrop and Carlson) are presented 
in Table 4. 14. 
In this way, the Discrete Ordinates approximations of S2, S4, S6, Ss and S 12 were 
executed and subsequently verified. 
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COORDINATES (S12) WEIGHTS 
(first quadrant) (3-D) 
~ 11 1-.1. (Jl 
0 . 1596536 0 . 1596536 0 . 9741773 0 . 1227206 
0 . 1596536 0 . 4584710 0 . 8742511 0 . 0811 1 05 
0 . 1596536 0 . 6284124 0 . 7613202 0 . 0674176 
0 . 1596536 0.7613202 0 . 6284124 0 . 0674176 
0 . 1596536 0 . 8742511 0 . 4584710 0 . 08 11105 
0.1596536 0 . 9741773 0.1596536 0 . 1227206 
0 . 4584710 0.1596536 0 . 8742511 0.0811105 
0 . 4584710 0 . 4584710 0.7613203 0.0552766 
0 . 4584710 0.6284124 0 . 6284124 0 . 0485448 
0 . 4584710 0 . 7613203 0 . 4584710 0 . 0552766 
0 . 4584710 0 . 8742511 0. 1 596536 0 . 0811105 
0.6284124 0 . 1596536 0 . 7613203 0 . 0674176 
0 . 6284124 0 . 4584710 0 . 6284124 0 . 0485448 
0 . 6284124 0.6284124 0 . 4584710 0 . 0485448 
0 . 6284124 0 . 7613203 0 . 1596536 0 . 0674176 
0 . 7613203 0 . 1596536 0 . 6284124 0 . 0674176 
0 . 7613203 0.4584710 0 . 4584710 0 . 0552766 
-
0 . 7613203 0 . 6284 124 0 . 1596536 0 . 0 674176 
0 . 8742511 0 . 1596536 0 . 4584710 0.08 11105 
0 . 8742511 0.4584710 0 . 1596536 0 . 0811105 
0 . 9741773 0 . 1596536 0 . 1596536 0 . 1227206 
Table 4.14 - DOM S l2 quadrature set as proposed by Lathrop and Carlson (1965) 
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Conducling al l the simulations prescribed for this test case, the output of the 
computer code produced the results of predicted radiative heat flux taking place at the 
Illh cell s of the z-axis (i.e. k = 11) as presented in Table 4.15. These are also plotted in 
Figure 4.28. 
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Figure 4.28 - Plots of rad iative heat flux for the cell s located on the Illh strip of the 
z-ax is, enclosure surface where y = 0, black surfaces, for distinct values 
of DOM approximat ion, 3-D geometry as presented in Figure 4.27 
What can be seen here is that the DOM S2 approximation once more presents 
results very different from the ones produced by using the higher orders. Simi larly, at 
least for the condition of black wall s, the DOM approximations S4, S6, Sg and SI2 are ab le 
to present relatively simi lar data. 
- - .------------------------~ 
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Predicted Surface Radiative Heat F lux [W 1m2] 
Cell ou x-axis Distinct DOM approximations 
S2 S4 S6 Ss SI2 
I 11 6.7 94 86.7 83. 1 87 
2 136.7 98.5 102 97.2 99.9 
3 163.5 103.8 11 7.5 11 2.5 11 3.5 
4 197.6 11 0.5 131 128.5 126.7 
5 238.4 11 9.2 141.8 145. 1 139.5 
6 283.9 131.4 150.1 161.8 152 
7 330.6 148.9 157.4 178. 1 164.7 
8 374.9 173.7 167.2 194.3 179.2 
9 41 3.5 206.3 183.7 211.4 197.6 
10 444.9 244 209.4 232.4 222 
11 468.8 280.6 242.4 258.5 252.2 
12 486.6 308 276.4 288.5 284.6 
13 544.6 370.5 363.2 367.6 367.6 
14 618.3 420.4 410.3 415.5 415.7 
15 686 454.2 435.3 447.6 445 
16 736.5 473.6 448.5 468.3 462.5 
17 766.9 483.2 455.6 480.3 472.3 
18 778.3 486.7 458.7 484.9 476.4 
19 772 485.8 458.5 482.9 475.5 
20 748.3 480.6 455. 1 474. 5 469.6 
2 1 706.8 469.2 447.6 459 458.1 
22 647.1 448.1 433.8 435.4 439 
23 572.4 412.6 407.8 40 1.2 408. 1 
24 494.3 361.2 359 351.7 358.3 
25 434.6 297.3 269 .4 271.5 273.2 
26 41 7.7 268.2 231.2 240.2 238 
27 396.8 230.3 193.5 21 2.7 204.7 
28 370.4 191.8 164.2 191.1 178.2 
29 337.9 158.7 143.8 173.4 157.5 
30 300.1 133.6 129 156.7 140.3 
31 258.8 11 5.9 11 6.6 139.4 124 .7 
32 216.4 103.8 104.6 121.2 109.8 
33 175.7 95.4 92.4 102.9 95.6 
34 138.6 89.2 80.3 85.6 82.6 
Table 4.15 - Output data of radiative heat flux for the cell s located on the 111h strip of 
the z-ax is, enclosure wall where y = 0, black surfaces, for di stinct 
values of DOM approximation, geometry as presented in Figure 4.27 
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Analysing the effects of distinct values f or the medium absorption coefficient: 
This next simulation is a imed at the verification of the radiative heat flux results 
on the enclosure walls when di stinct va lues of absorption coeffic ient are speci fi ed for the 
intervening medium. Values of absorption coefficient K = 0.00 1, 5 and 10 were used and 
the output results analysed using the Discrete Ordinates Method for the approximation 
of the rad iative heat fl ux tak ing place on the wall of the enclosure as depicted 
in Figure 4 .27. RUIUling the numerical model using a DOM S8 approx imation, the results 
are shown in Table 4 .1 6 and also plotted in Figure 4.29. 
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Figure 4.29 - Predicted radiative heat flux for the cells located at the 11 th strip of the 
enclosure wall where y = 0, black surfaces, for distinct values of 
absorption coeffi cient, geometry as presented in Figure 4 .27 
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Some very in teresting details can be ascertained here. 
Comparing the results of radiative heat flux for the enclosure wall cell s located 
relati vely close to the Box 1 warmer surfaces, we can see that the higher the adopted 
value for the medium absorption coeffi cient, in these enclosure wall cells we are actually 
getting higher va lues of heat flux. This is unexpected behav iour at first sight. At the same 
time, in a contrasting situation, for the cell s located further fro m the Box 1 warm surfaces 
(in our example represented by cell s no. 1 to 5 and 31 to 34), the results of the thermal 
model as expected predict lower values of radiati ve heat flux at higher values of the 
medium absorption coeffi cient. 
The explanati on for thi s behaviour is that the enclosure wall cell s located next to 
the warm surfaces of the box, when they are assigned a higher value of absorption 
coeffic ient, their medium temperature increases and, if they are also located close to the 
wall cell s kept at a constant lower temperature, a higher va lue of net heat flu x will be 
produced at the enclosure wa ll. On the other hand, for the cell s located relati vely far from 
the box warm surfaces, before the heat ac tually hits the cell s close to the wall surface, 
most of it will be absorbed while travelling through the medium. The lower temperatures 
in those cells consequently will induce lower values of net radiati ve heat flux taki ng 
place at the enclosure wall. This partic ular phenomenon clearl y highlights the necessity 
for careful atlention when analys ing thermal radi ati on in 3-Dimensional complex 
geometri es. 
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Cell no_ Surface Radiative Heat Flux [W/m2] 
(x-axis) K= 0.001 m-I K=5.0m-1 K = 10.0 m-I 
1 83.7 64.1 44.6 
2 96.1 81.0 61.1 
3 11 0.3 98.2 77.8 
4 125.3 11 6. 1 95.5 
5 140.6 135.5 11 5.0 
6 155.2 156.6 136.8 
7 168.3 179.6 161.4 
8 180.3 204.7 189.5 
9 193. 1 232.5 221.5 
to 210. 1 264.4 258.5 
11 232.0 301.6 301.4 
12 256.7 344.8 351.2 
13 336.6 421.0 424.1 
14 385.9 465.8 466.7 
15 41 8.8 495.9 495.2 
16 439.9 515.5 513.5 
17 452.1 526.9 524.2 
18 456.6 531.6 528.7 
19 454.3 530.4 527.8 
20 445.2 523.2 521.5 
2 1 429.1 509.3 508.9 
22 405.0 487.4 488.6 
23 370.2 455.0 458.2 
24 320.2 407.9 41 3.4 
25 240.2 329.4 338.2 
26 215.0 283.9 286.2 
27 192.1 244.5 241 .1 
28 175.7 210.7 202.0 
29 163.6 180.9 168.0 -
30 152.0 154.1 138.2 
31 138.3 129.7 11 2.2 
32 122.3 107.3 89.2 
33 105.1 86.6 68.4 
34 88.8 66.9 49.0 
Table 4 .1 6 - Data of heat flux obtained for the cells located at the ,,'h strip o f the 
enclosure wall where y = 0, black surfaces, for di stinct values of 
absorption coeffi cient, geometry as presented in Figure 4.27 
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The inclusion of reflecting walls: 
To extend the degree of complexity of the system under analysis, we can go 
ahead and consider the enclosure wall s as, instead of black, now holding properties of 
diffusely refl ecti ng the incoming intensity of radiation. This will signify that, because all 
the boxes and the enclosure surfaces will actually present di stinct temperatures, a realistic 
scenario of multi -emitting, absorbing and reflecting phenomena will be taking place in 
the environment and the resultant heat f1uxes from all these circumstances can be 
analysed. 
To accomplish thi s, we now ass ign the reflecti vity conditions (e < I ) for the three 
internal boxes and also the enclosure. The specification for these thermo-optical 
conditions can be found in Table 4. 17. 
Location Emissivity 
Enclosure 0.9 
Box 1 0.2 
Box 2 0.5 
Box 3 0.8 
Table 4.1 7 - Distinct values of optical properties for the enclosure and boxes 
acti ve surfaces 
Using the DOM Sg approximation and adopting the absorption coeffic ient for the 
medium as K = 1.0m-1, the results for this test case are presented initially in Table 4. 18 
for a position on the II <h strip on the z-axis and then on a plot format as shown 
in Figure 4.30 together with output data for the black walls situation (also for K = l.Om·1) 
fo r a better visual appreciation. 
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Cell no. Surface Radiative Heat Flux [W/m2] 
(x-axis) Black Walls Rellect. Walls (see Table 4.17) 
I 83.1 29.6 
2 97.2 33.2 
3 11 2.5 36.8 
4 128.5 40.3 
5 145.1 43.8 
6 161 .8 47.1 
7 178. 1 50.2 
8 194.3 53.2 
9 211 .4 56.3 
10 232.4 60.4 
11 258.5 65.3 
12 288.5 70.9 
13 367.6 86.1 
14 415.5 95.3 
15 447.6 101 .3 
16 468.3 105.0 
17 480.3 106.9 
18 484.9 107. 1 
19 482.9 106.0 
20 474.5 103.6 
21 459.0 99.9 
22 435.4 94.7 
23 401 .2 87.8 
24 351.7 78.2 
25 271.5 63.2 
26 240.2 57.4 
27 212.7 52.2 
28 191 .1 48.3 
29 173.4 45.3 -
30 156.7 42.5 
31 139.4 39.2 
32 121.2 35.2 
33 102.9 30.8 
34 85.6 26.5 
Table 4. 18 - Heat flux predicti on for absorption coeff. K = l.Om-' , for the cell s at the 
II 'h strip of the z-axis , enclosure surface where y = 0, for a condition of 
re fl ecting properties on the enclosure and boxes active surfaces 
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Figure 4 .3 0 - Plots of radiative heat flux for the cells located on the 11th strip of the 
z-axis, enclosure surface where y = 0, geometry as the one presented in 
Figure 4.27, situation now including reflecting properties on the 
enclosure and boxes active surfaces 
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Besides the al ready expected overall lower values of net rad iati ve heat flux taking 
place on the enclosure wall s, what can also be seen in this Figure is that the assignment 
of a very low value of emissivity for the Box I surfaces (6 = 0.2) makes for a 
considerably lower magnitude of net surface radiative heat flux. 
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4.4 - Theoretical-Experimental Validation Strategy 
Having developed a computer-based numeri ca l thermal model that has the 
capability of analysing thermal radiation in 3-Dimensional complex geometries (using 
the relati vely recent method based on the Discrete Ordinates approach) and also having 
desirability to be fast in setting up the layout and thermal properties specification, thi s 
can be already considered a significant contribution to the analysis of radiative heat 
transfer in the practical, real world of engineering applications. 
However, experimental validation of the predicted results would confer important 
benefits in re lation to the knowledge generated in thi s fi eld of technology. To faci litate 
thi s, the design and the construction of a real experimental test set-up is proposed next, 
that is capable of precisely reproducing the criticalthenno-optical conditions adopted and 
implemented in the developed computing numeri cal modelling. 
With thi s in mind, it was dec ided to go ahead and to accept the ex tra challenge of 
investigating how well the theoreti cal predictions of radiati ve heat transfer data from thi s 
computer numeri cal model would correlate with the data obtained directl y from true 
experimental measurements. A comprehensive and representati ve full size 3-Dimensional 
physical enclosure was designed and built together with a number of internal boxes with 
arbitrary shapes and thermo-opti ca l conditions. It was also possible to be fl ex ible in 
facilitating a vari able layout of the system so as to address the experimental 
measurements of radiati ve heat flu x in complex geometri es. The detai ls concerning the 
design philosophy and the constructi on of this tes t system are explained in the nex t 
chapter. 
To achieve sati sfactory comparisons of the accuracy of the predicted radiative 
heat flu xes through the numerical thermal model, the design and construction of the test 
system was conceived in such a way as to take advantage of the main characteri stics of 
the numerical model (i.e. using the Cartesian coordinates system and also the control-
volume formulation). Following the consideration of these features, the construction of a 
rectangular-shaped metallic test system, with its volume suitably di screti sed in control 
volumes or cells with appropriate rad iative heat flux sensors (al so called rad iometers) 
was developed . 
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This tes t sys tem was very similar to that adopted in the analysis of the last 
3-Dimensional configuration that included the 3 boxes (see Figure 4.27). The outer 
rectangular case, considered as the physical enclosure, was des igned to be maintained at 
a relatively lower temperature while the boxes, in turn, were controlled at higher 
temperatures through the use of special heaters. 
Defining a particular region of interes t in the cold enclosure wa ll s and following 
the proposed cell di vis ion, the radiative heat flux sensors, custom-made at the same size 
of one modelling cell, were attached flush to the surface in order to produce the des ired 
read ings. 
Recalling that the test encl osure will be filled with aIr, the analysis of heat 
transfer will be considered for a rad iatively non-participating medium (Cornwell , 1977, 
Kreith and Black, 1980, Siegel and Howell , 1992, Brewster, 1992). This will be also 
carried out by assigning in the numerical modelling the absorption coefficient K a very 
small va lue. 
The analysis of thermal radiation in complex geometries using the Method of 
Discrete Ordinates is successfull y completed and it is now ready to use for our main goal, 
which is the comparison with the data to be obtained from the experimental 
measurements. 
CHAPTER 5 
Experimental Set-Up Design 
5.1 - Designing a Test Set-up for the Measurement of Radiative Heat 
Fluxes in AbsorbinglEmittinglReflecting Multi-Dimensional 
Geometries 
For the design and construction of the experimental test set-up, the main objecti ve 
was to develop a thermo-mechanica l system that could be representative of the internal 
compartment of a basic but realistic spacecraft, and at the same time that could approach 
the mathematical modelling of the environmental conditions to be reproduced by the 
analyti cal computer software. In order to achieve this intent, a full size metallic 
compartment containing three boxes simulating spacecraft subsystems and located in an 
arbitrary layout, programmed to di ssipate thermal energy while in operation, was 
designed during thi s research program and subsequently built and assembled in the 
workshops and laboratories of the Department of Mechanical Engineering, at 
Loughborough University. 
Considering the overall size of the experimental enclosure, its di~ens ions were 
chosen such as to make it large enough to be compatible with the operations of handl ing 
the boxes, installation of the many surface temperature sensors and the mounting of the 
radiometer for the radiati ve heat flux measurements, but at same time sufficiently small 
in order to make feasible its accommodation and operation in a standard laboratory 
environment. 
The size and shape of the spacecraft subsystems' dummies, which will here be 
frequently called just as boxes, were defined to be some how representative of the 
conditions found in a rea l spacecraft, i.e. holding dis tinct forms and dimensions. 
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For the layout of the boxes inside the system, the adopted philosophy was to 
position them in such a way that they could perceive a good and representati ve view 
factor for the emitted and the reflected radiation taking place among themselves and on 
the reciprocal interactions with the system enclosure internal walls. 
For the generation of the radiative heat fluxes in the experiment, the boxes 
representing the spacecraft subsystems, considered as opaque for the thermal radiation, 
were defined to be heated up while the enclosure walls would be maintained at lower 
values of temperature. In thi s way, the resultant multi-refl ected-emitted radiati ve heat 
flux values could be measured at the enclosure cold walls. In fact, this is the most typical 
thermal situation found in a spacecraft during its orbital or interplanetary flight where the 
subsystems normally have to somehow dissipate the thermal energy generated as a 
consequence of their functional operati on. 
As far as the test environment pressure is concerned, a lthough the actua l pressure 
inside a rea l flying spacecraft is very low i.e. it is correlated to a vacuum environment, it 
was decided to perform the measurements of radiative heat flu x under the normal 
atmospheric conditions of the laboratory . In order to ensure that the associated 
convective heat transfer phenomenon would not affect the measurement, a special type of 
radiative heal flux sensor was chosen. This particular kind of sensor is designed and 
constructed in such a way that the produced voltage is a consequence of practi cally onl y 
the radiant heat flu x experienced by its acti ve surface. A more complete picture of its 
construction philosophy can be found in Section 5.3 and the details of its calibration 
procedure are presented at the beginning of Chapter 6. 
5.2 - The Construction and Building Details of the Proposed Test Set-Up 
The workshop and laboratory operations devoted for the accomplishment of the 
building of the test experiment took a great deal of time, patience and labour. Although 
apparently having a simple and straightforward construction philosophy, the criti cal 
requirements for obtaining a test set-up that would be capable of reproducing accurate 
and reliable data, mainly in the field of radiative heat flux measurements, proved to be 
very demanding involving much dedication. 
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The enclosure walls: 
The test system external wall s were built in rectangular formats aiming to 
compose an enclosure with a parallelepipedal shape, with the overall dimensions of 
(W)1020 x (0 )720 x (H)630mm. These spec ific dimensions were chosen bearing in mind 
the compatibility with the size of the computer modelling cell , defined to be 
30 x 30 x 30mrn each. In thi s way, considering that the ori gin of the adopted Cartesian 
coordinates is located at the fLrst left corner of the system (see Figure 5.5), the 
mathematical modelling configuration wi ll be constituted by exactly 34 nodes on 
the x-ax is, 24 nodes on the y-axis and 21 nodes on the z-axis direction. Doing thi s, the 
whole system was then submitted to a nodal divi sion of 
• 4,228 surface cells, located on the enclosure internal wall s and boxes active 
surfaces; 
• 17,1 36 vo lumetri c ce ll s, internall y contained III the whole parallelepipedal -
form system, including those located inside the boxes. 
This gives exactly the same dimensions of the experimental enclosure. 
For the construction material itself, in order to achieve the highest poss ible 
uniformity on the temperature distribution of the surfaces, copper was selected due to its 
high coefficient of conductivity. For better handling, machining and the system building 
purposes, the copper plate thickness was selected to be 0.924nuTI (SWG 20). 
The drawings containing the detai ls of the des igning process of the six sections of 
the enclosure wall s are presented in Appendix C, and a photograph of the hole drilling 
process on the copper plates can be seen in Append ix D, Figure D.I . 
Considering that the boxes surfaces temperatures could not be too nigh by reason 
of some technical restrictions, in order to get significant values of radiative heat flux 
predicted by the computer numerical modelling and subsequently to be measured by the 
radiometer, it was important to have a high va lue of the coefficient of absorptivity at the 
internal surfaces of the enclosure walls. 
Because standard commercial grade copper has a very low value of coefficient of 
absorptivity, it was decided to apply a thin layer of Kapton@ tape on the whole internal 
surface of tlle enclosure walls. This p3Iticular kind of tape is conuTIonl y used for thermal 
purposes in the building of spacecraft. It is a very stable material under the stresses of 
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temperature variation from cold to hot and Vice-versa, presenti ng an operating 
temperature limit of + 180°C (see Appendix E fo r more detail s) . With thi s physical 
stability, it has the requ ired opti cal properties of emissivity and absorptiv ity . 
In order to obtain the exact value of the final optical properties of the Kapton-
covered copper surface , two samples were prepared and sent to laboratories at the 
National Insti tute of Space Research, in Sao Jose dos Campos, Brazil, to be analysed by 
an Infrared Spectrophotometer. The resul ts showed that, while the original nude copper 
surface presented an absorptivi ty coefficient of 0 .0 18 (highl y refl ective in the in frared 
range), the adopted process of Kapton@ tape covering e levated the absorpti vity of the 
system internal acti ve surfaces to the value of 0.846. This is well accepted by our 
experimental test set-up. The details of thi s measurement analysis are presented in the 
Appendi x F. 
Figure 5.1 - The building of the enclosure wall s 
- --- -- - -
- - - - - --
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The dummy boxes: 
The radiative heat dissipating boxes, proposed to simulate spacecraft thermally 
active subsystems, were constructed by llsing exactly the same material utili sed for the 
enclosure walls. For the shaping of the boxes to their design dimensions, some parts of 
the copper sheets were just bent while ot.hers were attached using small aluminiulll 
brackets. 
For their dimensions and shapes, each one of the boxes was designed to have its 
own characteristics looking for an arbitrary situation. These data can be seen in 
Figure 5.2. 
BOX2 
120 mm 
480 nun 630mm 
BOX 3 
240 mm 
BOXl c... 
2 10 mm 
240 mm 2 10 mm 
L _____ -..".v~ 300 nun 
/ ? ~/ 
360 mm 
Figure 5.2 - Dimensions of the internal boxes 
In order to produce more sensitive values of thermal radiati ve Iluxes, their 
surfaces were also covered with a layer of Kapton® tape leading to the same high value 
of emissivity, 0.846. During the application of the Kapton® tape on the enclosure and 
boxes surfaces, some relati vely small and medium sizes air bubbles built up . 
- ------------------------------------
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In order to prevent further problems with the growing of these air bubbles during 
the warming up of the surfaces, probably leading to high non-uniformities on the surfaces 
temperatures, they were hole-punched and the trapped air was drained out. 
A picture showing the appl ication of the Kapton® tape on the surface of a 
dummy box call be seen in Figure 5.3, and Figure 5.4 shows all three boxes prepared to 
be installed in the system. 
Figure 5.3 - Application of the Kapton® tape on top of the Box 1 surface 
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Figure 5.4 - The three subsystem simulating boxes ready to be installed in the test set-up 
Primarily aiming fo r an arbitrary layout of configuration in order to be as generic 
as possible, the exacl positioni ng of the dummy boxes in the system was also designed to 
be compatible with the sizing and characteri stics of the computer modelling nodes. 
A view of the layout of the three boxes In the experiment can be seen in 
Figures 5. 5 and 5.6 and also in the photographs In Figures 0.4, 0 6, 0 .8 and 0 .9. 
The exact specifications of their relati ve pos itioning are presented on Table 4.13 . 
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Figure 5.5 - Main test system composed by the enclosure and the three internal boxes 
Figure 5.6 - The three simulating boxes positioned in the system without the top 
wall and also the enclosure wall where x = 0 
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The dummy boxes heating strategy: 
For the generation and the controlling of the higher temperature values in each 
one of the dummy boxes, the technique adopted was the installation of surface contact 
fl exible res istors, also called skin-heaters, underneath each one of thei r thermally active 
surfaces. These skin-heaters were supplied by Omega Engineering, from Stamford , eT, 
U.S.A., with the dimensions as close as possible to the surface area they were required to 
supply heating energy. 
Each one of the skin-heaters (eleven in tota l) was electrically connected to a 
dedicated variable power supply. Manually adj usting these variac-type power supply 
devices, the specified temperature could be achieved on each box thermally operating 
surface. These eleven control vari acs where put together in a 19" panel, formi ng the 
Skin-Heater Power Supply. The details of the adopted skin-heater power supply 
interconnection can be seen in Appendi x G, Figures G. l and G.2. 
For the proper installation of the skin-heater against the box internal surface, a 
metallic backing supporting plate, made from 2mm-thick aluminium sheet and having 
roughly the same area dimensions as the skin-heater, was attached and pressed by using 
bolts, in a 'sandwich-like' arrangement. This procedure was intended to optimise the 
application of uniform heat on the box surface. A photograph of thi s assembly is shown 
in the Figure 5.7 and some others are presented in Appendix 0 , Figures 0.3, 0.5 and 0.7 
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Figure 5.7 - Skin-heater install ation on the inner surface of the simulating box, 
with the aluminium plate also positioned to get a better contact 
The enclosure walls refrigerating procedure: 
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To maintain the enclosure wall s at the required relatively lower temperature, an 
array made from 12mm dia. copper pipes was installed on their outside surfaces, attached 
and pressed by using copper saddle bands. Each one of the saddle bands, in a total of 
512 units fo r the whole enclosure, was fi xed against the outer surface of the wall by using 
two bolts. The sizing and layout of the copper tubes and the spacing of the attachment 
hard points were designed having in mind an optimum configuration fo r the heat transfer 
conditions, in terms of achieving a satisfactory temperature uniformity on the wall s. 
A photograph from the building process of the refrigerating system can be seen in 
Figure 5.8. 
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Figure 5.8 - Bui lding process of the enclosure wall refrigerating system 
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Figure 5.9 - Enclosure wall s fully integrated 
Water, at an inlet temperature of approximately 13°C, was selected as the 
refrigerating medium to flow through the piping system in order to absorb and remove 
the load of thermal energy coming from the heated boxes, and therefore with the task of 
maintaining the enclosure walls at a low and uniform temperature. 
In order to obtain the maximum efficiency in terms of cooling the system, each 
one of the six walls had its own refrigeration piping system inlet tube connected straight 
to the laboratory water mains supply. This means that the whole system needed six inlet 
hoses coming from the water supply duct and also six outlet hoses connected to the 
laboratory water-drai ning pipe. A picture of this water hose connection is presented in 
Figure 5. 10. 
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Figure 5. 10 - Cooling water supply for each one of the enclosure walls 
Doing thi s, everyone of the six enclosure walls received at the inlet of its cooling 
system a flow of fresh cold waler. 
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Procedurejor thermally insulating the dummy boxesjrom the enclosure walls: 
The technica l requirements for properly insulating the warm dummy boxes from 
the encl osure cold wall s in terms of conduction, and al so by the radiation coming from 
the box internal surfaces, were very critical to enable the thermal condi tions on the test 
apparatus to agree with the computer numeri ca l modelling, which considered these heat 
transfer effects as null. 
In order to minimise the hea t losses by radiation to the interior of the heated 
boxes (heat from the boxes non-acti ve surfaces), the aluminium-made backing support 
outer surface was left untouched (i.e. with an optical property of low emissivity) and the 
surfaces of the enclosure wall , facing the inside of the heated box, were covered with 
aluminium tape in thi s way retaining a low absorpti vity property. Besides that, the wall 
surface underneath the boxes received an additional protection against the thermal 
radiation coming from the internal surfaces of the boxes, through a technique commonly 
used in the aerospace community. This special technique, called Multi-Layer Insulation 
(or MU for short) comprises the manufacturing of a kind of a thermal blanket by using 
materials such aluminium foil and bridal veil. 
Basica ll y, layers of aluminium fo il are alternated with layers of bridal veil 
(technicall y called Dracon net) in a sandwich-like mode. 
The aluminium foil , with its very high coefficient of refl ecti vity, acts as a shield 
aga inst the impinging thermal radiation, and the intervening layer of bridal veil in turn 
makes sure that there is no direct contact between the two adjacent layers_of aluminium 
foil , minimising in this way the heat transfer by conduction. When several layers of 
aluminium and bridal veil are applied in this configuration (for space applications 10 to 
20 layers are commonly used), the capacity of this blanket to insulate agains t thermal 
radiation is extraordinarily high. 
A schematic drawing showing thi s radiati ve transfer insulation technique is 
shown in Figure 5.1 I and Figure 5. 12 shows one of the thermal blankets built for this 
experiment. 
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Aluminium foil Bridal Veil 
Figure 5.1 1 - Schematic representation of a Multi-Layer Insulation (MU), in this 
example built by lIsing three layers of aluminium foil alternated by 
three layers of bridal veil 
Figure 5. 12 - A basic Multi-Layer Insulation (MU) build for this experiment, 
in this case using 2 layers of bridal vei l alternated by 2 layers 
of aluminium foi l 
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This overall procedure, which includes the low emissivity properties of the boxes 
internal surfaces, the MU, and the application of aluminium tape on the wall surface, 
proved to be satisfactory in terms of minimising the warming-up of the enclosure walls 
underneath the dummy boxes. A photograph of the process of application of al uminium 
tape on the wall surface, underneath one of the boxes, is shown in Figure 5.13. 
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Figure 5.13 - Aluminium tape covering the enclosure wall underneath Box I. 
Later on MU was installed on top of thi s surface to complete the 
radiation shield . 
I SI 
Considering also the possibility of the undesired heat transfer by conduction from 
the edges of the dummy heated boxes to the enclosure walls, the technical solution 
adopted was to physically separate the boxes by using small strips of Teflon®, with 
thickness of2mm. In this way, two to four small pieces of Teflon® (very low coefficient 
of conductivity at 0.26 WIK.m, Polypenco-1991) were fixed between the enclosure walls 
and each one of the boxes borders and/or surfaces. This detail of thermal insulation may 
be visualised in Figure 5.6, where two small pieces of Teflon® can be seen installed 
between the left face of Box I and the enclosure floor. 
Both these actions were important in minimising the warming up of the enclosure 
walls at the vicinity of the heated boxes by the processes of heat conduction 
(mechanically positioning the boxes in the system), and by the inside-the-box thermal 
radiation. 
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System temperature monitoring: 
In order to attempt a correlation from the computer thermal modell ing approach 
to the experiment actual configuration, a satisfactory knowledge of the averaged 
temperature di stribution on all surfaces was mandatory. This was accomplished by the 
installation of approximately 80 Type T (Copper-Constantan) 30A WG-gauge 
thermocouples (TIC), with 22 for the dUIlU11Y boxes acti ve surfaces and the remaining 
ones for the monitoring of the enclosure walls cold thermal conditioning (see Appendix H 
for the individual TIC location on the enclosure and boxes active surfaces). 
This arrangement then comprises part of the Temperature Data Acquisition System. 
This manually operated equipment was also supplied by Omega Engineering Inc., and it 
was essentiall y composed of the thermocouple sensors, a two 40-connection panel, two 
40-channel rotary selector switches, and two digital temperature meters. A photograph 
related to thi s system is presented in Figure 5. 14 and further detail s can be found 
in Appendix G, Figure G.3. 
For the temperatu re sensors, the thermocouple wire was purchased in a spool and 
each temperature sensor was cut to size and manufactured ill situ. The thermocouples 
were already calibrated at the supplier facilities, presenting a limit of error of 1.0°C or 
0.75% of the reading, whichever is greater (Omega, 1995). 
The technique adopted for the manufacturing of the thermocouples fo llowed the 
philosophy where the two bare edges of the wires are twisted and then a very small drop 
of solder is applied in order to get a better surface contact. For the test set-up, a quantity 
of approximately 270 meters of thermocouple wire was used. 
For the surface thermocouple install ation on this work's experiment, the adopted 
procedure was the same used by the majority of the aerospace 11l\!-dware-testing 
cOllU1lunity_ Basically, the reading joint of the thermocouple is firmly positioned in 
contact with the surface (but electricall y insulated by the Kapton® tape fini shing) and 
back-pressed by a 7x7mm piece of aluminium adhes ive tape. On top of this arrangement, 
a 25x30mm strip of Kapton® tape was then used to firml y hold the complete sensor in 
place, and also with the aim of matching the original surface thermo-optical property. 
For the particular case of installing the temperature sensor on top of a surface fini shed by 
alumin ium tape (see Section 6.4), the last tape installed was the aluminium one in order 
to match the box or wall surface_ These tape area dimensions are approximate. 
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TEMPERATURE DATA ACQU ISIT ION SYSTEM 
BANK A 
Figure 5. 14 - The Temperature Data Acq uisition System 
An ill ustrative drawing of this arrangement is presented in Figure 5. 15 and a 
photograph of the actual install ation of one of the sensors is shown in Figure 5.16. 
Figure 5. 15 - Scheme for thermocouple installation (tapes and TIC all must be firm ly 
pressed against the measuring surface) 
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Figure 5.1 6 - Thermocouple installed on Box 2 lateral surface 
Using the 80-channel selector switch, the instantaneous temperature value of 
every single thermocouple from the test system could be accessed, read and recorded 
during the thermal tests. 
The Temperature Data Acquisition System and the Skin-Heater Power Supply 
were installed in a speciall y built rack to form the Temperature and Heater Power 
Control Panel , as can be seen in Figure 5. 17. 
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Figure 5. I 7 - The Temperature and Heater Power Control Panel 
Radiometer installation: 
The requirements and technical specifications for the radiative heal flux sensors 
are presented on Section 5.3. 
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Basically, the philosophy adopted fo r the radiative heat flux reading was to get 
the necessary and pertinent data for comparison with the computing simulation results. 
Following this concept, three hori zontal strips positioned at distinct height levels along 
the enclosure surface where y = 0 were taken, together with one horizontal strip along 
each remaining enclosure lateral surfaces, where the radiometer was programmed to be 
install ed to perform the reading of radiative heat flux , in a cell-after-cell sequence. 
Doing thi s, heat fl ux values taking place in horizontal bands on the lateral surface of the 
enclosure could be obtained. It is important to recall that this measured flux on the wall is 
the result of the multi-emissions and multi-reflections from all the active surfaces in the 
inside of the experiment, including the one where the radiometer is eventua ll y positioned. 
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5.3 • Requirements and Specifications for the Radiative Heat 
Flux Sensors 
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For the selection of a sensor suitable for the measurement of radiative heat flux in 
the experiment as outlined for this work, some technical specifications and requirements 
were defined. In this way, the radiative heat flux sensor should meet the criteria, or 
should be able to provide: 
high accuracy 
high sensitivity, in the order of 10 J-tV per W/m2 or higher 
flat spectral response over the wavelength range of 5.5 to 10 /-lm 
flux level range from 30 to 500 W/m2, at least 
strongly desired to not be affected by convective heat flux 
repeatability 
relatively low time constant, i.e., lower than 1 second 
no critical dependence on the temperature of the mounting surface 
practical installation on the testing system 
relatively ease of handling 
no need for refrigerating devices 
capable of providing a direct reading or to offer a practical cell equivalence, related to 
the heat flux estimated by the computer modelling 
incorporate a thermocouple for temperature monitoring of its active surface 
no need for constant re-calibration 
reasonable cost 
The study imd the analysis for the choice of the most applicable heat flux sensor 
were developed in three distinct phases. Initially, an investigation was performed 
concerning the most common of the currently available kinds of heat flux sensor with the 
aim of getting a better understanding of their principle of operation; next, an analysis 
related to which type would be the most applicable to this work's experiment was done, 
and finally, a search for a suitable supplier for the sensor was carried out. 
The details of this sequence are presented hereafter. 
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Types of radiative heat flux sensors: 
Two main philosophies of radiative heat flux sensors are currently available: 
a) thermal sensors 
b) quantum sensors 
For the thermal type of sensors, their main characteristics can be outlined as: 
use the energy of infrared radiation, as heat source; 
response independent of the irradiation wavelength; 
can operate at room temperature; 
relatively low speed of response. 
The most common types of thermal sensors are: 
Thermopile 
Bolometer 
Pyroelectric detector 
Some characteristics of these sensors are: 
Thermopile: 
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Based on the principle of operation of the thermocouple junction disc~vered in 1821 
by Thomas Seebeck, consisting of two wires made by distinct materials and 
connected at their both ends, and having one end at a distinct temperature from the 
other end, will generate an electric current that will flow through the circuit. This is 
proportional to the temperature difference of the two ends; 
Thermopiles can be constructed with hundreds of thermocouples. They can also be 
made using semiconductors; 
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The principle of operation of the detector is based on the fact that the heat flowing 
through the sensor will generate a difference in the temperature between the upper 
and lower sections of the sensor. This temperature difference is detected by the 
thermopile that, in turn, will produce a voltage that is proportional to the magnitude 
of the flow of heat through the sensor. The large quantity of the thermocouples 
electrically connected in series raises the voltage output up to the m V range. 
In general, a kind of synthetic material makes the substrate where the thermocouples 
are installed. 
Bolometer: 
The basic model of a bolometer can be described as an absorber with a thermal 
capacity C, connected to a thermal mass which is maintained at a temperature To, 
through a thermal conductance D CMauskopf, 1999). Infrared radiation impinging on 
the absorber is converted to heat and it is distributed by the capacity C. This 
phenomenon makes the absorber temperature vary from tlT = T - To, up to when the 
radiative heat flowing to the absorber equals the rate of heat transfer to the thermal 
mass, through the conductance D. The absorber temperature is measured and the final 
value tlT{ = Tr - To is proportional to the heat flux. Figure 5.18 presents a basic sketch 
of a bolometer. 
+ + + + Radiation 
C,T 
D 
To 
Figure 5.18 - Functional scheme of the bolometer 
- - - ------------------------------------------------
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Pyroelectric Detector: 
The pyroelectric detector is constructed in such a way that it incorporates a crystal 
surface where the temperature varies proportionately to the incident infrared 
radiation. An electric charge is then generated on the surface of the crystal, which is 
proportional to the variation of the temperature. 
The main characteristics of the quantum sensors: 
The quantum type of radiation sensors presents high capacity of detection and a 
very short response time. Their responsivity is very dependent on the wavelength and, 
with the exception of the sensors actuating in the near-infrared range, they generally need 
some kind of refrigeration during their operation. In addition, the quantum detectors need 
the support of a chopper, in order to pulse the signal of the incident thermal radiation for 
its proper operation and to supply the correct output signal. 
Choosing the appropriate type of radiative flux sensor for this work: 
Several companies were contacted and, using the commercial catalogues, their 
products were analysed against the defined technical requirements. A data compilation 
was performed, including some of the characteristics obtained from the catalogues 
or even from direct contact with the companies. The summary of this work is briefly 
presented in Appendix 1. 
For the quantum type of radiation sensor, it was found that tht:ir operational 
conditions present a critical restriction related to the spectral band, being limited to 
'}.. = 5.8 !-tm (for a model based in Lead Selenide, PbSe, as a photoconductive infrared 
detector) to be able to operate at room temperature (Hamamatsu, 1998; Cal Sensors, 
2000). 
For this circumstance, considering the surface temperature of the emitter of 
thermal radiation, for a value of 
'}.. = 5.81-lm 
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and recalling the Wein's Displacement Law, Equation 2.8, we have that: 
T = 2898 '" 500K 5.8 -
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which is a value of temperature significantly higher than that expected to be used in this 
work, i.e. approximately 323K for at least one of the dummy boxes. 
For the other quantum-type radiative heat flux sensor models that are able to 
provide a satisfactory response under incidence of thermal radiation at higher values of 
wavelength, these need to be locally refrigerated. This turned out to be inconvenient for 
the test set-up proposed for this work. Thus, it was recognised that the quantum type of 
sensor does not completely satisfy the basic requirements of this research program. 
For the thermal type of sensor, a first analysis showed that all of them are 
potential candidates to successfully perform the task of properly measuring the radiative 
heat flux to be produced in the experiment. On the other hand, it was found that virtually 
all of them suffer from the fact that they are also susceptible to the convective heat fluxes 
taking place on the test system. 
Considering that this detail could be of significant importance for the proper 
measurement of the radiative heat fluxes, a deeper investigation was realised and a 
company in France was identified, which claimed to be capable of supplying a sensor 
based in an innovative method of reading radiative heat flux and minimising the effect of 
convective heat sources. 
After an extensive comparative analysis on the sensors supplied from several 
companies and a closer examination on the specifications of the sensor offered by this 
French manufacturer, and also completed by a visit to the company laboratories, it was 
decided that the sensors for this experiment were going to be purchased from this 
particular company, named CAPTEC, from Villeneuve D'Ascq, in Northern France. 
The company accepted the task of producing a quantity of three customised 
sensors, following a precise design specifically applied to this experiment, and also in 
compliance with the shape and dimensions of the measuring cell. 
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The main characteristics of these sensors are presented in Table 5.1. 
SUPPLIER CAPTEC (France) 
TYPE Thermopile, planar 
SENSITIVITY 21J.N I (W/m2) 
OPERATIONAL RANGE 0.1 - 12 Jlm 
RESPONSE TIME approx. 0.1 s 
ACTIVE SENSOR AREA 30mrnx30mm 
THICKNESS 0.2mrn 
FIELD OF VIEW 180° 
THERMOCOUPLE TYPE T (Copper-Constantan) 
MAX. TEMP. OF OPERATION 200°C 
CONNECTION LEADS 1000mrn 
INSTALLATION (see Section 5.4) 
CALIBRATION CURVE supplied 
SURFACE FINISH Kapton® I Aluminium 
Table 5.1 - Main characteristics of the CAPTEC planar radiative heat flux sensors 
Basically, the construction philosophy of this planar type of radiometer is to use 
parallel strips of high absorptive material (Kapton® tape in this case) alternating with 
strips of high reflective material (aluminium tape), all installed in a base layer and in flat, 
planar configuration. Underneath both the Kapton® and aluminium tapes, a large amount 
of thermocouples are installed in such a way as to constitute a thermopile. 
When thermal radiation hits the sensor surface, the portion that impinges on top 
of the Kapton® tape area will be mostly absorbed and the TIC's that are installed under 
these strips are going to read higher values of temperature. On the other hand, on the 
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portion of the radiation that actually hits the aluminium strips, more than 80% will be 
refl ected making these surfaces retain relatively lower values of temperature to be read 
by their temperature sensors. This di fference of temperature is proportional to the net 
heat flux perceived by the radiometer and, as a consequence, it will produce a voltage . 
AI 
( T,) 
Kapton 
( T,J 
I 
AI 
( T, ) 
Kapton 
( T,J 
AI 
( T, ) 
Figure 5. \ 9 - Functional diagran1 of the planar radiometer (Captec, \ 998) 
A typical rad iative flux sensor produced by the French company can be seen in 
Figure 5.20. 
- - - - ------" 
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Figure 5.20 - Planar ki nd ofradiative heat fl ux sensor (Captec, 1998), where it can be 
seen the alwn in ium strips alternated by Kapton® strips, and also the 
many TIC's installed underneath the high absorptive surface 
The fo llowing comments details the reasons fo r the choice of thi s parti cular kind 
of sensor and its suppl ier: 
Thermopile type: historically, thi s kind of thermal sensor has proved to be very 
reliable and strong, and it is well known and commonl y used. 
Sensitivity: an output voltage of 2111 Y for every W /m 2 of net radiative heat flux 
perceived is very satisfactory and it is also compati ble with the voltmeter to be used in 
the University's laboratory . Considering that thi s can read a voltage lower than lOftY, 
this means that a difference in the radiative heat flux reading of the order of I W /m2 can 
be di scerned. This is very appropriate for the experiment. 
Operational Range: The response wavelength range of 0.1 - 12 ftm is broader 
than the minimum specified in the basic requirements. 
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Response Time: Although the response time for thi s sensor is relatively long 
when compared to the quantum type of sensor fo r instance, thi s will not impose any 
critical restraint to thi s experiment because all the tests are performed in the steady state 
condition. 
Active Sensor Area: The fact of the sensor being supplied in a custom-built 
format, its acti ve area was specified to be exactly the same as the measurement cell 
defined for thi s experimental work. This proved to be very convenient in terms of 
providing a straightforward reading and comparison of the radiati ve heat flux. 
Thickness: The low thickness value of 0.2 mm is important for assuflng a 
minimum interference with the volumetric cell s of the experiment. 
Field of View: Obviously, the requirement of an angle of 180° for the field-of-
view was imperati ve in order to get the proper measurement of heat fluxes coming from 
the entire hemisphere over the sensor. 
Thermocouple Type: The Copper-Constantan pair of electrical conducti ve wires 
makes a sensitive and responsive type of thermocouple, in a very useful range of 
temperature application. 
Maximum Temperature of Operation: The operating maximum temperature of 
200°C is well above the requirements of this work. This was expec ted to be around 50°C. 
Connection leads: The ordered length of 1000 mm is convenient for the 
connections to the Voltmeter outside the enclosure and, at same time, it does not impose 
any sensible losses over the wire resistance, considering that the Voltmeter to be used has 
a very high value of impedance. 
Installation: Considering that the sensor was made-to-order speciall y for this 
research program, the supplier accepted the requirement of adapting it to be compatible 
with the size of one measurement cell and also to prov ide the sensor with the physical 
installation devices accordingly to Ollr needs. More installation detail s can be found in 
Section 5.4. 
- -- - - - -
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Calibration Curve: The calibration of the sensor is critical for obtaining the 
correct and precise value of the heat fluxes under measurement. Although the sensors 
were already calibrated at the supplier faci lities, and bearing in mind that the supplier 
calibration was executed assuming the sensor and target surfaces to be black instead of 
real reflective surfaces as we have in our experiment, it was decided to perform at the 
Uni versity laboratori es a fully comprehensive process of calibration, including four 
di stinct values of target temperature, and using actual measured va lues of optica l 
properties for the sensor and target surfaces. The details of this ca libration process are 
presented in Section 6.1. 
Surface finish: The active surface of the sensor provided by CAPTEC is 
composed of several alternating parallel strips of Kapton® and aluminium, as can be 
seen in Figure 5.20. This physical configuration for the constnlction of the sensor 
denotes that the final thermo-optical properties of the surface will actuall y be an average 
value fTom the Kapton® and aluminium tape emissivities, in a situation simil ar to that 
already mentioned in Section 2.3. 
In order to obtain the exact value of absorptivity/emissivity for the radiometer 
active surface (necessary for the correct calculation of the radiative heat f1uxes taking 
place in the experiment), a sample of the surface of thi s particular radiometer was sent to 
the laboratories at the National institute for Space Research, in Sao Jose dos Campos, 
Brazil, to be analysed by the Infrared Spectrophotometer. 
The resultant averaged value of absorpti vity/emissivity of the sensor surface was 
found to be 0.458. 
Now, recalling that the absorptivity/emissivity value for the internal surface of the 
experiment enclosure was measured to be 0.846 (Kapton® finishing) i.e. significantly 
different from the average value obtained for the radiometer surface, and bearing in mind 
that the radiative heat flux measured at a particular surface is directly dependent on its 
thermo-optical characteri stics, the installation of a sensor wi th a distinct optical property 
on top of the original surface wi ll inevitably modify the rate of the aimed original heat 
flux. 
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An adequate and straightforward way of performing the correction of the 
measured heat flux, when no other effect is taking place, is to div ide the value of heat 
fl ux measured by the sensor surface thermo-optical property and then multiply by the 
original surface thermo-optical property. In thi s way, the desired value of radiative heat 
flux when no sensor is installed on the original surface is found. However, in our 
research work thi s critica l topic requi red very special attention because another 
phenomenon can also take place as explained in Section 5.4. 
5.4 - The Proper Installation and Correct Use of the Radiative Heat 
Flux Sensor in the Experiment Set-Up 
Considering that the physical building of the radiometer itself is very sensitive 
and fragile in terms of handling and install ation, it was decided to fi rst mount it on top of 
a copper base plate, with a thickness of 2 mm, geometricall y con figured to a shape as 
close as possible to that of the experiment cell unit. The copper material was chosen 
because of its property of high thermal conducti vity . This assembly was found to be 
robust enough for its mul tiple installation use on the enclosure wall s, an operation 
necessary for the complete measurement process of thi s experiment. 
Figure 5.2 1 - Copper base plate prepared fo r the installation of the radiometer 
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In turn, the physical installation of the radiometer on the surfaces of the 
experiment was performed according to the standard method applied for the thermal type 
of heat flux sensors i.e. flush against the wall (in thi s particular case further pressed by 
using 4 bolts). This installation procedure guaranteed a good thermal contact with the 
wall surface in order to submit its back surface as close as possible to the enclosure wa ll 
cold temperature and then having the capability of absorbing and subsequently 
transmitting the radiative thermal energy to the refrigerating system. This sensor 
attachment procedure was executed for each one of the measuring cell s on the system. 
A drawing of thi s assembly is presented in Figure 5.22 and a picture showing its 
fina l operational configuration is presented in Figure 5.23. 
- 30--
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Figure 5.22 - Radiometer installation on its base plate 
-----------------------------------------------------
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Figure 5.23 - Final radi ometer configuration as designed fo r the application in thi s 
research program 
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For the reading of the resultant voltage values, the radiometer leads were 
connected to a Solartron 7055 Microprocessor Voltmeter, supp lied by Schlumberger. 
This particular model of Voltmeter is able to read very low values of voltage down to the 
~V range. The related technical detail s of this equipment are presented in Appendix G, 
Figures 0 4 to 08. Considering the risk of getting electromagnetic interference on the 
reading of the radiometer supplied vo ltage, the precaution was taken of running its leads 
away from the skin-heaters connecting wires. 
As a di rect response to the net radia ti ve heat flux taking place in a particular cell 
and in a cel1ain system thermal condition ing, the radiometer supplies a specific value of 
voltage. 
Now, for the necessary calculation to obtain the value of radiati ve heat flux taking 
place in the measuring cell in order to compare with the output data from the computer 
numerical modelling, it is something that must be very well understood and thi s is very 
critical. 
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In principle, the simple action of positioning a sensor with a significant area on 
top of a surface will immediately modify the conditi ons of net radiati ve heat flux taking 
place in that particular surface without the sensor. The onl y situation where virtuall y no 
changes take place is when the sensor is maintained at the same temperature of the 
surface where it is installed and , at the same time, the sensor surface holds the same 
thenno-optical property of the original wall surface. If the thermo-optical property of the 
radiometer surface is di fferent from the one specified for the ori ginal surface where it is 
insta lled, some kind of correction must be perfo rmed and this can be call ed a 
thermo-optical compensation. 
In addition, considering the poss ibility that at the moment of the measurement of 
heat flu x, the sensor surface temperature is not necessaril y exactly the same as the 
original surface, a second correcti on must be made in order to get the desi red values as 
fo r the condition when no rad iometer is installed on the original surface. This case is then 
called temperature compensation. 
If both these processes o f thenno-optica l and temperature compensati on are not 
carri ed out, signifi cant errors can be introd uced in the measurement of the rad iative heat 
fl ux by the install ed radiometers. 
Having thi s in mind and rev iewing that the radiometer used in th is experiment 
presents a value of absorptivity quite di fferent from the optical property presented by the 
Kapton® tape applied to the enclosure wall (i.e. 0.458 fo r the radiometer surface and 
0 .846 fo r the Kapton® tape) and also considering that at the moment of the heat flu x 
read ing the radiometer temperature might not necessarily be the same as that applied and 
recorded for the wall surface, a careful approach must be considered in order to obtain 
the correct value of radiati ve heat flux actuall y taking place at that location and thermal 
conditions, when no radiometer is install ed. 
To better explain the thermo-optical and temperature corrections, we can illustrate 
a physical situation of measurement of radiati ve heat flux as depicted in Figure 5.24, 
where three hot boxes (whose surfaces are maintained at di stinct values of high 
temperature, T\, T2 and T3) will generate rad iati ve heat flu xes that are expected to be 
measured at the cell located at the surface of a relati vely colder wall due to the 111ulti-
emissions and refl ections that take place inside the system. 
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Figure 5.24 - Example of unmatched thenno-opt ical and temperature condi ti ons 
du ring radi ati ve heat nux measurement in non-conventional 
geometries 
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As can be seen in this simple but representative example, there is a possibili ty that 
the radiometer surface thermo-optical properti es and temperature will not necessari ly 
match the original conditions when the cold surface was experi encing the heat flux with 
no sensor insta ll ed. 
To perform a proper correction, we can analyse the net heat flu x taki ng place on 
the measuring cell (see Figure 5.25); 
11111 Hw 
Wall 
Ew , 15°C !: q .. 
Wall 
a) ori ginal configuration b) with radiometer install ed 
Figure 5.25 - Analysis of net heat flu x taking place on the measuring cell 
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where 
Hw = irradiation onto the wall 
qw = net heat flux on the wa ll 
Hs = irradiation onto the heat flu x sensor surface 
qs = net heat flux on the heat flux sensor surface 
In order to calculate the net heat flu x for both situations, we may recall 
Equation 2.30, which express the net radiati ve heat flux experienced by a grey surface 
Cj; = E; 0' T;4 - a; H; (5. 1) 
In the circ umstances presented in Figure 5.25-a (i.e. without the sensor), the net 
rad iati ve heat flu x experienced by the surface element, or cell , will be: 
(5.2) 
Now, for the situation as depicted in Figure 5.25-b (i.e. with the sensor installed), 
the actual net radiati ve heat fl ux taking place can be obtained from 
4 qs = Es· O'·Ts - t s·Hs (5.3) 
To calculate the des ired value of radiati ve heat flux on the wall , qw, we can now 
observe that, if the size of the radiometer is relati vely very small when compared to all 
the other radiati vely participating walls on the surroundings, as happens in the situation 
of thi s experiment, variati ons in the radiometer surface temperature and optical properties 
will not signifi cantly affect Ule incoming radiation Hw, because the new value of 
radiosity leaving Ule radiometer surface is not able to cause a representati ve impact on 
the heat balance of the system as a whole. 
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So, following thi s approximation of 
We will then have that 
q, , 
= crTs - Hs H = aT. ' - q, , , (5.4) 
E, E, 
(5.5) 
or 
(5.6) 
and finally 
qw (5.7) 
From thi s, Equation 5.7 is then able to convert the measurement results of 
radiative heat flux taking place on the radiometer surface to the expected value for the 
actual enclosure wall and in so doing, simultaneously compensating for bOtil the thermo-
optical and the temperature differences. 
This analysis procedure will be thoroughly used in Chapter 6 for the calculation 
of radiative heat flux in all tile measuring cell s of the test system, including all the 
di stinct programmed test cases. 
CHAPTER 6 
Experimental Measurements 
and Comparisons 
6.1 - The Calibration of the Radiative Heat Flux Sensors 
In order to obtain correct and reliable values of radiative heat flux, a very careful 
calibration procedure had to be carried out for the two radiometers to be used. 
Considering that the flux to be measured on the system walls was expected to range from 
low values to relatively high values, a computing numerical pre-simulation was executed. 
This involved the four distinct test cases to be experimentally reproduced so that the 
limits for the calibration range could be accessed and determined. From the computer 
pre-simulation output data, these calibration lower and higher limits were found to be of 
the order of 50 W/m2 and 420 W/m2 respectively. Using Equation 2.32, with the optical 
characteristics of the heat flux sensor (a. = 0.458) and of a target covered by Kapton® 
(E = 0.846), and considering the heat flux sensor temperature maintained roughly at 
ambient temperature and the view factor as close to one, the values for the target 
temperature were estimated to range from 35°C to 125°C with the two limiting values of 
radiative heat flux to be 50 W/m2 and 420 W/m2 Looking for a representative number of 
points for the calibration curve, each one of the sensors was calibrated at four distinct and 
equally spaced values of target temperature. So, the adopted target temperature 
calibration points are: 
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Point of Calibration Target Temperature 
I 35°C 
2 65°C 
3 95°C 
4 125°C 
For the radiometer physical positioning during the calibration process, a special 
metallic support was built, where the sensor could be installed using its same four-bolt 
attachment. This mechanical support (holding the sensor vertically) was then centred in 
front of one of the system boxes lateral surfaces. This surface was heated up and 
thermally contro lled to the fo ur specified calibration temperatures. 
Figure 6. 1 presents a photograph from one of the radiometers installed In the 
calibration metallic support. 
Figure 6. 1 - Radiati ve heat flux sensor installed in the calibration mechanical support 
The further details of the radiometer calibration procedure are as follows: 
The left surface of Box I was heated up to 35°C while the radiometer installed in 
its calibration support was left far away, facing the enclosure internal wall maintained at 
a relatively low temperature. When the average value of temperature from the two 
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thermocouples installed at the Box I left surface (i. e. TIC 1 and TIC 2) was stabi li sed at a 
temperature of approximate ly 35°C, the radiometer was then centred positioned at a 
di stance of 10 mm from the box hot surface. 
As simultaneously as possible, the values of temperature from TIC 1 and TIC 2, 
the voltage produced by the rad iometer and the temperature from its internal sensor were 
read and recorded. Because the radiometer was previously relati vely cold and suddenly 
positioned very close to the hot surface, its temperature tended to increase. With the 
increasing of the radiometer surface temperature, di stinct values of voltage were 
produced. Thus, distinct values of radiometer surface temperature and consequently 
distinct radiometer supply voltages were obtained. For each one of the calibration 
temperature points (i.e. 35°C, 65°C, 95°C and 125°C) a tota l of 8 distinct values of 
voltage, intrinsicall y related to 8 distinct values of radiometer surface temperature, were 
recorded. The average of these 8 readings produced the calibrati on data for that parti cular 
temperature point. 
The calculation of the calibration factor: 
The calibration factor of the radiometer relates the voltage it produces to the net 
radiati ve heat flux experi enced by its surface . During a certain target temperature range, 
which in this experimental work was from 35°C to 125°C, thi s calibrati on factor (also 
called radiometer sensiti vity) is approximately constant. 
Before using the voltage produced by the radiometer to calculate its calibration 
data, and subsequently its calibrati on factor, we have to obtain the actual value of 
radiati ve heat flux taking place at each moment. In thi s configuration, we_can recall the 
equation for the exchange of radiati ve heat flux between two grey and diffusely emitting 
and diffusely reflecting sUlfaces, Equation. 2.32: 
(6 .1) 
where, in thi s parti cular case: 
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ql -;2 = net heat flu x from radiometer surface to target surface 
Ebl = radiometer blackbody emissive power 
Eb2 = target blackbody emissive power 
El = emissivity of radiometer surface 
102 = emissivity of target surface 
Al = area of radiometer surface 
A2 = area of target surface 
F I-;2 = view factor from radiometer to target 
Although in this calibration set-up we do not have the physical situation of a rea l 
enclosure where Equation 6. 1 is supposed to be applied, we can approximate the heat 
exchange from the rad iometer to the open area as relatively null because the view factor 
from the radiometer to target is expected to be very close to unity. 
In order to obtain the value of the view factor from radiometer to target, FH2, we 
can use the configuration of two coaxial parall el squares of different s ides, as presented 
by Howell (1982). 
In thi s way, recalling the dimensions of the radiometer as 30m111 x 30mm, using 
the Box I left surface dimensions of 240m111 x 240mm and the distance from the 
radiometer to the box surface as IOnun, we determined that the view factor for thi s 
calibration arrangement is 0.9942. This va lue of view factor is then used in Equation 6.1 
in order to calculate the radiati ve heat flux taking place for each thermal condition during 
the calibration process. For each thermal circumstance (each moment) , having the actual 
net radiati ve heat flux on the sensor and the voltage being produced, we can obtain the 
calibration data as : 
Calibration Data = 
RadiometerOulpUl Voltage (6.2) 
Instant Net Radiative Heat Flux 
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This calibration step of the procedure was then repeated for the remaining three 
temperature points i.e. 65°C, 95°C and 12SOC . The final val ue of calibration factor for 
each radiometer is then calculated as the average obtained from the four di stinct 
calibration temperature points of 35°C, 65°C, 95°C and 125°C. This final value of 
calibration factor is then used to calculate the radiati ve heat flux taking place in each one 
of the measuring cell s on the system internal wall , during the experimental part of this 
research program. 
Tables 6.1 and 6.2 present the detailed data concerning the calibration process for 
the two radiometers used in thi s work. In Appendi x ] , one can find the data for the two 
box surfaces thermocouples (used to calculate the target average temperature), the 
radiometer surface temperature and the radiometer supplied voltage for each cali bration 
thermal condition and calibration temperature point. 
Calibration Data - Radiometer # 1 
Moment 35·C 6S·C 9S·C 12S·C J, 
1 21.4 2 1.2 2 1.1 20.9 
2 21.2 2 1.2 2 1.1 20.9 
3 21.4 21.3 21.0 20.9 
4 2 1.3 2 1.2 2 1.0 20.9 
5 21.4 2 1.3 2 1.0 20.9 
6 21.3 2 1.2 21.0 20.9 
7 21.4 21.3 21.0 20.9 Calibration 
8 21.3 21. 1 21.0 20.9 Factor 
Average 
Calibration 21.353 21.241 21.041 20.908 21.136 
Data ~ 
Table 6.1 - Calculation for the calibration factor, radiometer # 1 
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Calibration Data - Radiometer # 2 
Moment 3S·C 6S·C 9S·C 12S·C 
-J.. 
1 21.4 21.4 21 .2 20.7 
2 21 .8 21.6 21 .2 20.7 
3 21 .8 21 .6 21.2 20.7 
4 21 .9 21 .7 21 .2 20.7 
5 21.9 21 .7 21.0 20.7 
6 22.0 21 .6 21 .2 20.7 
7 22.0 21 .6 21 .2 20.6 Calibration 
8 22.1 21 .6 21 .2 20.6 Factor 
Average 
Calibration 21.851 21.588 21.209 20 .674 21.331 
Data ~ 
Table 6.2 - Calculation for the calibration factor, Radiometer #2 
Figure 6.2 shows a picture that was taken at the moment of the calibration process 
related to one of the radiometers. [t can be seen the sensor centre positioned at the 
adopted distance of [Omm far from Box I side wall. 
Figure 6.2 - A radiometer undergoing the calibration process 
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6.2 - Setting up the Test Rig Thermal Conditioning 
Before beginning the main laboratory thermal simulations and the respective 
radiative heat flux measurements, some operational procedures and pre-tests were 
performed in the system to verify its functiona l integrity. 
These first steps included: 
a complete cleaning of the internal wall s by using compressed air, in order to 
get rid of any dust or other kind of particle that could have been deposited 
during the system building process and which would eventually impose some 
undesired change on the emissivity/absorptivity properties of the surfaces; 
a check of the correct temperature reading in each one of the thermocouples 
through the channels of the Temperature Data Acquisition System; 
a verification of the proper cooling water circulation and the temperature 
uniformity on the walls (see Appendix K, Table K.2 1); 
the dummy boxes surfaces warming-up by progressively applying power to 
each one of the heating elements, using the Variacs from the Skin-Heater 
Power Supply; 
a verification of the level of the electric current being drawn by each one of 
the skin-heaters, to make sure that it is within its operational limit. 
For the water cooling system itself, a total inlet flow of 1.4 m3/h at a temperature 
of 14.8°C was established and, after letting it run for approximately 30 minutes, a 
temperature reading from all thermocouples was taken in order to verify the uniformity 
on the walls when no internal thermal charges were applied. During this measurement 
process the laboratory environment temperature was about 22°C. The values obtained 
from the temperature on the walls were considered satisfactory. 
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For the heating control of the dummy boxes, the power supply dedicated to each 
skin-heater was adj usted and the predicted average operating temperature was achieved 
while the enclosure walls were maintained relatively cold. This confirmed that the 
technical specifications of the Variacs and the skin-heaters and the design of the 
refrigerating system were correct. 
Even on the back (internal) side of the boxes, the enclosure wall temperature was 
satisfactorily co ld showing that the techniques adopted for the conducti ve and radiati ve 
heat insulation, respective ly Teflon® shoes and Multi-Layer Insulation (see Item 5.2), 
were very effective. 
The steady-state condition approach was achieved within a couple of hours with 
no major difficulties once the water supply temperature and flow could be maintained 
reasonably constant. The power supply for the Control Panel was also very stable and the 
average ambient temperature on the laboratory was practically invariable. Even so, in the 
event of small deviations appearing in the boxes temperatures, minor corrections could 
manually be performed on the Variacs' controls thereby keeping the boxes surfaces 
temperatures as close as necessary to their pre-set values. 
Once the system as a whole had proved to be reliable and capable of operating 
according to the specifications defined fo r the four distinct tests and with every single 
part of the experimental rig performing as designed, the tests could begin. 
6.3 - Performing the Radiative Heat Fluxes Measurements 
Considering a proper comparison of the theoretical prediction of radiative heat 
flux with the laboratory experimental data, many comprehensive situations of thermo-
geometrical configuration must be undertaken. To this end, four distinct and 
representative conditions were selected to determine the best validation. These four 
thermo-geometrical distinct configurations, called Main Tests, are specified as follows: 
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Test 1 - Original condition: 
The 3 boxes positioned as presented in Figure 4.27 holding distinct values of surface 
temperature and all having the same emissivity/absorptivity property defined by the 
Kapton® tape. 
Test 2 - Change boxes surface temperatures: 
The 3 boxes are assigned different values of surface temperature in a kind of inter-
swapping mode. 
Test 3 - Change boxes layout: 
Box I is moved to the right corner where x = max and y = z = O. Boxes temperatures are 
as specified for Main Test # 2. 
Test 4 - Change thermo-optical properties: 
Some of the box and enclosure surfaces are assigned different conditions of 
thermo-optical properties by using aluminium tape. Boxes temperatures are as specified 
for Main Test # 2 
For all the four main tests, the enclosure walls were always maintained at a lower 
value of temperature (see Appendix K) . The specification details between the main tests 
will be more apparent during the subsequent presentation. 
In order to get the expected reliable data from the experimental measurements, a 
systematic and careful test procedure was carried out making sure that all the 
environmental and the settled parameters were precisely monitored and constantly 
maintained under close control. Each one of the main tests demanded at least two full 
working days to be accomplished. On the first day of each test, the system was run with 
no radiative flux measurements, so as to acquire the specific setting for each one of the 
skin-heaters power supply, action required to obtain the necessary values on the three 
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dummy boxes surfaces temperatures. The result from thi s test is that the final settings of 
the Variacs were then used on next day to get the necessary steady state condition as 
soon as possible, in order to leave enough time for the radiative heat flux measurements 
in all the reading cells selected for the test. In thi s way, the real test with the flux 
measurements could be performed within its required time schedule. 
Basically , the formal procedure adopted to develop each mall1 test for the 
rad iative heat flux measurements was as follows: 
MAIN TEST DEVELOPMENT PROCEDURE: 
I . Start the flow of the main cooling water suppl y and adjust it to the rate of 
1.4 m3/h; 
2. Begin to warm-up the boxes surfaces by applying about 50% of their required electric 
full power; 
3. After approximately 30 minutes, adjust the Variacs final settings in order to apply the 
predicted power on each skin-heater for that particular test case; 
4. Wait to get the steady state conditions. Whenever necessary, manual adj ustments 
were performed on the Variacs in order to get the specified value of average 
temperature for each box surface; 
5. With the steady state condition achieved, perform the first readi ng and recording of 
all the surface temperatures from the whole system using the 80-channel selector on 
the Temperature Data Acquisition System; 
6. Install the radiometer on the first measuring cell of the enclosure internal wall on the 
hori zontal measuring strip selected for the test; 
7. Uniformly ti ghten the four hexagon nuts in order to get the proper thermal contact at 
the back of the sensor against the enclosure internal wall. Wai t for temperature 
stabili sation; 
8. Using the Solartron 7055 Voltmeter and the Omega Digital Temperature Meter, 
perform a simultaneous reading of the averaged voltage produced by the radiometer 
and its surface temperature; 
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9 . Loosen the four nuts from the radiometer and carefull y move it to the next cell to be 
measured; 
10. Repeat steps 7, 8 and 9 for al l the remaining measuring cell s designated for the 
parti cul ar test case under study; 
1 I. After fini shing the radiati ve heat flux measurements on all the specified cells, 
perform the final reading and recording of all the surface temperatures from the 
whole system, using the 80-channel selector on the Temperature Data Acq uisition 
System; 
12. Turn off the electri cal power supply to all the skin-heaters, wait for the boxes' 
surfaces to cool down below 50°C and finally close the valve from the cooling water 
supply. 
For all four main tests, the flow and thermal conditions of the cooling water 
suppl y was very consistent although a small fluctuation in the inlet temperature caused 
by through-the-day alterations in the weather conditions was noted. As prev ious ly stated, 
the effect of this small fluctuation on the water inlet temperature was minimised by the 
procedure of averaging the two sets of temperatures of the enclosure walls, through the 
prior- and after-the-test readings. 
The steady-state thermal conditioning of the system was achieved between two 
and three hours from the start- up of the test. As already mentioned, small variations 
observed in the temperatures of the water supply and in the laboratory room, demanded 
some action in terms of re-adjusting the Variac settings in order to maintain the boxes 
surfaces at their temperature specifications. Actua lly, it is important to mention here that, 
generally after tlu·ee radiative heat flux readings (i.e. three cell s), an overall check on all 
the boxes surface temperature was performed, to make sure that the measurements were 
being made strictly under the specified thermal circumstances. 
For the first and the final reading and recording of all the surface temperatures 
from the whole system (as stated in steps 5 and 11 of the Test Procedure), the time spent 
should not be too long due to the possibility of some variations in the thermal 
condition ing. 
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However, at the same time it could not be too short because the digital 
temperature meters needed a few seconds to show the correct and actual temperature 
values. With this concern in mind, a full 80-channel temperature reading and recording 
took on average 17 minutes to be performed. 
The insta llati on of the radiometer on the individual cells of the enclosure walls 
needed particular and critical care and attention. The surface of the rad iometer should 
never be touched and the wi res not to be damaged. For the fi xing of the radiometer 
assembly against the enclosure wall using the fo ur hexagon nuts, a correct amount of 
torque applied was very important to ensure the proper thermal contact to achieve the 
necessary conditions for the stabilisation of the radiometer temperature. 
Figure 6.3 - Radiometer installed in one of the measurement cell s on the internal 
surface of the enclosure, during the heat flux read ing process 
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Figure 6.4 - The fixing of the rad iometer against the enclosure wall by using the four 
bolts and nuts, here in the outside view 
On average, the time spent in installing the radiometer in a new cell and in 
waiting for its temperature stabilisation was between 3 and 4 minutes. Because two heat 
flux sensors were used to cover the whole set of cells, thi s time also included the 
operation of changing the wiring connections to the Voltmeter. The criterion used to 
consider the radiometer temperature as stabili sed was that no temperature variation 
should be observed for approximately 20 seconds. 
For the reading of the output voltage from the radiometer, as its proportional 
response to the radiative heat flux impinging on its front acti ve surface, the Voltmeter 
was programmed to produce an average value from approximately 50 scans. This average 
value was read and recorded virtually simultaneously with the reading and recording of 
the radiometer actual surface temperature. As stated elsewhere, these values of 
rad iometer vo ltage and temperature were then used to calculate the actual value of 
rad iative heat flux taking place at that particular cell location and thermal circumstances. 
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6.4 - Experimental Results and Comparison with Predictions 
The experimental data resulting from the four main tests in terms of system 
thermal conditioning and cells radiative heat flux measurements are now presented. 
Test 1 was the most extensive since it included the reading of radiative heat flux 
at three distinct high levels (strips) on the enclosure surface where y = 0 (at k = 3, k = 11 
and k = 19, with k being the cell position in the z-direction) and also the flux reading on 
the other remaining three laterals of the enclosure (at k = 11). This particular test was 
divided into six distinct days, including the Variac's output power setting-finding 
preparation day. 
For the Main Tests nos. 2 to 4, the radiative heat flux readings as specified for the 
strips at k = 11 on both surfaces y = 0 and x = 1020mm were completely performed in 
one day for each test. 
The reason for reading radiative heat fluxes at three distinct high levels on the 
enclosure surface where y = 0 (k = 3, 11 and 19) in at least one of the main tests was to 
give an opportunity for the investigation of the individual contributions from boxes I and 
2 in terms of emission of thermal radiation. This is expected to be strongly influenced by 
the reading positioning on the z-axis. 
In the first part of each one of the main day-tests 2, 3 and 4, the cells belonging to 
the enclosure surface where y = 0 were first measured and the two radiometers then 
displaced starting from the borders of the surface and finishing at the centre of the 
surface. In the second part of the day-test, the two radiometers were moved to the 
enclosure surface where x = 1020mm and the radiative heat fluxes at the same strip level 
of k = 11 were then measured, following the same philosophy of starting from the sides 
and ending at the centre of the enclosure surface. Considering the natural interference 
condition between two adjacent and perpendicular enclosure surfaces and also the 
enclosure-to-box corners, the cells positioned right next to these corners could not be 
used for the heat flux measurements and they are omitted on the data tables. 
The test procedure presented in Item 6.3 was always strictly followed. 
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TESTl 
Test 1 comprised of five sub-tests as follows: 
a) Enclosure surface y = 0, reading at k = 3 (Bottom) 
b) Enclosure surface y = 0, reading at k = 11 (Centre) 
c) Enclosure surface y = 0, reading at k = 19 (Top) 
d) Enclosure surface x = 0, reading at k = 11 (Centre) 
Enclosure surface x = 1020 mm, reading at k = 11 (Centre) 
e) Enclosure surface y = nOmm, reading at k = 11 (Centre) 
Following the test sequence as presented in Item 6.3, Test 1 was then carried out 
under the following circumstances: 
TEST 1 
BOXES POSITION Original, as shown in Figure 6.5 
and detailed in Table 4.13 
BOX & ENCLOSURE All covered with Kapton® tape, 
SURFACES CONDITION t = 0.846 
Boxl 130·C 
BOXES TEMPERATURE Box 2 90·C 
Box 3 50·C 
Table 6.3 - Set-up conditions for Test 1 
The details and results from each one of these five sub-tests are now presented. 
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a) Test 1 - Part a 
Heat Flux Measuring Location: Surfacey = 0, reading at k = 3 (Bottom) 
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Figure 6.5 - Enclosure cells at wall y = 0, to be used for the measurement of radiative 
heat flux for Test 1- Part a 
At the beginning of the test, with the thermal system under steady-state 
conditions, the first reading on the Temperature Data Acquisition System was performed. 
Next, the measurement of radiative heat flux was developed for the designated cells with 
all the radiometer voltages and surface temperature data being recorded. At the end of 
Test 1 - Part a, the second temperature reading from all the channels was made. 
Table 6.4 presents the values of average temperature that have been recorded for 
the three boxes active surfaces and the average from the two sets of temperature readings 
on the enclosure walls. 
Note: The full data obtained from the boxes surfaces temperature and from the 
first and second readings of the system walls temperature related to 
Test 1 - Part a, and also for all other tests, are presented in Appendix K. 
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BOXl BOX 2 BOX3 
130.9QC 91.9QC 50.9QC 
ENCLOSURE WALLS 
x=O x=1020mm y=O y=720mm z=O z=630mm 
22.0QC 18.6QC 22.9QC 20.6QC 18.6QC 23.5QC 
Table 6.4 - Experimental averaged temperature recorded during Test 1 - Part a 
The obtained values of response voltage (see Appendix K, Table K.2) together 
with the radiometer calibration factor are taken to a chart, where they are then used to 
calculate the actual radiative heat flux taking place on the radiometer surface, based on a 
re-arrangement of Equation 6.2 as: 
Net Radiative Heat Flux = Radiometer Output Voltage 
Radiometer Calibration Factor 
(6.3) 
Having the values of radiative heat flux on the radiometer surface, q" (presented 
in Table 6.5 for illustration) we can then use the approach detailed in Section 5.4 and 
summarised in Equation 5.7 to make the necessary thermo-optical corrections and 
temperature compensations to calculate the desired values of radiative heat fluxes on the 
enclosure wall, qw. 
(6.4) 
These values of radiative heat flux, no more based on the radiometer but now 
considered for the enclosure wall original surface, are then the final experimental values 
needed to compare with the output data from the computer numerical approach. These 
calculated values of radiative heat flux, obtained from each one of the measuring cells, 
related to Test 1 - Part a, are now presented in Table 6.5. In order to compare with the 
data obtained from the numerical simulation based on the Discrete Ordinates Method, the 
average values of temperature that were measured on the simulated boxes surfaces and 
on the enclosure walls, as presented in Table 6.4, are then taken to the computer code for 
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3-dimensional complex geometries and executed. For the DOM numerical approach, the 
order of approximation S 16 proposed by Lathrop and Carlson (1965) was adopted and 
used throughout this comparison phase. This particular order of approximation produces 
a number of 288 distinct ordinate directions in the unity sphere, and their cosine values 
and respective weights can be seen in Table 6.6. For the finite-difference weighting 
factor, y, the value of 0.95 was found to be the most indicated one, giving the DOM 
3-Dimensional numerical modelling the best approximation and data correlation 
The predicted values of radiative heat flux are first presented in Table 6.5 and 
then displayed graphically together with the experimental data obtained from the real 
laboratory measurements (see Figure 6.6). 
TEST 1 - Part a 
RADlATIVE HEAT FLUX, W/m2 
Cell on x-axis Numerical Experimental Results Difference, 
Modelling Sensor Face Correct to Wall % 
2 84.9 42.5 76.7 10.7 
3 95.5 48.1 87.5 9.1 
4 107.7 53.9 98.3 9.6 
5 121.2 60.4 112.4 7.9 
6 136.5 66:4 127.5 7.1 
7 155.0 8.1.8 153.4 1.1 
8 178.9 91.4 . 175.6 1.9 
9 209.9 104:4 199.6 5.2 
10 250.5 126.8 241.5 3.7 
11 306.2 150.1 289.1 5.9 
12 - - - -
- - - - -
25 - - - -
26 303.1 143.5. 284.0 -6.7 
27 246.4 122.6 235.2 4.7 
28 206.0 102.2 194.6 5.8 
29 176.4 88.3 171.4 2.9 
30 153.4 76.2 143.5 6.9 
31 133.8 68.8 125.4 6.7 
32 116.3 58.0 105.3 10.4 
33 101.0 53.8 97.6 3.5 
Table 6.5 - Theoretical and experimental data of radiative heat flux, from Test 1 - a, 
details as presented in Tables 6.3 and 6.4 
-----------------------------------------------
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COORDINATES (SI6) WEIGHTS 
(first quadrant) (3-D) 
~ 'l] It 0} 
0.1364305 0.1364305 0.9812102 0.0888367 
0.1364305 0.3917822 0.9098865 0.0567956 
0.1364305 0.5370040 0.8324742 0.0448868 
0.1364305 0.6505792 0.7470832 0.0412208 
0.1364305 0.7470832 0.6505792 0.0412208 
0.1364305 0.8324742 0.5370040 0.0448868 
0.1364305 0.9098865 0.3817822 0.0567956 
0.1364305 0.9812102 0.1364305 0.0888367 
0.3917822 0.1364305 0.9098865 0.0567956 
0.3917822 0.3917822 0.8324742 0.0368034 
0.3917822 0.5370040 0.7470832 0.0296818 
0.3917822 0.6505792 0.6505792 0.0281066 
0.3917822 0.7470832 0.5370040 0.0296818 
0.3917822 0.8324742 0.3917822 0.0368034 
0.3917822 0.9098865 0.1364305 0.0567956 
0.5370040 0.1364305 0.8324742 0.0448868 
0.5370040 0.3917822 0.7470832 0.0296818 
0.5370040 0.5370040 0.6505792 0.0246508 
0.5370040 0.6505792 0.5370040 0.0246508 
0.5370040 0.7470832 0.3917822 0.0296818 
0.5370040 0.8324742 0.1364305 0.0448868 
0.6505792 0.1364305 0.7470832 0.0412208 
0.6505792 0.3917822 0.6505792 0.0281066 
0.6505792 0.5370040 0.5370040 0.0246508 
0.6505792 0.6505792 0.3917822 0.0281066 
0.6505792 0.7470832 0.1364305 0.0412208 
0.7470832 0.1364305 0.6505792 0.0412208 
0.7470832 0.3917822 0.5370040 0.0296818 
0.7470832 0.5370040 0.3917822 0.0296818 
-
0.7470832 0.6505792 0.1364305 0.0412208 
0.8324742 0.1364305 0.5370040 0.0448868 
0.8324742 0.3917822 0.3917822 0.0368034 
0.8324742 0.5370040 0.1364305 0.0448868 
0.9098865 0.1364305 0.3917822 0.0567956 
0.9098865 0.3917822 0.1364305 0.0567956 
0.9812102 0.1364305 0.1364305 0.0888367 
Table 6.6 - DOM S16 quadrature set as proposed Lathrop and Carlson (1965) and used 
in the comparison phase of theoretical and experimental data 
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Figure 6.6 - Comparison of results obtained from Test I - Part a 
For thi s fi rst compari son of predicted and experimental data, in thi s parlicular 
case analysed in a region located in the lower part of the enclosure surface where y ; 0, 
it can be seen that fo r both enclosure sides related to the pos ition of Box I the results are 
in very good agreement perfectl y following the trend of producing higher values of 
radiative heat flux as the position of the measurement cell approaches the lateral surfaces 
of Box I. Table 6.5 actually has an additional column where the percentage di ffe rences 
between the numeri cal modelling predicted values and the laboratory experimental data 
are presented for analys is. From this table it can be found that the average (arithmetic 
mean) in the di fference between both modelling prediction and experimental data is 
6. 1 % with the highest single value of difference being 10.7 %. The standard deviation 
was calculated and found to be 2.8 %. 
Because the boxes surfaces are always warmer than the enclosure wall s, the 
direction of the radiati ve heat flux measured at these walls obviously is from the 
------ --- - - - -
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enclosure interior to the refrigerated wall surface and, in thi s work, the resultant minus 
sign wi ll be omitted for simplicity. 
Recalling that these results of radiative heat flux, predicted and measured in a 
number of cells located on the enclosure wa ll (for this particular test case a number of 18 
distinct cells), are a consequence of the phenomenon of multi -emitting, reflecting and 
absorbing thermal radiation throughout the acti ve surfaces of thi s complex geometry, 
these obtained va lues of difference and standard deviation can be considered as very 
good. 
It is ex tremely important to understand that, in order to validate thi s Discrete 
Ordinates Method based computer thermal modelling against the laboratory experimental 
measurements, a unique finite-difference weighting factor for the DOM approximation, 
y, is used. In thi s way, the adopted value of 0.95 must then simultaneously satisfy the 
predictions for a ll fOllr main test cases comprisi ng twel ve distinct rad iative heat flux 
curves and inc luding all the proposed thermo-physica l situations of complex geometry, 
vari ati on of boxes temperatures, variation of surfaces optical properties and vari ati on of 
box pos itioning. 
If all of these conditions are thoroughl y satisfi ed, the approach proposed by thi s 
research work in terms of using the Discrete Ordinates Method to theoretica lly predict 
thermal data and, also, the technique to properl y and accurately perform measurements of 
radiative heat fluxes in complex geometries, both can be considered as successful. 
For all the subsequent tests, including the Test J sub-tes ts ob, -c, od, and -e, and 
the last three main tests, basically the same sequence and actions were followed and so it 
is unnecessary to repeat them here. As a consequence, mainly the tables and graphs 
containing the values of temperature and radiative heat flux will be presented. 
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b) Test I - Part b 
Heat Flux Measuring Location: Surface y = 0, reading at k = 11 (Centre) 
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Figure 6.7 - Enclosure cells at wall y = 0, to be used for the measurement of radiative 
heat fl ux for Test 1- Part b 
BOX I BOX2 BOX 3 
130.6°C 93.5°C 52. 9°C 
ENCLOSURE WALLS 
X ~ O x~ 1020mm y~O y~ 720mm z ~O z ~ 630mm 
20.6°C 18.9°C 20 .0°C 19.2°C 19.4°C 22.1°C 
Table 6.7 - Experimental averaged temperature recorded during Test I - Part b 
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TEST 1 - Part b 
RADIATIVE HEAT FLUX, W/m' Difference, Cell on x-axis 
Numerical Modelling Experimental Results % 
2 101 .5 102.9 -1.4 
3 110.0 106.9 2.9 
4 117.5 11 4.3 2.8 
5 124.1 119.9 3.5 
6 129.7 124.0 4.6 
7 134.4 133.7 0.5 
8 139.7 139.6 0.1 
9 147.1 149.6 -1.6 
10 158. 1 160.6 -1 .6 
11 171 .5 169.6 1 .1 
12 186.0 189.9 -2.1 
13 238.0 222.4 7.0 
14 267.7 258.1 3.7 
15 285.4 287.6 -0 .8 
16 295.9 304. 1 -2.7 
17 301.7 314.0 -3.9 
18 304.0 316.8 -4.0 
19 303.3 315.7 -3.9 
20 299.5 310.7 -3.6 
21 292.4 301.1 -2.9 
22 281.1 283.3 -0.8 
23 263. 1 252.3 4.3 
24 233.7 208.3 12.2 
25 181.9 172.5 5.5 
26 165.8 156.9 5.6 
27 149.6 145.4 2.9 
28 137.0 135.3 1.3 
29 128.7 123.9 3.8 
30 122.4 111.4 9.9 
31 115.3 104.6 10.3 
32 106.6 95.2 11 .9 
33 97. 1 89.9 8.0 
Table 6.8 - Theoretical and experimental data of radiative heat flux, from Test I - b, 
detail s as presented in Tables 6.3 and 6.7 
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Figure 6.8 - Comparison of results obtained from Test I - Part b 
Figure 6.8 shows the calculated results and the experimental data. 
As expected from the predicted and measured values of heat flux in the enclosure 
cell s located in the strip just above Box I (see Figure 6.7), both sets of results fo llow 
very well the increase of heat flux that takes place on those specific cell s positioned 
closer to the box top surface. For this case, an average value of 2.3 % for the differences 
on the DOM prediction and the experimental data was obtained with a standard deviation 
of 4.8 %. The highest single difference value was found to be 12.2 %. The agreement 
between experimental and calculated results is very good. 
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c) Test I - Part c 
Heat Flux Measuring Location: Surfacey = 0, reading at k = 19 (Top) 
k = 19 
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Figure 6.9 - Enclosure cells at wall y = 0, to be used for the measurement of radiative 
heat flux for Test 1 - Part c 
BOX 1 BOX2 BOX 3 
130.3°C 89.1°C 48.9°C 
ENCLOSURE WALLS 
x=O x= (020mm y=O y= 720mm z=O z = 630mm 
18.0°C 15.7°C 17.8°C 16.9°C 16.6°C 19.1°C 
Table 6.9 - Experimental averaged temperature recorded during Test I - Part c 
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TEST 1 - Part c 
RADIATIVE HEAT FLUX, W/m' Difference, Cell on x-axis 
Numerical Modellillg Experimental Results % 
2 117.0 111 .2 5.2 
3 125.3 113.5 10.4 
4 130.2 11 5.7 12.5 
5 132.8 11 8.7 11 .9 
6 133.0 120.2 10.6 
7 130.0 120.3 8. 1 
8 123.8 11 6.5 6.2 
9 115.3 114.4 0.8 
10 11 5.2 112.0 2.9 
11 11 5.0 112.6 2.2 
12 114.3 114.0 0.2 
13 116.2 114.8 1.2 
14 119.5 117.8 1.5 
15 122.6 119.4 2.7 
16 123.8 118.5 4.5 
17 123.5 116.2 6.3 
18 122.3 11 5.9 5.6 
19 120.4 11 6. 1 3.7 
20 11 8.0 114.9 2.7 
21 11 4.7 111 .7 2.7 
22 110.2 107.8 2.2 
23 104.2 102.4 1.8 
24 98. 1 99.2 -1 .1 
25 92.9 93.2 -0.3 
26 89.1 87.4 1.9 
27 83. 1 82.3 1.0 
28 77 .7 78.1 -0 .5 
29 74.5 73.9 0.9 
30 72.6 71.2 -2.0 
31 70.1 69.5 0.9 
32 66.0 67.1 -1.6 
33 60.6 63.9 -5.2 
Table 6.10 - Theoretical and experimental data of radiative heat flux , from Test 1 - c, 
details as presented in Tables 6.3 and 6.9 
- - - -- - - - - - - -
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Figure 6. 10 - Compari son of results obtained from Test I - Part c 
As can be seen from Figure 6.9, this particular test aimed to investigate the effects 
of a lower thermal radiation contribution from Box I at the same time as perceiving a 
higher participation of the energy emitted by Box 2 (when compared with the same 
system thermal circumstances from the previous two tests). These are analysed at a 
distinct level on the enclosure surface where y = 0 (i .e. further from Box I and closer to 
Box 2) . 
Figure 6.10 shows the comparison of experimental and calculated results. 
Although presenting a more significant demarcation between the predicted and 
measured values in the region in fro nt of Box 2 reaching a local difference of 12.5 %, the 
average difference for the whole curve was just 3.2 % with a standard deviation of 4.0 %. 
The agreement is again very reasonable. Further analysis concerning the relatively higher 
values of theoretical and experimental difference will be presented in Section 6.5 
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d) Test 1 - Part d 
Heat Flux Measuring Location: Surface x = 0, reading at k = 11 
Surface x = 1020 mm, reading at k = 11 
k = 11 
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Figure 6. 1 I - Enclosure cell s at walls x = 0 and x = I020mm, to be used for the 
measurement of radiati ve heat flux for Test 1- Part d 
BOX 1 BOXl BOX 3 
129.1°C 89.6°C 49.4°C 
ENCLOSURE WALLS 
x =O x = 1020mm y =O y=720mm z= O z = 630mm 
16.7°C 14.4°C 16.0°C 15.1°C 15.1°C 17.8°C 
Table 6.1 1 - Experimental averaged temperature recorded during Test I - Part d 
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TEST 1 - Part d 
RADIA TIVE IlEA T FLUX, W/m' 
Cell on 
x =O x = I020mm y-axis 
Numerical Experimelltai Dirf., Numerical Experimental Diff., 
Modelling Results % Modelling Results % 
2 130.0 146.4 -11.2 150.7 171.6 13.9 
3 140.9 149.0 -5.4 161 .8 176. 1 8.9 
4 148.8 152.7 -2.6 169.1 179.9 6.4 
5 154.1 155.5 -0.9 173.4 181.1 4.4 
6 158. 1 159.8 -1.0 175.9 179.3 1.9 
7 161 .2 160.1 0.7 176.3 176.5 0.1 
8 161 .8 161.3 0.3 173.7 173.2 -0 .3 
9 163.2 160.7 1.5 167.4 170.2 1.7 
10 162.4 162.0 0.3 160.7 165.4 2.9 
11 163.2 161.8 0.9 157.6 163.2 3.6 
12 164.9 160.3 2.9 159. 1 162.6 2.2 
13 162.8 157.6 3.3 158.3 169.7 7.2 
14 159.3 154.1 3.4 158.0 174.0 10. 1 
15 156.0 151.5 3.0 160.6 176.8 10. 1 
16 153.0 145. 1 5.4 166.9 173.4 3.9 
17 149.8 142.6 5. 1 
18 146.2 139.9 4.5 
19 142.3 135.7 4.9 
20 138. 1 131.6 4.9 
21 133.0 130.8 1.7 
22 126.5 123.7 2.3 
23 11 8.4 120.9 -2. 1 
Table 6. 12 - Theoretical and experimental data of radiative heat flux, from Test 1 - d, 
detai ls as presented in Tables 6.3 and 6. 11 
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For Part cl of Test I , the analysis of radiative heat flu x taking place on the 
e nclosure lateral surfaces where x = 0 and x = 1020 mm gi ves the opportunity to 
apprecia te the accuracy of the measurements and predic ti ons in a distinct geometrical 
region of the 3-Dimensional test system where the thermal participation of Box 2 and 
Box 3 can be better investigated. 
In Figure 6. 12, which represents the analys is in the enclosure surface where x = 0, 
it is very clear that both the numerically modelled and experimental va lues are in very 
good agreement with the initi al and the end cell s on the y-ax is perceiving lower heat flux 
rates once they have higher values of view factor to the cold enclosure walls at y = 0 and 
y = 720 0101 . For this particul ar c urve, average di fferences as small as 1.0 % were found 
with a standard deviation of 3.9 %. This test case however presented a single diffe rence 
value of 11 .2 % taking place at the second cell on y-axis. 
From Figure 6. 13, the compari son c urves also present a certai n dev iation but it 
follows the correcllrend in terms of the enclosure surface cell -by-cell radiati ve heat flu x 
predicti on and measurement. The 12th e nclosure cell on the y-ax is, wall at x = 1020 mm, 
is approximately the farthest cell in relation to Box I and Box 3 for that particular 
measuring strip and , as can be seen in the Figure, it holds a re lati vely smaller value of 
heat flux, as expected for these thermal conditions. 
For thi s curve, the average difference between the predicted and the ex perimenta l 
data was 5. 1 % wi th a standard deviation value of 4. 1 %. For thi s case, the hi ghest single 
difference va lue was 13.9 %. It must be noted that thi s relatively high va lue takes pl ace 
nex t to one of the corners of the 3-Dime nsional enclosure, more specifica lly where 
x = I 020 mm and y = O. 
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e) Test I - Part e 
Heat Flux Measuring Location: Surfacey = nOmm, reading at k = 11 
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Figure 6.14 - Enclosure ce ll s at wall y = 720mm, to be used for the measurement of 
radiative heat flux for Test 1- Part e 
BOX 1 BOX2 BOX 3 
129.BoC BB.6°C 49.2°C 
ENCLOSURE WALLS 
x=O x = 1020mm y=O y= nOmm ,=0 ,= 630mm 
17.4°C 15.0oC 17.0°C 15.9°C 16.0oC 18.4°C 
Table 6.13 - Experimental averaged temperature recorded during Test I - Part e 
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TEST 1 - Part e 
Cell on x-axis 
RADIATIVE HEAT FLUX, W /m' Difference, 
Numerical Modellillg Experimelltal Results % 
2 132.3 132.0 0.2 
3 139.9 137.2 2.0 
4 144.5 140.0 3.2 
5 146.9 141 .9 3.5 
6 147.2 140.8 4.6 
7 145.6 141 .0 3.3 
8 143. 1 137.7 4.0 
9 140.3 136.8 2.6 
10 142.4 135.5 5.1 
11 143.1 134.9 6. 1 
12 141.9 136.8 3.7 
13 142.7 138.6 2.9 
14 147.3 138.2 6.6 
15 153.2 139.8 9.6 
16 157.4 148.8 5.8 
17 159.4 151.0 5.6 
18 160.3 148.3 8. 1 
19 161.2 151.4 6.5 
20 162.0 150.6 7.5 
21 162.2 150.4 7.8 
22 160.8 152.7 5.3 
23 158.3 157.5 0.5 
24 158.0 161.9 -2.4 
25 162.8 167.2 -2.6 
26 171.5 174.1 -1.5 
Table 6.14 - Theoreti cal and experimental data of radiative heat fl ux, from Test 1 - e, 
detai ls as presenled in Tables 6.3 and 6.13 
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For the analytical situation as specified by Test I - Part e, Table 6.14 and 
Figure 6. 15 show that a very good correlation between the pred icted and the 
experimentall y measured data was obtained. Although Box 2 is holding a higher value of 
temperature than Box 3 (90°C and 50°C, respectively), the larger area of Box 3 and the 
proximity of Box I will produce a larger amount of emitted thermal rad iation . This 
consequently indicates higher values of radiative heat flux in the enclosure cell s located 
next to Box 3. 
For the experimental and predicted data comparison, an average difference of 
4 .1 % with a standard deviation of 3.2 % was found . In thi s Test I - Part e, the highest 
single difference value was 9.6 %, as can be seen in Table 6.14. 
- - -- - -
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TEST 2 
After the execution of Test 1, the development of main Test 2 was embarked on. 
This considers a significant change in the surface temperature of the internal boxes. The 
adopted strategy was to swap the assigned temperature value of the boxes in a kind of 
clockwise rotation (looking in a top view of Figure 6. 14 for instance). The new 
specifications for the boxes temperature can be seen in Table 6.15. 
TEST 2 
BOXES POSITION Original, as shown in Figure 6. 16 
and detailed in Table 4.13 
BOX & ENCLOSURE All covered with Kapton® tape, 
SURFACES CONDITION E" 0.846 
Box 1 50°C 
BOXES TEMPERATURE Box 2 130°C 
Box 3 90°C 
Table 6.15 - Set-up conditions for Test 2 
As can be seen in Table 6.15, Box 2 now has the highest temperature whi le Box I 
has the lowest value. This imposes a different level of radiative heal flux on the enclosure 
wa ll s and extends further the predictive capability of our numerical thermal modelljng. 
In terms of the radiati ve heat flux reading positions on the enclosure walls for 
Tests 2, 3 and 4, these are now to occur on the two hori zontal strips as shown in 
Figure 6.16 i.e. for the enclosure walls where y" 0 and x = 1020mrn respecti vely, al ways 
for the centred level at k = 11. 
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Figure 6. 16 - Enclosure cell s at wa ll y = 0 and x = I 020mm, to be used for the 
measuring of rad iative heat flux fo r Tests 2, 3 and 4 
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For th is Test 2, the thermal conditions in terms of surface temperature recorded 
during the test were as presented in Table 6. 16. 
BOX 1 BOX2 BOX 3 
51 .3'C 132.1'C 91.1'C 
ENCLOSURE WALLS 
X ~ O x~ 1020mm y~O y~ 720mm z ~O z ~ 630mm 
19.2'C 16.6'C 16.7'C 17.8'C 15.8'C 21 .6'C 
Table 6.1 6 - Experimental averaged temperature recorded during Test 2 
Perfo rming the heat flux evaluation with its required thermo-optical 
compensation calculation and the numerical prediction using the Discrete Ordinates 
Method, the results as shown in Table 6. 17 were achieved. Figures 6.1 7 and 6. 18 present 
graphicall y the predicted and experimental data for thi s particular Test 2. 
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TEST 2 
RADIATfVE HEAT FLUX, W /01' 
Cell y= O x = 102001m 
Numerical Experimental Diff., Numerical Experimelltal Dirf., 
Modelling Results % Modelling Results % 
2 11 8.6 126.9 7.0 75.6 74.2 1.9 
3 126.9 130.2 2 .6 81.3 75.7 7.4 
4 132.3 131.1 ·0.9 86.9 80.1 8.4 
5 134.6 131.2 -2.6 92.5 84.0 10.1 
6 133.9 132.1 -1.3 98.0 89.0 10.1 
7 130.5 130.4 -0. 1 103.3 94.4 9.4 
8 126.9 128.9 1.6 108. 1 102.2 5.8 
9 125.3 126.6 1.0 11 3. 1 109.7 3.1 
10 125.7 127.0 1.0 11 9.9 11 9.5 0.3 
II 124.6 126.8 1.8 129.6 130.9 -1.0 
12 123.9 129.7 4 .7 142.8 140.9 1.3 
13 134.0 135. 1 0.8 157.6 164. 1 -4 .0 
14 139.1 144.9 4 .2 174.7 182.7 -4.4 
15 142.0 148.7 4.7 195.9 201.8 -2.9 
16 143.6 152.4 6 .1 223.3 211 .8 5.4 
17 144.2 153. 1 6.2 
18 143.9 152.5 6.0 
19 142.8 151.0 5 .7 
20 141 .1 150.0 6.3 
2 1 138.9 147.5 6.2 
22 136.7 145.2 6.2 
23 134.4 140.6 4 .6 
24 131.6 132. 1 0 .4 
25 123.9 123.6 -0 .3 
26 122.8 11 9.8 -2.5 
27 11 8.8 117.8 -0.8 -
28 11 5.8 116.0 0.2 
29 117.1 11 3.2 -3.4 
30 120.1 11 2.6 -6.2 
31 11 9.7 11 0.7 -7.5 
32 11 4.1 11 0.1 -3.5 
33 104.9 11 0.0 4 .8 
Table 6.17 - Theoretical and experimental data of radiati ve heat flu x, from Test 2, 
detail s as presented in Tables 6.15 and 6.16 
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Figure 6.1 7 - Comparison of results obtained from Test 2, for enclosure 
wall at y = 0 
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Analysing Table 6.17 and Figures 6.17 and 6.18, which include the solution of 
radiative heat flux for two di stinct enclosure wall s, it can be seen that the predicted 
numerical results are in very good accordance with the experimental data. Comparing 
Figures 6.1 7 and 6.8 (representing results of heat flux for the same cell location on the 
enclosure wall), it is clear that the assignment of a lower value of temperature for Box I 
simultaneously with higher temperature values for Boxes 2 and 3 wi ll produce a 
condition of more uniformity on the flux rates taking place through the horizontal 
measuring strip, as a consequence of the central region receiving less energy from the 
now colder Box 1 and the borders perceiving more thermal energy coming from the 
warmer Boxes 2 and 3. For the heat flux ana lysis on this particular wa ll , an average 
difference of 1.7 % between the numerical modelling results and the experimental 
measurements was found wi th a standard deviation of 3.9 %. The highest sing le 
difference value was 7.5 %. 
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Figure 6.18 - Compari son of results obtained from Test 2, for enclosure 
wall at x = 1020 mm 
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For the comparison of radiati ve heat flux taking place at the enclosure wa ll where 
x = I 020mm as presented in Figure 6. 18, the average value for the difference between 
the predicted and the practical data was 3.4 % and the standard deviation, 5.1 %. For 
these curves, the highest single value of difference was fo und to be 10.1 %. 
I f we associate thi s curve with the one presented in Figure 6.13, a lower thermal 
contribution from the colder Box I is evident, as expected for thi s last condition of boxes 
temperature as presented in Table 6. 15. 
Chapter 6. Experimelltal Measurements and Comparisons. 213 
TEST 3 
Ln the next step in the search for a generic and arbitrary thenno-optical 
conditioning of the test set-up, an active face on one of the boxes was covered with a 
distinct kind of materi al so as to attain a di fferent value of emissivity and consequentl y a 
di stinct condition of radi ati ve heat flux produced and emitted into the test system. 
Aluminium tape (the same as presented in Secti on 5.2 for the internal box thermal 
insulation and stuck to the enclosure surface) was adopted to be install ed on top of thi s 
particular surface on Box 2. A sample of thi s alu minium tape was also sent for analysis to 
the National Institute for Space Research, Brazil, and its refl ectivity property was 
measured and found to be 0.97 1. 
Simultaneously, part of the enclosure wa ll (reca lling that it is maintained at a low 
temperature) was also covered with thi s kind of highl y refl ective tape. Looking for as 
arbitrary and criti ca l a situation as possible, the locati on was chosen such that it inc luded 
the surface of a number of actual measuring cell s. Besides the natural parti cipati on in the 
refl ecting of the thermal radiati on, thi s region was also analysed under a new condition of 
measurement of the radiati ve heat flux. Because the adopted aluminium tape holds a 
refl ective value much higher than the ori ginall y installed Kapton® tape, a significant 
drop in the net heat flux values was expected to be obtained in those particular measuring 
cell s. This is one of the most interesting points to be investi gation by thi s Test 3. 
The details concerning the exact positioning of the a luminium tape covering for 
thi s Test 3 is presented in Table 6. 18. 
Highly Reflective Aluminium Tape Installation - Test 3 
(on active surfaces) 
-
- Box 2 face at y = 240 mm 
Box 2 
- Dimension: 120 mm x 240 mm 
- in y-ax is: from y = 300 nun to 51 Omm 
Enclosure surface 
x = 1020 mm - in z-axis: fro m z = 210mJn to 420 mm 
- Dimension: 210 mm x 2 10mm 
Table 6. 18 - Positioning details of the refl ective tape application on test system 
acti ve surfaces, situation to be analysed by Test 3 
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Figure 6. 19 - Aluminium lape appl ication on system thermo-optical active surfaces 
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For the enclosure surface, 6 out of 15 measuring cells were actually covered with 
the aluminium tape. Pictures showing the application of the aluminium tape on Box 2 
and on specified enclosure active surfaces are presented in Figures 6.20 and 6.2 1 
respectivel y. 
Figure 6.20 - The appl ication of highl y reflecti ve aluminium tape on top of one of the 
Box 2 acti ve surfaces 
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Figure 6.2 1 - The app lication of highl y reflective aluminium tape on part of enclosure 
active surface where x = I020mm 
Table 6.19 presents the conditions proposed fo r this Test 3 where, once more, the 
heat flu x measurement takes place on the ce ll s as presented in Figure 6. 16. 
TEST 3 
BOXES POSITION 
Original, as shown in Figure 6.19 and deta iled in 
Table 4 . 13 
- Most covered with Kapton® tape, e = 0.846 
- Box 2 fro nt surface covered with alum inium tape, 
BOX & ENCLOSURE 
e = 0.029, as shown in Figures 6. 19 and 6.20, 
SURFACES CONDITION deta ils presented in Table 6. I 8 
- Part of the enclosure wa ll where x = 1020mm is 
covered with alumin ium tape, e = 0.029, as 
shown in Figures 6. 19 and 6.2 I , with the details 
as presented Table 6. I 8 
Box 1 50°C 
BOXES TEMPERATURE Box 2 130°C 
Box 3 90°C 
Table 6. 19 - Set-up conditions fo r Test 3 
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The recorded values of temperature during the execution of Test 3 are as 
presented in Table 6.20. 
BOX I BOX 2 BOX 3 
50.6°e 130.1°e 90Aoe 
ENCLOSURE WALLS 
x= O x = 1020 mm y= O y=720 m m z= O z= 630mm 
16.3°e 13.6°e 13.9°e 15.4°e 13.1°e 19.Doe 
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Table 6.20 - Experimental averaged temperature recorded during Test 3 
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Figure 6.22 - Comparison of results obtai ned from Test 3, fo r enclosure 
wall at y = 0 
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TEST 3 
RADIATIVE HEAT FLUX, W/m' 
Cell y=O x = lO20mm 
Numerical Experimental Diff., Numerical Experimental Diff., 
Mot/elling Results % Mot/elling Results % 
2 93.0 96.5 3.8 76.8 75.6 1.6 
3 99.5 97.7 -1.8 82.4 80.1 2.9 
4 104.2 99.7 -4.4 88.0 83.2 5.8 
5 106.7 100.8 -5.5 93.8 88.3 6.2 
6 107.2 104.6 -2.5 99.8 92.4 8.0 
7 106.1 105.5 -0.6 105.7 99.5 6.2 
8 105.3 107.8 2.4 110.9 104.9 5.8 
9 107.2 108.5 1.2 116.0 11 2.3 3.3 
10 11 0.7 111 .2 0.4 122.8 122.1 0.5 
11 11 2.7 114.9 1.9 4.6 4.6 -0.8 
12 114.3 11 8.2 3.5 5.0 5.2 -3.5 
13 126.4 127.5 0.8 5.5 5.7 -4.3 
14 133.3 136.7 2.6 6.1 6.5 -6.5 
15 137.9 146. 1 6.0 6.9 7.1 -2.2 
16 141 .1 151.0 7.0 7.9 7.4 6.2 
17 143.0 153.4 7.3 
18 144.0 154.4 7.2 
19 144.0 155.7 8.1 
20 143.3 155.3 8.4 
21 142.0 155.2 9.3 
22 140.5 154.7 10.1 
23 138.8 151 .5 9.1 
24 136.5 143.6 5.2 
25 129. 1 138.7 7.5 
26 128.3 135.5 5.7 
-27 124.4 133.2 7. 1 
28 121.4 130.4 7.4 
29 122.5 125.9 2.8 
30 125.3 122.4 -2 .3 
31 124.8 117.5 -5.8 
32 118.9 114.8 -3.4 
33 109.0 11 3.6 4.2 
Table 6.21 - Theoretical and experimental data of radiative heat flux, from Test 3, 
details as presented in Tables 6.18,6.19 and 6 .20 
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Analysing Figure 6.22, which represents the heat flux on enclosure wall at y = 0, 
one can note a sensible reduction in the net radiative heat flux taking place on the surface 
when compared with the curve presented in Figure 6.17 as a result of the much lower 
emiss ive power from Box 2 front surface. 
Similarly, Figure 6.23 presents the expected sign ificant drop in the enclosure wall 
heat flux when the analysis passes from the cells holding a high absorptive characteristic 
(Kapton® tape, 8 = 0.846) to the cell s covered by aluminium tape (8 = 0.029) as shown 
in Figures 6.19 and 6.2 1. For both enclosure wall s, very good agreement was found 
between the theoretical prediction by the Discrete Ordinates Method and the laboratory 
experimental measurements. 
I 
I 
I 
I 
I 
I 
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In terms of the difference in data values, for the enclosure wall where y = 0 (as 
presented in Figure 6.22) an average of 3.2 % was obtained with a standard with 
deviation of 4.6 %. The highest single difference value was 10.1 %. 
For the enclosure wall where x = 1020mm (Figure 6.23) , the theoreti cal and 
experimental data comparison produced an average value of 2.0 % with a standard 
dev iation of less than 4.5 %. The highest single difference va lue for thi s case was found 
to be 8.0 %. 
TEST 4 
For the last maID test programmed for this research work, the validation 
assessment of the numerical modelling against the experimental measurements will be 
further stressed but now in terms of geometri cal con fi gu rati on. To accomplish thi s, Box I 
was physica ll y moved from its o rigina l position. This new layout condition will test the 
capability of the theoretical modelling to cope with a change in a radiative heat source 
position internally to the experimental set-up so as to determine whether the resultant 
values of radiative heat flux taki ng place on the enclosure wall s can be predicted with 
accuracy. 
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Figure 6.24 - Box I new layout in the test system 
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Figure 6.24 shows the proposed new physica l location of Box I in the experiment 
i.e. positioned flush at the enclosure corner where x = 1020mm and y = O. A picture of 
the real test set-up showing this modification can be seen in Figure 6.25. Table 6.22 
presents the coordinates in terms of cell number related to this Box I new positioning in 
the system. 
Dimension Number Position 
Imml of cells (cell no.) 
x-axIS: 360 12 23 -t 34 
Box 1 y-axIs: 300 10 1-t10 
z-ax is: 240 8 1-t8 
Table 6.22 - Box I new cell s positioning in the system. Other boxes and enclosure 
detail s remain the same, as presented in Table 4.13 
Figure 6.25 - Picture showing Box I new position into the system 
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TEST 4 
BOXES POSITION Box I moved to new layout as shown in Figures 6.24 and 6.25 and al so detailed in Table 6.22 
- Most covered with Kapton® tape, £ = 0.846 
- Box 2 front surface covered with al untinium tape, 
BOX & ENCLOSURE £ = 0.029, as shown in Figures 6. 19 and 6.20 
SURFACES CONDITION 
- part of the wall where x = 1020 mm is covered 
with a luminium tape, £ = 0.029, as shown in 
Figures 6.19 and 6.21, with the details as 
presented Table 6.1 8 
Box 1 50°C 
BOXES TEMPERATURE Box 2 130°C 
Box 3 90°C 
Table 6.23 - Set -up conditio ns for Test 4 
BOX I BOX2 BOX3 
51.5QC 131.7QC 91.1 QC 
ENCLOSURE WALLS 
x=o x = 1020 nun y=o y=7201l101 z =O Z = 630111111 
17.9QC 15.5QC 15.2QC 16.9QC 14.8QC 20.6QC 
Table 6.24 - Experimental averaged temperature recorded during Tes t 4 
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TEST 4 
RADIATIVE HEAT FLUX, W/m2 
Cell y= O x = 1020mm 
Numerical Experimental Diff., Numerical Experimental Dill., 
Modellillg Results % Modellillg Results % 
2 91 .7 94.0 2 .6 98 .3 94.9 3.6 
3 97 .7 96.1 -1.6 105.6 102.4 3.1 
4 101.6 96.4 -5.1 11 2.1 109.6 2.3 
5 103.2 97.7 -5.4 11 8.5 11 4.6 3.4 
6 102 .6 99 .5 -3.1 124.7 120.6 3.4 
7 100.3 101.4 1 .1 130.4 124.3 4.9 
8 98 .2 100.7 2 .5 135.2 130.0 4.0 
9 98 .6 100.8 2 .3 139.2 134.7 3.3 
10 100.1 100.0 -0.1 142.4 137.1 3.9 
11 99 .2 102. 1 2 .9 4.9 4.9 -0. 1 
12 97.8 102.5 4 .8 5.3 5.4 -1.2 
13 97.3 1045 7.4 5.7 6.0 -4 .9 
14 97.9 104.4 6 .7 6.3 6.7 -5.4 
15 99.3 106.2 6.9 7.0 7.2 -3.4 
16 101 .0 106.5 5.5 8 .0 7.5 6.0 
17 102 .6 108.9 6 .1 
18 104.0 110.6 6.4 
19 105 .2 113.8 8.2 
20 106.9 116.9 9.3 
21 109.4 122.4 11.8 
22 11 2.8 128.6 14.0 
23 127.1 138.4 8 .9 
24 136.5 146.6 7.4 
25 143.8 152 .6 6. 1 
26 148.5 156.0 5.0 
-
27 149.5 160. 1 7. 1 
28 150.0 159.5 6.3 
29 152.5 155.5 2.0 
30 155.4 150.5 -3.2 
31 154.7 147 .1 -4.9 
32 148 .6 141.4 -4.9 
33 137.5 135.6 -1.4 
Table 6.25 - Theoretical and experi mental data of rad iative heat flu x, from Test 4, 
details as presented in Tables 6.22, 6.23 and 6.24 
- - - - - ---
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For this test case, it is observed from Table 6.25 and from Figures 6.26 and 6.27 
that the results obtai ned from the experi mental measurements fo llow extremely well the 
theoretical predictions of rad iative heat fl ux when the noted modification in the layout of 
the internal subsystem is undertaken. 
Figure 6.26 clearly shows the re-location to the ri ght of the thermal contribution 
produced by Box I in the heat fl ux occurring at the enclosure wall , when compared to the 
result presented in Figure 6.22. In turn, Figure 6.27 also shows the resultant increase in 
the enclosure wall net heat flux for those cell s located at lower values of y when 
compared with the results presented in Figure 6.23 i.e. when Box I was in its original 
position. 
As far as di ffe rences in the theoreti cal and practical values are concerned, an 
average value of 3.5 % was obtained with the standard deviation being 5.2 %. As can be 
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seen In Table 6.25, a max imum single difference of 14 .0 % was produced In this 
particular comparison. 
For the compari son of results related to the enclosure wall where x = 1020mm as 
presented in Figure 6.27, the average value for the di fference between the theoretical and 
practi cal results was fo und to be 1.5 % with the standard dev iation calcul ated as 3.6 %. 
For these curves, the highest single difference value was 6.0 %. 
Once more, it is interesting to note in th is Figure 6.27 the large decrease of the 
enclosure wall heat flux when passing from the highl y absorpti ve to the highl y refl ective 
surface cells. There is close agreement between the numericall y predicted and the 
experimental measurement results with thi s sudden variation on the enclosure wall net 
heat flux. 
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6.S - Discussion of Results 
Performing a careful analysis on all twelve di stinct curves representing the 
comparison results for the main tests and sub-tests developed during thi s research work, 
it can be seen that the data obtained from the experimental measurements follow very 
closely the associated individual values of cell heat flux predicted by the theoretical 
numeri cal modelling, based on the Method of Discrete Ordinates . 
For the thermal modelling numerica l approach, a first and quick analysis can be 
undertaken to veri fy how the results from the DOM lower orders of approx imation would 
compare with the obtained laboratory experimental data (as previously suggested in 
Secti on 3.1.2). For thi s analys is, the same configuration of Test I - Part b can be adopted 
and numeri ca l simul ati ons using the S4 and S8 DOM approximations performed. 
The results are presented in Table 6.26 for compari son. 
From thi s particular Table, one can note that the DOM S8 approximation results 
produced single cell differences higher than 20% whil st, even for the lower order S4, a 
single difference exceeding 25% was obtained. 
Considering the experimental data re liability, thi s parti cul ar analysi s proved that, 
as expected, in the prediction of thermal radiative flu x in more complex 3-Dimensional 
geometries using the Discrete Ordinates Method , a higher order of approximation must 
be used in order to get the mos t accurate results. So, the DOM order S l6 was correctly 
adopted in the development of the comparison analysis for this research work. 
During the development of the data comparison phase of thi s research progra m, 
some singular cell s were identified as producing a relatively higher difference when 
comparing with the obtained averaged values. These more significant differences 
between the predicted and the experimental data were found to take pl ace nex t to 
enclosure or enclosure-to-box corners (Test 1 - Part d and Test 4) and also when the 
measuring cell is facing a highl y emitting surface and separated by a relatively smaller 
quantity of computational control volumes (Test 1 - PaIt c). 
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Cell on Experimental 
DOM Lower Orders of Approximation 
x-axis (Test 1- b) S4 Diff. Ss Dirt". 
[W/m2] [ %] [W/m2] [ %] 
2 102.9 97.2 5.9 96.8 6.3 
3 106.9 94.9 12.7 106.4 0.5 
4 11 4.3 94.1 21 .5 11 6.0 -1.5 
5 11 9.9 95.8 25.2 125.3 -4.3 
6 124.0 101.4 22.3 133.9 -7.4 
7 133.7 11 2.4 18.9 140.9 -5.1 
8 139.6 129.7 7.6 147.2 -5 .2 
9 149.6 152.1 -1.7 154.3 -3. 1 
10 160.6 176.1 -8.8 164.2 -2.2 
11 169.6 196.2 -13.5 176.7 -4 .0 
12 189.9 208.2 -8.8 190.6 -0 .4 
13 222.4 244.5 -9.1 238.2 -6.7 
14 258. 1 275.0 -6. 1 267.9 -3.6 
15 287.6 295.6 -2.7 287.4 0.1 
16 304. 1 306.4 -0.7 299.5 1.6 
17 314.0 311 .3 0.9 305.9 2.7 
18 316.8 313.2 1.2 307.4 3.1 
19 315.7 314.1 0.5 304.7 3.6 
20 310.7 314.0 -1.1 298.0 4.3 
21 301.1 311 .2 -3.3 287.4 4.8 
22 283.3 302.9 -6 .5 272.4 4.0 
23 252.3 285.6 -1 1.7 251.9 0. 1 
24 208.3 258.2 -19.3 222.9 -6.6 
25 172.5 223.3 -22.8 177.4 -2.8 
26 156.9 209.4 -25.1 164.9 -4.8 
27 145.4 186.8 -22.2 152.7 -4.8 
28 135.3 159.8 -15.4 144.7 -6.5 
29 123.9 135.0 -8.2 140.8 -1 2.0 
30 111.4 11 7. 1 -4 .9 137.6 -: 19. 1 
31 104.6 107.4 -2.7 131.0 -20.2 
32 95.2 105.3 -9.6 11 9.9 -20.6 
33 89.9 108.3 -17.0 105.9 -15. 1 
Table 6.26 - Comparison of radiati ve heal flux results for 3-Dimensional complex 
geometri es using DOM lower orders of approxi mation 
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In order to get a better understanding of the signifi cance of the overall di fference 
values obtai ned duri ng the whole compari son process, including those most d iffi cult 
ones, the following poin ts should be noted: 
Theoretical prediction: recalling that computer thermal modelling based on the 
Method of Discrete Ordinates is a purely approximating numerical technique, it is 
qui te obvious that it has its own limi tations and consequently presents errors III 
relation to the real physical thermal situation taking place inside the test system; 
Practical measurements: the whole experimental process of reproducing the set-up 
therma l conditions and performing the rad iati ve heat flu x measurements can 
engender a signi ficant amount of uncertainty and errors III relati on to the actual 
thermo-physical phenomenon taking place in the experiment. 
Wi th these considerat ions in mind, it is c lear that we are not companng the 
theoretical predictions or the experimental measurements against an exact analytical 
so lution but, in fac t, we are rather perfo rming a comparati ve analysis from the 
experimental data (which inherently has its own uncertainties and sources of error) 
against a numeri cal thermal modelling approach, that also carries its own errors. 
We may also recognise that, in thi s comparison phase relating the experi mental to 
the numerically predicted data , instead of using the term error it is more appropriate to 
use the term difference . 
With thi s in mind, Table 6.27 contains a summary of the results obtained from all 
the theoretical-experimental comparisons, perfo rmed during this phase of the research 
work. 
Considering that in the aerospace community, the great difficulty of achieving an 
accurate radiative heat fl ux measurements in complex geometries is recognised (ESA-
ESTEC/Lockheed Research Labs, 198 1), that heat flux measurement accuracies of ±5% 
are accepted as good (ASTM-IES Space Simulation Committee, 197 1) and that errors 
up to 10.7% related to measurements of heat flux from a single heat source have been 
reported (Sweet, NASA-Langley Research Center, 1968), the obtained overall average 
value of 3.1 % for the di fferences from the complete compari son process carried out using 
.-------------------------------------------------------------, 
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numerical approximation, not for a single source but for complex geometries, must be 
considered a very good result. 
TESTS RESULTS SUMMARY 
AVERAGE STANDARD 
TEST PLOT DIFFERENCE DEVIATION 
[% ] [ %] 
Test 1 : Part a Fig. 6.6 6. 1 2.8 
Test 1 : Part b Fig. 6.8 2.3 4. 8 
Test 1 : Part c Fig. 6.10 3.2 4.0 
Test 1 - Part d 
Fig. 6. 12 1.0 3.9 (x = 0) 
Test 1 : Part d Fig. 6.13 5. 1 4.1 
(x = 1020mm) 
Test 1 : Part e Fig. 6.1 5 4.1 3.2 
Test 2:y = 0 Fig. 6.17 1.7 3.9 
Test 2 : x = 1020mm Fig. 6. 18 3.4 5. 1 
Test 3: y = 0 Fig. 6.22 3.2 4 .6 
Test 3 : x = 1020mm Fig. 6.23 2.0 4.5 
Test 4: y = 0 Fig. 6.26 3.5 5.2 
Test 4 : x = 1020mm Fig. 6.27 1.5 3.6 
Average Values Always S 6.1 % 
Standal'd Deviation Always S 5.2% 
Percentage of Readings with 93.7 % 
Difference < 10.0 % 
Total Number of Readings of 285 
Radiative Heat Flux 
Table 6.27 - Summary of the results obtained during the intercomparison phase of 
radiati ve heat flux numerica l modelling prediction and the laboratory 
experimenta l measurement 
- - - - - - - - - - - - - - - - - - -
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The identification of some poss ible sources of uncertainties and errors in both the 
numerical approach and the laboratory heat flux measurements that, in an integrating 
form, could have contributed to the data differences found through the development of 
thi s work can be proposed also. 
These are: 
a) for the Discrete Ordinates Method numerical modelling 
numerical qLladrature scheme: 
As pointed out by several authors (Fiveland, J991 c; Wakil and Sacadura , 1992; Kock 
et ai, 1995), although the choice of quadrature set is arbitrary, significant differences 
are obtained in the solu tions when using di stinct sets of ordinates and the associate 
quadrature weights. 
fin ite-difference weighting fac tor: 
As stated in Section 3.1.1 , di stinct values of finite-difference weighting factor ensures 
that the DOM approximation can generate different results. 
order of approximation: 
Although increasing the order of approximation will not necessaril y always improve 
the resultant data accuracy , it has been shown in the previous Chapters 3, 4 and 6 that 
distinct orders of DOM will produce different results. 
spatial discretisation: 
There is a minimum number of control volumes required in the spatial division of the 
system to produce reliable and most accurate results. Although the adopted spatial 
discretisation of 34 x 24 x 21 control volumes for thi s work produced the expected 
good results, perhaps a higher number of analytical cells would achieve greater 
accuracy. However, this will be at the expense of more CPU capacity and time. 
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b) for the experimental radiative heat flux measurements 
temperature reading system: 
The surface temperature reading process (compri sing the TIC wi re, TIC installati on 
procedure, digital meter read ing and presentati on, and the visual reading and 
recording) can certainly present some signifi cant errors. 
enclosure walls and boxes sUlfaces temperature uniformity: 
Considering the full size of the experimental set-up and the techniques used for the 
heating and cooling of the test system, it is extremely diffi cult to obtain null gradi ent 
values along the thermall y active surfaces. During the preparation phase, the largest 
surface of Box 2 was instrumented with 9 TIC's and an analysis concerning the 
temperature uniformity during its warming-up was carri ed out. As expected, the 
results showed that some grad ients occurred along the surface, but they were 
considered as acceptable. A photograph of thi s test is presented in Appendix D, 
Figure D.IO. On the data input fo r the computer numerica l modelling, a unique 
temperature value for each system surface was used. This represented the average of 
the readings from all the TIC's installed on that particular surface. This means that the 
real thermal situation was not being exactly reproduced and implemented in the 
computer modelling and this can result in a significant source of error. 
experiment temperature fluctuation during the heat flux measurement process: 
Although extreme care was taken during the execution of the thermal tests, small 
variations on the wall and boxes surface temperature could have occurred, leading to 
some heat flux measurement uncertainties. 
radiometer output voltage reading: 
In spite of the fact that the voltmeter was ca librated by a recognised British 
instrument service centre just days before the execution of the experimental work, 
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thi s electronic equipment has its own range of uncertainty. This can induce some 
errors in the micro-voltage readings. 
The radiometer calibration process and the Kapton® and aluminium tapes 
thermo-optical measurements are expected to have introduced very little error into the 
experimental measurement operations. 
At thi s stage of the di scussion, another kind of anal ysis can be carried out. 
Although careful precautions were taken to ensure that the thermal conditions were 
always kept under strict control, we can investigate a variation in the temperature o f the 
test system and carry out a further analysis in order to determine the possible effects of 
thi s circumstance. The thermal profile of Tes t I - Part b was chosen with the boxes 
temperature ass igned a temperature value I.ooe higher than those previously presented at 
the same time as a decrease of the same l.Ooe on the enclosure wa ll s temperature. This 
particul ar temperature step was selected to refl ect a reali stic variation that eventually 
could occur in a test area. The results are presented in Table 6.28. 
As can be seen, for a Significant temperature dev iati on of + l.Ooe and - l.Ooe for 
the boxes and fo r the enclosu re wall surfaces respectively, the numerical modelling 
predicti on produced a very small difference in the heat flu x values, found to be on 
average 2.3%. This will not impose any significant effect in the data correlation analysis 
for the va lidation of thi s theoretical-experimental compari son process. In other words, 
even if we had included these differences in the originall y obtained set of data values, we 
would still have an average of 4.6 % (instead of 2.3 %) . This remains a very good 
correlation result considering the demanding task of predicting and meas\lring radiati ve 
heat flux as in complex geometries. 
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RADIA TIVE REA T FLUX, W 1m2 
Cell on Original Test 1 - Part b For Boxes Temperature plus 1.0°C Difference, 
x-axis Predicted Results For Wall Temperature minusl.O°C (% ] 
2 101.5 103.9 2.4 
3 110.0 11 2.6 2.4 
4 117.5 120.3 2.4 
5 124.1 127.0 2.3 
6 129.7 132.7 2.3 
7 134.4 137.5 2.3 
8 139.7 142.8 2.2 
9 147.1 150.4 2.2 
10 158.1 161.6 2.2 
11 171.5 175.2 2.2 
12 186.0 190.0 2.2 
13 238.0 242.8 2.0 
14 267.7 273.2 2. 1 
15 285.4 291.2 2.0 
16 295.9 301.9 2.0 
17 301.7 307.8 2.0 
18 304.0 310.2 2.0 
19 3033 309.4 2.0 
20 299.5 305.6 2.0 
21 292.4 298.4 2. 1 
22 281.1 286.9 2. 1 
23 263. 1 268.7 2. 1 
24 233.7 238.7 2. 1 
25 181.9 186.2 2.4 
26 165.8 169.9 2.5 
27 149.6 153.4 2.5 
28 137.0 140.6 2.6 
29 128.7 132.2 2.7 
30 122.4 125.8 - 2.8 
31 115.3 118.6 2 .9 
32 106.6 109.8 3.0 
33 97. 1 100.0 3.0 
Difference A vcr.ge 2.3 
Standard Deviation 0.3 
Table 6.28 - Results from a sensiti vity ana lysis for Test I - Part b 
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In relation to the Fortran-based computer modelling running time, the final 
program including complex geometries and multi-reflecting surfaces, using a Sun 
computer with 2Gb of RAM memory and two processors of 336MHz each, required just 
2 minutes and 10 seconds to produce the output data. This outstanding performance 
shows its attractiveness to the space laboratories and industrial engineering community. 
During the whole process related to the several weeks of experimental 
measurements not a single temperature sensor fa iled, with all the testing subsystems 
performing quite wel l. 
Finally, a photograph showing a general view of the experimental test set-up is 
presented in Figure 6.28. 
Figure 6.28 - A view of the integrated experimental set-up bui lt in the laboratory 
CHAPTER 7 
Conclusions 
Within the aerospace community, there is a strong necessity for a fast and 
accurate method of predicting thermal radiative heat transfer in the complex 
configurations found in the design and flight tests of spacecraft. Additionally, it is 
desirable to be able to measure thermal radiative heat transfer reliably and 
straightforwardly under such conditions. 
For the assignment of theoretical thermal modelling, powerful and comprehensive 
commercial computer programs are available and commonly used but they are frequently 
found to be time consuming in terms of data programming and computer processing. 
At same time, they do not always meet the engineering needs of a practical application 
for the cases where quicker data feedback is desired. Noticing that a relatively new 
numerical method (applicable to the analysis of radiative heat transfer in basic 2- and 
3-Dimensional enclosures) has being presented by the heat transfer community in which 
fast and relevant results are produced, a fundamental question was raised as to how well 
it would be applicable to the demanding task of making accurate and quick predictions in 
the special environment found in the thermal design of spacecraft. 
For the experimental measurements of radiative heat flux, the majority of the 
space application institutions have adopted the use of radiometers where very complex 
operational procedures are involved such as to achieve the best accuracy of the results. 
Very frequently, these kinds of radiometer need their reading surface to be painted or 
prepared with the same finishing conditions as the spacecraft surfaces on which they are 
meant to be positioned. In addition, most of these radiometers require a forced 
refrigerating system in order to minimise possible errors associated with the differential 
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in temperature between the sensor and the surface to be analysed. As a result of these 
limitations, very often the installation and use of the radiometers during the spacecraft 
thermal vacuum tests are omitted and/or neglected with drastic consequences, which can 
lead to the loss of important thermal data. Being aware of the latest engineering 
developments in the design and manufacture of simple-to-use radiative heat flux sensors, 
another fundamental question was raised concerning the possible applicability of these 
radiometers to enable practical, reliable and accurate measurements under the critical 
circumstances of multi-emitting, reflecting and absorbing thermal radiation in complex 
geometries and real non-black thermo-optical properties, as found in the spacecraft flight 
tests. 
Identifying that both these theoretical and experimental tasks are 10 fact 
intrinsically connected with each other in terms of performance analysis, a 
comprehensive research program in the two areas was undertaken. The main tasks 
included, firstly, the development of a numerical approximation based on the Method of 
Discrete Ordinates applicable to the analysis of thermal radiation in 3-Dimensional 
complex geometries and, later on, the design and building of an experimental set-up 
capable of accommodating the thermo-geometrical configuration adopted in the thermal 
model and where the applicability and performance of a proposed methodology of 
measuring thermal radiation with simple and practical-to-use radiometers were accessed 
and investigated. 
In the first phase of the research program representing the building of the 
numerical approximation, a systematic and sequential development was embarked on to 
include the analytical steps of basic 2-Dimensional and 3-Dimensional geometries, 
complex 2-Dimensional geometries and, finally, the comprehensive _and ultimate 
approach where the rectangular 3-Dimensional empty enclosure to the complex 
3-Dimensional geometries was performed and presented. The satisfactory results 
produced during the intercomparison phase executed for each one of these steps 
demonstrated that the development process was carried out following a correct criterion 
and that the final 3-Dimensional numerical model was completed and ready to be applied 
to the prediction of radiative heat flux measurements. 
For the second part of the research program, a full-size experimental thermal 
model including a number of subsystem dummies holding distinct shapes and sizes, 
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layouts and surface temperature was designed and built. For the specific task of 
measuring the resultant wall heat flux values, a dedicated program of work was carried 
out and a radiometer presenting a novel design and operating philosophy was identified 
in the market and ordered to be custom-built to the experimental modelling format. 
Considering the validation strategy of the research work, four distinct thermo-
physical situations were computer modelled and experimentally reproduced in the 
laboratories. These diverse situations, intended to represent a most comprehensive and 
extreme set of thermal conditions found in spacecraft flight tests, included a sequence of 
assigning distinct temperature values to the system internal box surfaces, a complete 
modification of these temperature values, a modification of surface thermo-optical 
properties and, finally, a variation of the boxes physical layout in the system. 
Performing all these diverse thermal conditionings, the comparison of results 
between the numerical model and the experimental data showed that a good correlation 
was obtained. Analysing a total number of 285 cell measurements defined in the 
numerical model and reproduced in the experimental set -up, an overall average for the 
difference between the predicted and measured values of 3.1 % for the complete 
comparison process was obtained. This is a good result considering the difficulties of 
predicting and measuring thermal radiation in complex geometries. The satisfactory 
theoretical-experimental data correlation corroborates for the validation of the adopted 
intercomparison strategy. 
For the proper installation and use of the radiative heat flux sensor, the proposed 
analytical approach of simultaneously correcting both the surface temperature differential 
and the thermo-optical properties is straightforward and effective. It simplifies and speed 
up the sensor installation whilst at the same time of producing reliable and consistent 
results. As far as is known, this is the first time that the difficult task of measuring 
radiative heat flux along surfaces of complex geometry has been successfully carried out 
and reported. 
In terms of application and contribution to the work of aerospace community, 
both these improvements in predicting and measuring radiative heat flux in complex 
geometries will be reported (WGSS/AIAA) and immediately introduced and applied to 
the thermal-vacuum tests of the 1.45 ton, 8.3 meters wide, remote sensing satellite under 
development by Brazil and China. Obviously, both the theoretical and experimental 
approaches developed in this work are expected to be used also in many other 
applications related to the field of radiative heat transfer. 
--------------- ------- ------
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Finally, it is possible to state that a numerical thermal model based on the 
Discrete Ordinates Method can produce fast and accurate radiative heat flux predictions 
in complex geometries and that a radiative heat flux measurement technique using 
standard thermal-type radiometers and adequate analytical control of the thermo-optical 
and temperature conditions is capable of producing reliable data, including the effective 
ratification of the accuracy of the DOM modelling prediction. 
CHAPTERS 
Suggestions for Future Work 
Although having obtained the expected and desirable satisfactory results in terms 
of the validation of the complex geometry DOM numerical modelling procedure against 
the radiative heat flux measurements, during the development of this work some points 
were identified as worthy of further and deeper investigation in the direction of getting a 
better understanding of their participation in the whole analytical and experimental 
processes. It is suggested that the following areas of research are addressed in the future: 
a) for the Discrete Ordinates Method numerical mOdelling: 
a search for the optimum set of discrete ordinates and the associated weights, 
applicable to the analysis of radiative heat transfer in 3-Dimensional complex 
geometries; 
a deeper investigation into the specific and critical participation of the finite-
differencing weighting factor, y, in the accuracy of the resultant data prediction; 
an analysis to find an optimum division for the system spatial discretisation, for a 
particular case under study. 
b) for the experimental technique of radiative heat flux measurement: 
to investigate the level of error that is introduced from the particular kind of 
radiometer used in this work for the specific case of reading solar radiation 
wavelengths with the sensor surface assumed as grey; 
to explore the adaptability of the specified sensor 0.1 s response time to the 
measurement of radiative heat flux in dynamic thermal conditioning. 
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Figure A.I - Results presented by Modest (1993) and here reproduced in Section 3.2.2 
and in Figure 3.8 
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Figure A.2 - Results presented by Fiveland (1984) and here reproduced in Section 3.2.3 
and in Figures 3.11, 3.12 and 3.13 
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Figure A.3 - Results presented by Coelho and Carvalho (1997) and here reproduced in 
Section 3.2.4 and in Figures 3.15 and 3.16 
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Appendix B - Data re/. Simull1tions I-Block Protrusion in a 3-D Enclosure 
X S, S, S, 
0.5 59.2 108.1 82.0 
1.5 89.4 111.8 88.8 
2.5 126.6 119.2 98.2 
3.5 165.4 132.4 114.0 
4.5 197.1 150.0 138.1 
5.5 213.9 164.1 163.9 
6.5 239.3 195.6 219.2 
7.5 273.6 221.8 252.6 
8.5 299.4 237.4 268.4 
9.5 299.4 237.4 268.4 
10.5 273.6 221.8 252.6 
11.5 239.3 195.6 219.2 
12.5 213.9 164.1 163.9 
13.5 197.1 150.0 138.1 
14.5 165.4 132.4 114.0 
15.5 126.6 119.2 98.2 
16.5 89.4 111.8 88.8 
17.5 59.2 108.1 82.0 
Table B.I- Prediction ofradiative heat flux for the geometry as presented in Figure 4.14 
and Table 4.9, for distinct orders of DOM approximation, enclosure surface 
where y = 700mm - data for the building of Figure 4.15 
Level Position on z-axis 
x k=6 k=9 k= 12 
0.5 82.0 77.5 79.0 
1.5 88.8 80.0 78.3 
2.5 98.2 82.8 77.3 
3.5 114.0 87.6 77.5 
4.5 138.1 94.8 78.8 
5.5 163.9 100.4 78.2 
6.5 219.2 114.0 82.0 
7.5 252.6 124.6 86.8 
8.5 268.4 130.9 90.6 -
9.5 268.4 130.9 90.6 
10.5 252.6 124.6 86.8 
11.5 219.2 114.0 82.0 
12.5 163.9 100.4 78.2 
13.5 138.1 94.8 78.8 
14.5 114.0 87.6 77.5 
15.5 98.2 82.8 77.3 
16.5 88.8 80.0 78.3 
17.5 82.0 77.5 79.0 
Table B.2 - Prediction of radiative heat flux for the geometry as presented in Figure 4.14 
and Table 4.9, for distinct level positions on z-axis, enclosure surface where 
y = 700mm - data for the building of Figure 4.16 
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Level position on z-axis 
y k",6 k",9 k'" 12 
0.5 308.1 149.9 101.9 
1.5 350.6 161.9 106.7 
2.5 367.4 167.5 109.5 
3.5 367.4 167.5 109.5 
4.5 350.6 161.9 106.7 
5.5 308.1 149.9 101.9 
6.5 217.5 129.0 95.6 
7.5 180.6 121.1 95.3 
8.5 149.9 111.9 92.9 
9.5 129.5 105.1 91.4 
10.5 114.8 99.4 90.3 
11.5 101.9 92.9 88.2 
12.5 89.3 84.7 84.0 
13.5 76.8 74.9 77.5 
Table B.3 - Prediction of radiative heat flux for the geometry as presented in Figure 4.14 and 
Table 4.9, for distinct level positions on z-axis, enclosure surface where x = 900mm 
Note: data for rhe building of Figure 4.17 
Level Position on z-axis 
x k=6 k",9 k",12 
0.5 67.9 63.5 61.4 
1.5 73.2 66.3 62.2 
2.5 79.1 68.8 62.7 
3.5 87.8 72.3 63.7 
4.5 100.3 77.0 65.4 
5.5 113.4 80.9 66.2 
6.5 139.4 88.3 69.1 
7.5 155.3 94.0 72.1 
8.5 162.9 97.4 74.4 
9.5 162.9 97.4 74.4 
10.5 155.3 94.0 72.1 
11.5 139.4 88.3 69.1 
12.5 113.4 80.9 66.2 
13.5 100.3 77.0 65.4 
14.5 87.8 72.3 63.7 
15.5 79.1 68.S 62.7 
16.5 73.2 66.3 62.2 
17.5 67.9 63.5 61.4 
Table BA - Prediction of radiative heat flux for the geometry as presented in Figure 4.14 and 
Table 4.9, for distinct level positions on z-axis, enclosure surface where y = 700mm, 
situation ofrefiecting walls - data for the building of Figure 4.18 
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Level Position on z-axis 
y k~6 k~9 k~ 12 
0.5 182.8 102.4 75.2 
1.5 204.0 110.0 79.8 
2.5 212.2 113.6 82.5 
3.5 212.0 114.1 83.2 
4.5 203.5 111.5 82.1 
5.5 182.6 105.5 79.5 
6.5 138.9 95.0 75.7 
7.5 120.5 90.2 74.7 
8.5 104.8 84.7 72.4 
9.5 93.8 80.1 70.5 
10.5 85.5 76.1 68.8 
11.5 78.2 71.8 66.8 
12.5 71.2 66.9 63.8 
13.5 63.9 61.0 59.6 
Table B.5 - Prediction of radiative heat flux for the geometry as presented in Figure 4.14 and 
Table 4.9, for distinct level positions on z,axis, enclosure surface where x = 900mm, 
situation of reflecting walls - data for the building of Figure 4.19 
X S. S. S. 
0.5 46.9 68.8 57.9 
1.5 66.6 79.5 69.7 
2.5 91.2 91.2 82.4 
3.5 118.7 105.4 97.7 
4.5 145.2 122.5 117.4 
5.5 
. 
165.8 139.4 139.8 
6.5 190.2 164.9 176.9 
7.5 214.8 182.7 197.6 
8.5 231.1 192.3 207.0 
9.5 231.1 192.3 207.0 
10.5 214.8 182.7 197.6 
-
11.5 190.2 164.9 176.9 
12.5 165.8 139.4 139.8 
13.5 145.2 122.5 117.4 
14.5 118.7 105.4 97.7 
15.5 91.2 91.2 82.4 
16.5 66.6 79.5 69.7 
17.5 46.9 68.8 57.9 
Table B.6 - Prediction of radiative heat flux using distinct DOM approximations, for the conditions 
as presented in Figure 4.14 and Table 4.9, at the enclosure surface where y = 700mm 
and at z-axis level k ~6, for the situation of participating medium with absorption 
coefficient K ~ 2.0 m-I - data for the building of Figure 4.20 
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Medium Absorptiou Coefficient, 1( [m"] 
x 1( = 0.001 1( = 1.0 le = 2.0 le = 5.0 le = 10.0 
0.5 82.0 68.2 57.9 39.4 26.1 
1.5 88.8 78.2 69.7 52.6 38.6 
2.5 98.2 89.7 82.4 66.2 51.4 
3.5 114.0 105.2 97.7 80.9 64.6 
4.5 138.1 126.7 117.4 97.4 78.6 
5.5 163.9 150.9 139.8 115.6 92.8 
6.5 219.2 195.8 176.9 139.1 107.7 
7.5 252.6 221.5 197.6 152.3 116.8 
8.5 268.4 233.3 207.0 158.4 121.2 
9.5 268.4 233.3 207.0 158.4 121.2 
10.5 252.6 221.5 197.6 152.3 116.8 
11.5 219.2 195.8 176.9 139.1 107.7 
12.5 163.9 150.9 139.8 115.6 92.8 
13.5 138.1 126.7 117.4 97.4 78.6 
14.5 114.0 105.2 97.7 80.9 64.6 
15.5 98.2 89.7 82.4 66.2 51.4 
16.5 88.8 78.2 69.7 52.6 38.6 
17.5 82.0 68.2 57.9 39.4 26.1 
Table B.7 - Prediction of radiative heat flux for the geometry as presented in Figure 4.14 and 
Table 4.9, enclosure surface where y = 700mm and level positions on z-axis at k = 6, 
for distinct values of absorption coefficient - data for the building of Figure 4.21 
Medium Absorption Coefficient, le [m"] 
y Ie= 0.001 le = 1.0 le = 2.0 1( = 5.0 le = 10.0 
0.5 308.1 269.4 237.7 172.7 117.4 
1.5 350.6 310.3 277.5 210.4 153.2 
2.5 367.4 327.8 295.7 230.3 174.4 
3.5 367.4 330.0 299.6 237.5 184.2 
4.5 350.6 317.4 290.0 233.3 183.7 
5.5 308.1 283.4 262.1 215.5 172.5 
6.5 217.5 208.1 198.6 173.7 146.5 
7.5 180.6 173.2 165.7 146.0 124.1 
8.5 149.9 144.6 138.6 122.0 103.3 
9.5 129.5 123.7 117.5 101.4 84.3 
10.5 114.8 107.2 99.9 83.1 67.2 
11.5 101.9 92.2 83.9 66.7 51.9 
12.5 89.3 78.0 69.0 51.7 38.2 
13.5 76.8 64.3 54.8 37.7 25.4 
Table B.8 - Prediction of radiative heat flux for the geometry as presented in Figure 4.14 and 
Table 4.9, enclosure surface where x = 900mm and level positions on z-axis at k = 6, 
for distinct values of absorption coefficient - data for the building of Figure 4.22 
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Figure D.5 - Interna l face of Box 2. Skin-Heaters installation 
Figure D.6 - Box 2 installed in the system 
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Figure D.7 - Internal face of Box 3. Skin-Heaters installati on 
Figure D.8 - Box 3 install ed in the system 
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Figure 0 .9 - System top view, from y = 0 
Figure 0 .10 - Temperature uniformity test on Box 2 surface 
APPENDIXE 
Ka ton® Ta e Details 
Titan Tapes Llndted 
T ope Technology Specialists 
Whi h:lfield Road, Bredbury, 
SlOCkpon, SK6 2QR. England. 
Tolephone: 0 161 -4941344 
Fox No: 0161·406 6153 
:, 
n :!:SCRlPTJON: 
APPLlCA TIONS: 
TECHNlCAL: 
7!SL 
l'olYllIidc Kapton C lass H 
A Class (-I adhesive tape. The backing is ;i( Poly mid c 
Kapton 2SMY thick :U1d the a1h{!S i\'c is a cross li nked 
silico ne Polymer resis tant (0 higb tempera ture with 
outstandin g ageing propert ies. It cau on ly be aHacked by 
a lka lies and strong acids. 
• insulation: Ex treme temperature a nd radialion 
res is ta nce. 
l!igh l)crft1rmancc cevices such as trac:ioD motors, 
tur bo gl~ncrah'!"':\ and l!tr"'~p3CC. :;"ppl.icati.ons witb 
high Ic mpcnture rcsen 'cs. 
Shorl time heat rc:;is l:lOce up 10 400 c 
Printed cicnit board production: Tin :;oldering 
opera tio ns and hot air levelling. 
Total thickness: O .060m~ 
Backing thickness: O.02Smm 
Teosile strcngt h: 40.0 N/cru 
Elor.g2.tion : 
Temperature: 
S teel Adh es ion : 
70.00% 
18Co C Class I:! 
2.5N/cm 
Dielectric S treng1h: :,000 volts 
Colo:Jrs: Tnnspareot Drown 
Ulllc..<:.. . otherwise indicated , the tigu:-~s ltbovc= are average ,·alncs and s hould not be 
treated at face value fOI· speci fi ca ti on pu r poSl'S. The C ontpany reserves th e right to 
improve products and a ny change in specification will r c.'l. i.Iit in a re-iss ue of the 
information sheet. C ustomers should s atisfy 'hemselves that (he tape is suitab le for 
their requircmcnts whetl: er- aftcr s uch mod ifica tion or olhcnyjse. "le3se check that yO Il 
have the blest iss uc of th e informat ion shce t. All sliHing and length tolerances arc to 
Hritish Sl3nd nrds bu( u lher tolcran ces arc :oI.Vaibblc by r equest. 
.' 
APPENDIXF 
Thermo-Optical Properties Measurement 
Note: All surface thermo-optical properties were performed at the Integration and 
Tests Laboratory, National Institute for Space Research , in Sao Jose dos 
Campos-SP, Brazil 
REFLECTIVITY 
Nude copper surface Kapton on copper surface 
Measure 1 0.98 1 0.154 
Measure 2 0.983 0.154 
Average 0.982 0.154 
Measurement Equipment: Gier Dunkle DB- lOO Infrared Reflectometer 
Date: 14/0711999 
By: Antonio Fernando Bizarro and Osvaldo Donizetti da Silva 
Table F.l - Thermo-opt ical properties measurements referent application 
of Kapton® Tape on enclosure and boxes copper surfaces 
REFLECTIVITY 
Measure 1 0.542 -
Measure 2 0.541 
Average 0.542 
Measurement Equipment: Gier Dunkle DB-lOO Infrared Reflectometer 
Date: 24/09/1999 
By: Osvaldo Donizetti da Silva 
Table F.2 - Thermo-optical property measurements for the CAPTEC 
radiative heat flux sensor active surface 
Appendi.x F - Thermo-Optica/ Properties Measurements 
REFLECTlVrTY 
Measure 1 0.971 
Measure 2 0.970 
Average 0.97 1 
Measurement Equipment: Gier Ounkle OB- l OO Infrared Refl ectometer 
Date: 10105/2000 
By: Antonio Fernando Bizarro and Osvaldo Oonizetti da Silva 
Table F.3 - Them10-optical property measurements for the aluminium tape 
\of ' I 
'" 
. , 
::...._---_._ .... 
Picture F.I - Radiative heat flux sensor under thermo-optical property 
measurements process 
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Electrical and Electronics Details 
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Part'No: 70550013 
Microprocessor 
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7055 and 7065 
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TElE)(: 85824$ SOLARTAOI'II f ARN80ROUGH TECHNICAL MANUAL 
Figure GA - The Microprocessor Voltmeter 7055 
284 
Appendix G - Electrical and Electronics Details 
General Information & Specifications 
This section cont:lins, un p:I);CS 1.2.2 to 1.2.7. a copy of the per(orman..:e spcdticatioll 
applicable to the voltmeter. 
The 7065(55) has been designed and manufactured to the highest specification possible (or an 
instrument of its type. Where typical figures are quoted they are realistic estimates of obtainable per-
fonnance based on known component tolerances and stability. Guaranteed perfonnance on the other 
hand is specified from the results of exhaustive tests, stringently controlled, applied to every instrument 
produced. "Worst-casc" figures are quoted in many instances. hence your 7065(55) may be found 
to ex.hibit a perfonnance better in some particulars than the tables suggest. However no 
additional claims are made for the instrument above that published in the current data sheet. 
GENERAL INFORMATION 7055 & 7065 
Display 
Type: 7-bar (red) light emitting diodes. 
Scale-length: Six 'nines' display with fIxed minus sign and floating decimal point. (Five 'nines' for 7055). 
Overload Indication: Flashing display 
(Le. reading> f.s.) 
Annunciator: illuminated push buttons 
Ranging: Automatic or manual on local operation~ as commanded on Remote. Redundant leading 
zeros, except that immediately preceding the decimal point, are blanked_ Trailing zeros 
not significant for the scale length in use are also blanked. 
Ranging Points for 7065: Ranging Points for 7055: 
Rlnge-up> 1400000 digits reading approx. Range-up> 210000 digits reading approx. 
Range-down < 120000 digits reading approx. Range-down < 18500 digits re:j.ding approx. 
(Over-range 40%) (Over-range 100%) . 
N.B. Excessive series mode signals may cause range-up to occur earlier as 
the autoranging system accommodates low frequency AC signals. 
Enltironment 
Working Temperature Range: 
Storage Temperature Range: 
Maximum Relative Humidity: 
Dimensions 
Width: 44301m (17.4 ins) 
Height: g8mm (3.5 ins) 
Depth: 460nlln (18.3 ins) 
Weight: 10kg (22Ihs) 
o to +50°C 
_30°C to +70°C 
70%.t 40°C 
Power Supply 
Voltage: 
Frequency: 
Consumption: 
Fuse: 
Safety 
100 to 264V (no mains selector) 
50,60 or 400Hz ± 3% 
selected by links 
55VA 
800mA Slo Blo 
111is instrument conrorms to lEe 348 recommendations. 
Figure G.5 - Voltmeter Information and Specifications 
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Specification 
DC VOLTAGE SPECIFICATION 7055 
Manufacturers Calibration temperature 20"C 
5 x 9 Scale Length GUARANTEED PERFORMANCE 
Digital Filter sclcctcd.160ms intcgratioll time. 
Nominal Input Di~playcd Umits of Error Input 
Rcsistan(:c Range Sensitivity Full Scale 24 Ius f tOe 6 mnth:l:. Soc lyrtSOC 
t (% rdg. + digits) f (%rdg. + digits) t (% rdg. + digits) 
10mV I.V O.020000V 0.002 
IOOmV I.V a.200GOOV 0.002 
IV lOI-'V 2.00000 V 0.002 
IOV 100~tV 20.0000 V 0.002 
laOV ImV 200.000 V 0.002 
tOOGV lOmV 2000.00"V 0.002 
'"maximum input 1000V 
REDUCED SCALE LENGTH 
Digital Filter selected, 160ms integration time. 
4 0.008 4 
4 0.008 4 
2 0.008 2 
2 0.008 2 
2 0.008 2 
2 0.008 2 
o.ot 
O.oI 
O.ot 
0.01 
0.01 
O.ot 
4 
4 
2 
2 
2 
2 
> lOOMn 
>lGn 
> lOOn 
> lOGn 
IOMn 
lOMn 
_________ Limits of Error (all ranges)---_____ _ 
4x9 
3x9 
24hrs:tlOC 
iIO.008% tdg ... 2 digits + 2/JVI 
:1:.2 digits 
Input Current: Typically < 20pA at 20°C 
Overload protection 
Autorange: 1.1 kV 
Command ranges 
up to IOV: 350V 
100 & IOOOV: 1.1 kV 
Maximum Reading Rate: 
Scale length 6 x 9 (7065) 5 x 9 
Readings per second 6 43 
6 moth ± SoC 
:t[O.Ol%rdg ... 2 digits + 21lV] 
:1:2 digits 
4x9 
182 
3x9 
330 
1 Y1:t SOC 
:t[0.01% rdg ... 2 digits + 2~NJ 
:1:.2 digits 
Temperature Coefficient (per °C) 
Need be applied only when operating 
beyond the temperature limits quoted 
under limits of Error. 
Range 
lOmY to IOY 
lOO & lOOOV 
All ranges 
Zero offset 
<±(%Idg.+digitsl! 
0.008 0.1 (7065) 
0.001 .. 0.1 
<±0'()015% rdg (7055) 
<:J:O.2p.V 
High Speed Operation 
Without Digital Filter. at all scale 
lengths add ± [2SpY + I digit1 
to the quoted Umits of Error 
Figure 0.6 - Voltmeter Specifications 
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UNIVERSAL INSTRUMENT SERVICES LTO UNIVERSAL 
AI "I.:,'!'()M Site. (;:unhridgc Ruad, 
Wlu.::lswnc. l.cieestcr I.EX hP,\ 
'ICI: 01 If, 27;' 012.1 
F:1X: 01 H, ns 2l-\~7 
CER'TIFICA4rE OF CALIBRATION 
Date of issue: 8th MARCH 2000 Cel'tificate Number: 001403t.Z " Page 1 of 2 
Ace No. : UNI006 
Custome~: Loughborough Unive~sity 
Ashby Rd 
Manufact.urer: Solartron/Schlumberger 
Description: Digital Multimeter 
Model: 7055 
Loughborough Serial No: 000812 
Operator: GBA 
Our, Ref: 146219 
Asset No: MEA1601 
Order No: 62723b/ME/JG 
CONDITION OF INSTRUMENT 
Within manufacturers specification for accuracy* on receipt Y 
The instrument was adjusted .. .--, .,. N 
The instrument was repaired N 
Within manufacturers specification for accuracy* on despatch Y 
* at the measured points subject to the measurement uncertainty. 
ADDITIONAL COMMENTS 
STABILITY 
The readings given are the results at the time of calibration and do not 
carry any implication regarding the long term stability of the instrument. 
ACCREDITATIONS 
This calibration was carried out in accordance with our current 
accreditations of BS EN ISO 9002:1994. 
PROCEDURE 
Conform to the Quality assurance requirements for measuring equipment 
BS EN 30012-1:1994. UIS procedure CP7.3.2 
ENVIRONMENT 
The instrument was calibrated maintaining ambient conditions of 
20 deg C +{- 2 deg C. 
TRACEABILITY 
The reported tests were undertaken using equipment detailed below for which 
the company maintains traceability to National Standards by means of 
certificates issued by a UKAS accredited laboratory. 
TEST EQUIPMENT USED 
Asset No. Description 
ID154 FLUKE 5700A CALIBRATOR 
Certificate No. 
NAMAS 14328 
Expiry date 
25/FEB/2001 
Figure G.7 - Voltmeter Certificate of Calibration 
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CEH.TXF'"I CA-rE 0]:<" CALIBRATION 
Date of issue: 8th MARCH 2000 Certificate Number: 00140342 page 2 of 2 
-------------------~--------.- -----.-------------------------------.-----------
APPl.I Ell APPLIED TOLERANCE INSTRUMENT 
RANGE VALlJf. FREQ. Ml.NIMUH MAXIMUM READING r/F 
O.lVDC O.200000VDC 0.199981 0.200019 0.199983 
IVOC 2.00000vnc 1.99982 2.00018 1.99996 
1VDC ·Z.OOOODV()C _2.00018 -1. 99982 -1.99993 
lOVDC 20.000DVDe 19.9983 20.0017 19.9996 
lOVDC IB.OOODVne 11.9985 18.0015 17.9995 
10VDC 16.0000VDC 15.9986 16.0014 15.9994 
10VDC 14.0000VDC 13.9988 14.0012 13.9996 
10VOC 12.0000VOC 1+.9989 12.0011 11.9991 
lOVDC IO.OOODVOe 9.9991 10.0009 9.9996 
IOVDe B.OOOOVDC 7.9993 8.0007 7.9997 
IOVDe 6.0000VDC 5.9994 6.0006 5.9997 
l{)VDC 4.0'JOOVDC 3.9996 4.0004 3.9998 
10VDC 2.0000VDC 1.9997 2.0003 1.9998 
lOOVDC 200.000VDC 199.983 200.017 199.996 
lOOOVDC 1000.00VDC 999.91 1000.09 999.96 
O.lVAC 0.200000VAC 100Hz 0.199760 0.200240 0.200051 
lVAC 2.00000VAC 100Hz 1. 99760 2.00240 2.00029 
1VAC 2.00000VAC 1kHz. 1.99760 2.00240 1.99986 
1VAC 2.00000VAC 5kHz 1.99760 2.00240 1.99981 
1VAC 2.00000VAC 10kHz. 1.99760 2.00240 1.99975 
1VAC 2.00000VAC 20kHz. 1.99360 2.00640 1.99978 
1VAC 2.00000VAC 50kHz 1. 99360 2.00640 1.99874 
10VAC 20.000DVAC 100Hz 19.9640 20.0360 19.9750 
lOVAC 20.0000VAC 1kHz 19.9640 20.0360 19.9696 
100VAC 200.000VAC 100Hz 199.660 200.340 199.694 
1000VAC SOD.OOVAC 100Hz 49B.80 501.20 499.11 
1kO 1. OOOOOkn 0.99981 1. 00019 0.99997 
10kn 10.0000kn 9.9983 10.0017 10.0004 
100kO 100.000kn 99.983 100.017 100.003 
1000kn 10DO.oakn 999.81 1000.19 1000.09 
10000kn lOOOO.QkH 9995.6 10004.4 9999.9 
The tolerances given relate to the manufacturers 1 year spec. for accuracy. 
The AC wave-form throughout the test was substantially sinusoidal. 
The uncertainties of the instrument under test includes those that are 
attributable to the standards used together with those contributed by 
personnel. procedures and environment and are estimated not to exceed: 
FUNCTION 
DC Voltage 
AC Voltage 
Resistance 
RANGE FREQUENCY UNCERTAINTY 
O-lOODV +/-(2Sppm + 1uV + 1 digit) 
O.lV-SDOV 100Hz-SOkHz +/_(0.055% + 2 digits) 
lkOhms-lDMOhms +/-{O.OlZ + 5 digits) 
S3]~ 
Calibrated I.>y ••••• '; •. ~~ •• 
Universal Instrument Services Ltd. 
Figure G.8 - Voltmeter Certificate of Calibration 
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Appendix H - Thermocouple Location 
z A , 
TC46 
0 
TCSO 
0 
THERMOCOUPLE LOCATION 
Inside View I x = 0 
TC4S 
0 
TCS! 
o 
TC47 0 
BOX 2 
TC49 0 
TC52 
o 
o TC48 
y 
'--______________ ---l ... _ ... _.> 
BOX 3 
THERMOCOUPLE LOCATION 
Inside View I x = 1020 mm 
TC53 TC54 
o 0 
TC55 
o 
YC57 
o 
TC56 
o 
TC59 
o 
TC58 
o 
TC60 
o 
y <;_ .... _. L... __ -L ___________ ---.l 
Figure H.2 - Thermocouple Location on Lateral Enclosure Walls 
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x 
"' .. _.-.. 
z 
TC33 
0 
TC32 
0 
TC27 TC26 
0 0 
1\ 
BOX 2 
o TC38 
TC39 0 
TC44 
0 
THERMOCOUPLE LOCATION 
Inside View I y = 0 
o TC29 
TC28 0 
TC34 
0 
TC35 
0 
TC30 TC31 
BOX] 0 0 
THERMOCOUPLE LOCATION 
Inside View I y:= 720 mm 
TC36 TC37 
0 0 
TC40 
0 
TC42 
0 
TC43 
0 TC41 
0 
BOX 3 
-
Figure H.3 - Thermocouple Location on Front and End Enclosure Walls 
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vft' , 
, 
TC67 
0 
TC62 0 
THERMOCOUPLE LOCATION 
Inside View I z = 0 
TC68 
0 
TC64 0 
TC63 0 
TC61 
0 BOX 1 
• 
TC69 
0 
TC65 
0 
TC70 
0 
TC66 
0 
---
x 
-----> 
THERMOCOUPLE LOCATION 
Inside View I z == 630 mm ft'y 
, 
X 
r---------------------------------.---------~ 
TC75 
o 
TC76 
o 
TC77 
o 
TC78 
o 
TC7l 
Tcn 0 o BOX 2 
TC73 0 
TC74 0 
~----.L--------------------l 
Figure H.4 - Thermocouple Location on Top and Bottom Enclosure Walls 
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APPENDIX I 
Some Options of Heat Flux Sensors 
MANUFACTURER PRINCIPLE OF MODEL FIELD OF WAVELENGTH MAX.TEMP. ACTIVE AREA OPERATION VIEW [~ml OPERATION DIMENSION 
MAlIT -V ATELL (USA) Thermopile; RFC 
- 180° 2S0°C 30mmx 30 mm 1600 TIC per cm' 
JMB - V A TELL (USA) Thermopile; EPISENSOR -180° ISO - 180°C 2S.4 mm x 2S.4 mm 1600 TIC per cm' 02S 
RUKSEFLUX (NL) Thermopile HFP-OISC 
-180° 70°C 66 mm x 66 mm (equiv.) 
TNO (NL) Thermopile PU22T -180° !OO°C 44 mm x 44 mm (equiv.) 
WUNTRONIC (Germany) Thermopile Miniature 
- 180° 148.SoC 19mmx8.6mm FM 060 
Membranel 0.2 to SO approx. 30 mm dia. 
WUNTRONlC (Germany) Radial differential Mark IV 7So or ISO° 120°C x 
temperature (without window) approx. SOmm height 
Membranel approx. 10 mm dia. 
WUNTRONlC (Germany) Radial differential Mark VI 7So Flat grey body WC x 
temperature approx. 23mm height 
TC (USA) Thermopile R-12-18-S 
- 180° S2°C 28.6 mm x 28.6 mm 
CAPTEC (France) Thermopile Standard 180° 0.1 - 12 200°C 30mmx30mm 
CAPTEC (France) Thermopile Special 180° 0.1 - 12 200°C 30mmx30mm 
DEXTER (USA) Thermopile 2M 80°1120° 1 - 40 8SoC 2mmx2mm (48 TIC) (special: 125°C) (overall <I> 10mm x 7mm) 
SERVO (USA) Thermistor; 1350 70° 2-20 Immx Imm 
,bolometer (overall <I> 13mm x 7mm) 
MEDTHERM (USA) Thermopile; radial 150° 0.7 - 17 (wlZnSe) 204°C 25mmx25mm 
HAMAMATSU (Japan) Pyroelectric P3782 90° 2 - 20 (w/SiIicon) 60°C active area <I> 2.5mm (overall <I> 9mm x 23mm) 
MANUFACTURER SENSITIVITY RESPONSE THICKNESS INSTALLATION COMMENTS [IlV IW/m'] TIME METHOD 
MAHT-VATELL(USA) approx. 0.005 s < 0.33 mm Adhesive spray Reads radiative & convective fluxes; 
@ 20 Wlm' ~ Reading = 8.46 mV 
JMB - VATELL (USA) 0.9 0.025 s 0.65 mm Adhesive backing Reads radiative & convective fluxes 
Reads radiative & convective fluxes; 
HUKSEFLUX (NL) 50 approx. 7 mm circular shape; self-calibrating 
(needs power supply) 
TNO(NL) 30 1 mm Reads radiative & convective fluxes; 
circular shape 
WUNTRONIC (Germany) 3s 2.3 mm Pressure sensitive tape Supplied with calibration traced to 
or adhesive NBS (an Wuntronic sensors) 
WUNTRONIC (Germany) 18 4s approx. 50 mm Centred screw Water cooling needed for prolonged period of operation 
WUNTRONIC (Germany) 10 5s approx. 23 mm Centred screw 
TC (USA) 105 approx. 1.6 mm four screws 
CAPlEC (France) 1.8 approx. 0.1 s 0.2 mm !hermo compound Reads only radiative fluxes 
CAPlEC (France) 12 approx. 0.1 s 0.2 mm thermo compound Reads only radiative fluxes 
- needs amplifier 
DEXTER (USA) approx. 7 mm mechanical 
-
max. incidence: 1000 Wlm' 
- reads only radiative fluxes 
SERVO(USA) 0.004 s approx. 7 mm mechanical (TO-8) Needs electronics 
MEDTHERM (USA) approx. 4.4 <0.3 s 25.4 mm Flange or main body Sapphire window reduces sensitivity screw to 79% 
HAMAMATSU (Japan) 0.1 s approx. 23 mm Mechanical (TO-5) - needs supplied voltage for temp. 
compensation 
- needs mechanical chopper 
APPENDIXJ 
Radiometer Calibration Data 
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Target Active Area [m2] 0.0720 
Target Surface Emissivity 0.846 
Sensor Active Area [m2] 0.0009 
Sensor Surface Emissivity 0.458 
View Factor from Sensor to Target 0.9942 
Table J.l - Common Data for the Calibration Process of the Radiometers 
Note: For the Target Temperature data as presented in the radiometer calibration tables 
the first row shows the temperature values for the Box 1 TIC 1 while the second 
row presents the temperature values for the Box 1 TIC 2. For the calculation of 
the radiative heat flux taking place at the sensor surface, it was used the arithmetic 
mean of these two temperature values 
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Moment 1 2 3 4 5 6 7 8 
~ RAD. 
° Target Temp. 35.2 35.5 35.4 35.6 35.5 35.6 35.6 35.7 01) 
'" [0C] 35.5 35.6 35.6 35.7 35.7 35.7 35.7 35.8 #1 11 
,,; Sensor Temp. :2 17.1 17.3 17.6 17.9 18.2 18.4 18.6 18.8 ~ [OC] 
z Heat Flux at 0 
E:::: Sensor Surface 50.7 50.8 49.9 49.6 48.7 48.3 47.8 47.6 
;;l [WIm'] CAL. 
~ e.m.f.!!<Vl 1088.0 1080.0 1069.0 1056.0 1040.0 1031.0 1023.0 1015.0 DATA 
< u Sensitivity 21.4 21.2 21.4 21.3 21.4 21.3 21.4 21.3 21.353 ijlV/Wm-1 
Moment 1 2 3 4 5 6 7 8 
~ 
Target Temp. 
RAD. 
° 66.0 66.2 66.1 66.3 66.3 66.3 66.3 66.5 01) 
'<> [0C] 67.0 67.2 67.1 67.4 67.3 67.5 67.5 67.8 #1 11 
~ Sensor Temp. 20.8 21.8 22.8 23.6 24.4 25.0 25.6 26.2 ~ rCl 
z Heat Flux at 0 
E:::: Sensor Surface 151.2 149.3 146.3 145.1 142.7 141.5 139.9 139.2 
;;l [WIm'] CAL. 
<:Q 
3208.0 3167.0 3122.0 3079.0 3040.0 3004.0 2972.0 2944.0 DATA 
-
e.m.f. !!<Vl 
...l 
< U Sensitivity 21.2 21.2 21.3 21.2 21.3 21.2 21.3 21.1 21.241 !!<V/Wm-'] 
Moment 1 2 3 4 5 6 7 8 
o~ RAD. 
01) Target Temp. 95.7 95.8 95.8 95.8 95.8 95.8 95.8 95.8 
"- [0C] 97.8 97.8 97.8 97.9 97.9 98.0 #1 11 97.6 97.8 
~ Sensor Temp. 25.4 27.0 28.4 29.4 30.2 31.0 31.8 32.4 ~ [0C] 
Z Heat Flux at 0 
-
Sensor Surface 278.3 274.6 270.7 267.8 265.5 263.5 261.1 259.6 Eo< 
;;l [WJm'] CAL. 
e3 e.m.f.!!<Vl 5863.0 5788.0 5698.0 5634.0 5586.0 5541.0 5492.0 5455.0 DATA 
...l 
< U Sensitivity 21.1 21.1 21.0 21.0 21.0 21.0 21.0 21.0 21.041 !!<V/Wm-'] 
. 
Moment 1 2 3 4 5 6 7 8 
o~ RAD. 
~ Target Temp. 124.3 124.2 124.1 124.4 124.5 124.7 124.7 124.8 
.... [0C] 126.0 125.9 125.6 125.6 125.6 125.5 125.5 125.5 #1 11 
,,; Sensor Temp. ~ 30.6 32.6 34.4 36.2 38.0 39.2 40.2 41.0 
r>< rC] 
Eo< 
Z Heat Flux at 0 Sensor Surface 
-
430.9 424.4 417.7 413.2 408.0 404.6 401.4 399.2 Eo< [WIm'] ;;l CAL. 
e3 e.m.f.!!<Vl 
...l 
9002.0 8864.0 8736.0 8628.0 8538.0 8464.0 8398.0 8350.0 DATA 
< Sensitivity U 20.9 20.9 20.9 20.9 20.9 20.9 20.9 20.9 20.908 !!<VlWm-'] 
Table J.2 - Data Referent Calibration Process of Radiometer # 1 
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Moment 1 2 3 4 5 6 7 8 
" 
RAD. 
° Target Temp. 36.0 36.0 36.0 35.8 35.8 35.7 35.7 35.7 on 
'" rCl 35.8 35.7 35.7 35.5 35.6 35.5 35.5 35.5 #2 11 
~ Sensor Temp. 15.2 16.0 16.6 17.2 17.6 18.0 18.4 18.8 ~ [OCl 
Z Heat Flux at 0 
-
Sensor Surface 57.1 55.0 53.5 51.4 50.4 49.2 48.2 47.1 Eo< 
~ lW/m'] CAL. 
el e.m.f. [jN] 1224.0 1197.0 1164.0 1125.0 1104.0 1083.0 1060.0 1038.0 DATA 
'" ..: u Sensitivity 21.4 21.8 21.8 21.9 21.9 22.0 22.1 21.851 [j.LVIWm-'] 22.0 
Moment 1 2 3 4 5 6 7 8 I 
" Target Temp. 
RAD. 
° 65.6 65.7 65.7 65.7 65.8 65.9 65.9 65.8 on 
'0 
rCl 65.5 65.6 65.7 65.6 65.8 65.7 #2 11 65.7 65.8 
p; 
Sensor Temp. ~ 19.0 20.2 20.8 21.2 21.8 22.2 22.6 23.2 
Eo< rCl 
z Heat Flux at 0 
E:: Sensor Swface 152.0 149.2 147.9 146.5 145.3 144.8 144.0 141.7 
~ lW/m'] CAL. 
el e.mI.[j.LV] 3247.0 3218.0 3195.0 3174.0 3149.0 3131.0 3110.0 3062.0 DATA 
'" ..: u Sensitivity 21.4 21.6 21.6 21.7 21.7 21.6 21.6 21.588 [j.LVIWm-'] 21.6 
Moment 1 2 3 4 5 6 7 8 
0" RAD. 
'" 
Target Temp. 95.4 95.5 95.5 95.5 95.4 95.5 95.5 95.7 
'" [OCl 95.0 95.1 95.1 95.2 95.4 #2 11 95.0 95.1 95.3 
p; 
Sensor Temp. :; 23.2 24.2 25.2 26.0 25.8 27.6 28.2 28.8 ~ rCl 
z Heat Flux at 0 
-
Sensor Surface 276.9 274.4 271.8 269.7 270.2 265.5 264.1 263.2 Eo< 
~ lW/m'] CAL. 
el eml.[j.LV] 5873.0 5831.0 5776.0 5730.0 5682.0 5639.0 5609.0 5583.0 DATA 
'" C5 Sensitivity 21.2 21.2 21.2 21.2 21.0 21.2 21.2 21.2 21.209 [j.LVIWm-'l 
Moment 1 2 3 4 5 6 7 8 
0" RAD. ~ Target Temp. 125.3 125.4 125.4 125.3 125.3 125.3 125.2 125.2 
... rC] 125.6 125.7 125.7 125.8 125.7 125.8 125.8 125.9 #2 11 
p; Sensor Temp. :; 26.4 27.8 28.8 29.8 31.0 31.8 32.6 33.4 
~ rCl 
z Heat Flux at 0 Sensor Swface 
-
444.8 441.5 438.7 436.0 432.0 430.0 427.7 425.6 Eo< IW/m'] ~ CAL. 
el e.m.f.[j.LV] 
'" 
9193.0 9142.0 9092.0 9022.0 8933.0 8884.0 8826.0 8778.0 DATA 
..: Sensitivity u 20.7 20.7 20.7 20.7 20.7 20.7 20.6 20.6 20.674 [j.LVIWm-'l 
Table J.3 - Data Referent Calibration Process of Radiometer # 2 
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Table K.!- BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 1 - Part a 
TIC TEMP. [0C] 
1 129.1 
2 132.0 
B 3 131.2 
4 132.9 
0 
5 134.0 
X 6 126.2 
7 129.9 
1 8 132.2 
Avg. 130.9 
Sdv. 2.5 
9 95.0 
10 91.9 
11 87.8 
B 
12 92.2 
0 13 93.0 
X 14 89.7 
15 90.7 
2 16 95.0 
Avg. 91.9 
Sdv. 2.5 
17 48.8 
18 52.0 
19 52.0 
B 20 48.8 
0 21 51.3 
X 22 52.3 
23 -
3 24 -
25 -
Avg. 50.9 
Sdv. 1.6 
A vg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
<:> 31 
11 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
8 40 8 
<:> 41 ~ 
11 42 
'" 43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
<:> 49 
u 
~ 50 
51 
52 
Avg. 
Sdv. 
TEMP. [OC] TIC TEMP. ["Cl 
FR SR FR SR 
22.9 22.7 53 20.5 20.3 
21.2 20.6 54 19.9 19.5 
29.1 28.7 55 19.6 19.4 
25.9 25.9 
23.8 23.0 
~ 56 18.3 18.3 
<:> 57 17.7 17.7 
<'1 
20.8 20.6 <:> 58 18.4 18.4 ... 
21.0 21.0 
11 
~ 59 17.1 16.9 
22.1 21.9 60 17.6 17.4 
21.8 21.6 Avg. 18.6 
21.4 21.4 Sdv. 1.2 1.2 
22.9 61 20.1 19.9 
2.6 2.6 62 17.9 17.9 
22.2 21.8 63 19.6 19.2 
21.0 20.8 64 18.4 18.0 
22.1 21.7 65 19.5 19.3 
21.3 21.1 <:> 66 18.7 18.5 
u 
19.6 19.8 
'" 
67 17.5 17.3 
19.9 19.9 68 18.0 17.8 
20.0 19.6 69 18.4 18.4 
20.6 20.0 70 18.9 18.7 
19.6 19.4 Avg. 18.6 
20.6 Sdv. 0.8 0.8 
0.9 1.0 71 25.8 25.6 
24.3 23.7 72 23.4 23.4 
23.9 23.9 73 23.8 23.6 
23.0 23.2 
22.5 22.3 ~ 
74- 21.3 21.5 
75 22.7 22.9 <:> 
'" 21.2 20.8 '" 76 23.3 23.1 u 
21.8 21.4 
'" 
77 23.1 22.7 
20.7 20.5 78 25.4 25.0 
19.1 18.9 Avg. 23.5 
22.0 Sdv. 1.3 1.4 
1.8 I 1.7 RI 79 
R2 80 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 1 - Part a 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration 
Flux on Flux On 
Reading [It Vl Wall Temp. Temp. Factor Sensor Enclosure [OCl Surface Wall [OCl [itV /Wm·'] [W/m'] [W/m'] 
2 906.0 22.9 22.5 2 21.331 42.5 76.7 
3 1025.0 22.9 22.6 2 21.331 48.1 87.5 
4 1149.0 22.9 22.6 2 21.331 53.9 98.3 
5 1289.0 22.9 23.0 2 21.331 60.4 112.4 
6 1417.0 22.9 23.8 2 21.331 66.4 127.5 
7 1745.0 22.9 23.3 2 21.331 81.8 153.4 
8 1950.0 22.9 24.2 2 21.331 91.4 175.6 
9 2227.0 22.9 24.2 2 21.331 104.4 199.6 
10 2705.0 22.9 24.3 2 21.331 126.8 241.5 
11 3202.0 22.9 25.2 2 21.331 150.1 289.1 
- -
- - - - - -
26 3032.0 22.9 26.6 1 21.136 143.5 284.0 
27 2591.0 22.9 24.6 1 21.136 122.6 235.2 
28 2161.0 22.9 24.0 1 21.136 102.2 194.6 
29 1867.0 22.9 24.5 1 21.136 88.3 171.4 
30 1610.0 22.9 23.4 1 21.136 76.2 143.5 
31 1455.0 22.9 22.5 1 21.136 68.8 125.4 
32 1225.0 22.9 22.5 1 21.136 58.0 105.3 
33 1137.0 22.9 22.5 1 21.136 53.8 97.6 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.2 - Heat Flux Reading and Calculating Data Referent Test 1 : Part a 
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Table K.3· BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 1 - Part b 
TIC TEMP. ['C) 
1 129.8 
2 131.0 
B 3 129.7 
4 132.2 
0 
5 133.7 
X 6 126.3 
7 130.0 
1 8 132.0 
Avg. 130.6 
Sdv. 2.2 
9 96.5 
10 93.5 
11 89.4 
B 
12 93.7 
0 13 94.9 
X 14 92.3 
15 91.7 
2 16 96.2 
Avg. 93.5 
Sdv. 2.4 
17 50.2 
18 54.1 
19 54.0 
B 20 50.5 
0 21 53.3 
X 22 55.0 
23 · 
3 24 · 
25 · 
Avg. 52.9 
Sdv. 2.0 
Avg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
<:> 31 
" 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
El 40 El 
<:> 41 N 
.... 
" 
42 
'" 43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
<:> 49 
11 
.. 50 
51 
52 
Avg. 
Sdv. 
TEMP. ['C) TIC TEMP. ['C) 
FR SR FR SR 
20.9 21.5 53 19.7 20.4 
19.0 19.8 54 19.0 19.8 
19.3 20.1 55 19.3 20.0 
20.5 20.9 
21.3 22.0 
~ 56 18.2 19.0 
<:> 57 18.0 18.4 
N 
18.5 19.5 <:> 58 19.2 19.0 .... 
18.5 19.6 " 59 18.1 18.1 .. 
19.3 20.5 60 18.6 18.4 
19.3 20.3 Avg. 18.9 
18.8 20.0 Sdv. 0.6 0.8 
20.0 61 22.0 21.7 
1.0 0.8 62 19.3 18.9 
19.7 20.7 63 21.8 21.1 
18.5 19.7 64 19.4 19.2 
20.0 20.9 65 20.7 20.1 
19.3 20.3 <:> 66 19.0 19.0 
" 18.3 19.2 
'" 
67 17.4 18.1 
18.1 19.0 68 17.8 18.4 
18.0 19.0 69 18.0 18.6 
18.3 19.3 70 17.9 18.8 
17.7 18.7 Avg. 19.4 
19.2 Sdv. 1.7 1.2 
0.8 0.8 71 24.7 25.3 
21.5 22.3 72 21.5 22.5 
21.4 22.3 73 22.3 23.0 
21.1 22.0 
20.7 21.4 ~ 74- 19.2 20.4 75 20.9 21.8 <:> 
19.3 20.2 '" \C 76 20.8 21.6 11 
19.9 20.4 
'" 
77 20.6 22.0 
19.1 20.0 78 23.1 24.1 
18.0 19.0 Avg. 22.1 
20.6 Sdv. 1.7 1.5 
1.3 I 1.2 RI 79 
R2 80 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 1 - Part b 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Snrface Sensor Calibration Flux on Flux on Reading [itV] Wall Temp. Temp. Factor Sensor Enclosure [0C] Surface Wall [0C] [itV tWm"] [Wtm'] [Wtm'] 
2 1124.0 20.0 21.1 2 21.331 52.7 102.9 
3 1170.0 20.0 21.1 2 21.331 54.8 106.9 
4 1244.0 20.0 21.3 2 21.331 58.3 114.3 
5 1309.0 20.0 21.3 2 21.331 61.4 119.9 
6 1362.0 20.0 21.2 2 21.331 63.9 124.0 
7 1468.0 20.0 21.3 2 21.331 68.8 133.7 
8 1530.0 20.0 21.4 2 21.331 71.7 139.6 
9 1640.0 20.0 21.5 2 21.331 76.9 149.6 
10 1762.0 20.0 21.6 2 21.331 82.6 160.6 
11 1866.0 20.0 21.6 2 21.331 87.5 169.6 
12 2083.0 20.0 21.9 2 21.331 97.7 189.9 
13 2637.0 20.0 18.7 2 21.331 123.6 222.4 
14 3039.0 20.0 18.9 2 21.331 142.5 258.1 
15 3396.0 20.0 18.6 2 21.331 159.2 287.6 
16 3598.0 20.0 18.4 2 21.331 168.7 304.1 
17 3668.0 20.0 19.2 2 21.331 172.0 314.0 
18 3650.0 20.0 19.5 1 21.136 172.7 316.8 
19 3648.0 20.0 19.3 1 21.136 172.6 315.7 
20 3574.0 20.0 19.6 1 21.136 169.1 310.7 
21 3464.0 20.0 19.6 1 21.136 163.9 301.1 
22 3261.0 20.0 19.6 1 21.136 154.3 283.3 
23 2867.0 20.0 20.3 1 21.136 135.6 252.3 
24 2386.0 20.0 19.9 1 21.136 112.9 208.3 
25 2015.0 20.0 19.2 1 21.136 95.3 172.5 
26 1715.0 20.0 21.4 1 21.136 81.1 156.9 
27 1605.0 20.0 21.0 1 21.136 75.9 145.4 
28 1506.0 20.0 20.7 1 21.136 71.3 135.3 
29 1382.0 20.0 20.6 1 21.136 65.4 123.9 
30 1244.0 20.0 20.5 1 21.136 58.9 111.4 
31 1188.0 20.0 20.1 1 21.136 56.2 104.6 
32 1087.0 20.0 20.0 1 21.136 51.4 95.2 
33 1009.0 20.0 20.3 1 21.136 47.7 89.9 
Note: Net heat flux on enclosure waIl calculated following approach presented in Section 5.4, 
Equation 5.7 
Table KA - Heat Flux Reading and Calculating Data Referent Test 1 - Part b 
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Table K.5 • BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 1 - Part c 
TIC TEMP. ["Cl 
1 129.4 
2 130.9 
B 3 129.0 
4 131.7 
0 5 134.3 
X 6 126.9 
7 129.1 
1 8 131.3 
Avg. 130.3 
Sdv. 2.2 
9 92.2 
10 90.3 
11 86.4 
B 
12 88.9 
0 13 90.1 
X 14 87.9 
15 86.3 
2 16 90.3 
Avg. 89.1 
Sdv. 2.1 
17 46.7 
18 49.8 
19 50.0 
B 20 46.9 
0 21 49.0 
X 22 50.8 
23 . 
3 24 -
2S -
Avg. 48.9 
Sdv. 1.7 
A vg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
Q 31 
11 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
§ 40 
Q 41 N 
l"-
II 42 
'" 43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
Q 49 
11 
>; 50 
51 
52 
Avg. 
Sdv. 
TEMP. ["C] TIC TEMP. ["Cl 
FR SR FR SR 
19.4 19.1 53 17.3 17.4 
17.6 17.3 54 16.0 16.0 
17.3 17.0 55 16.1 16.0 
18.1 17.9 
19.6 19.3 
§ 56 15.0 15.0 
Q 57 14.7 14.5 
N 
17.0 16.8 Q 58 16.0 16.0 ..... 
17.0 16.9 11 >; 59 14.8 14.7 
17.7 17.7 60 15.6 15.4 
17.8 17.9 Avg. 15.7 
17.4 17.5 Sdv. 0.9 0.9 
17.8 61 19.0 18.9 
0.9 0.9 62 16.4 16.3 
18.3 17.9 63 18.9 18.9 
17.4 17.0 64 16.4 16.4 
18.7 18.6 65 17.9 17.8 
18.3 18.1 Q 66 16.3 16.3 
16.8 17.0 
11 
.., 67 15.0 14.8 
15.7 15.7 68 15.3 15.2 
15.7 15.6 69 15.4 15.4 
16.0 16.0 70 15.6 15.5 
15.4 15.4 Avg. 16.6 
16.9 Sdv. 1.5 1.5 
1.3 1.2 71 22.5 22.0 
19.7 17.2 72 19.4 19.2 
20.0 18.4 73 20.1 19.9 
19.5 19.2 
18.8 18.6 
74 - 17.2 17.0 § 
75 18.4 18.4 Q 
17.4 17.3 
.... 
'.c> 76 17.0 16.5 
11 
18.1 18.0 .., 77 18.3 18.3 
17.2 17.0 78 20.8 20.6 
16.0 15.9 Avg. 19.1 
18.0 Sdv. 1.9 1.8 
1.4 I 1.1 RI 79 
R2 80 
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RADIA TIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 1 - Part c 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration Flux on Flnxon 
Reading [IL V] Wall Temp. Temp. Factor Sensor Enclosure lOCI [0C] [ILV /Wm·2] Surface Wall [W/m2] [W/m2] 
2 1182.0 17.8 19.7 2 21.331 55.4 111.2 
3 1220.0 17.8 19.5 2 21.331 57.2 113.5 
4 1240.0 17.8 19.6 2 21.331 58.1 115.7 
5 1252.0 17.8 20.0 2 21.331 58.7 118.7 
6 1264.0 17.8 20.1 2 21.331 59.3 120.2 
7 1270.0 17.8 20.0 2 21.331 59.5 120.3 
8 1227.0 17.8 20.0 2 21.331 57.5 116.5 
9 1208.0 17.8 19.9 2 21.331 56.6 114.4 
10 1191.0 17.8 19.7 2 21.331 55.8 112.0 
11 1198.0 17.8 19.7 2 21.331 56.2 112.6 
12 1215.0 17.8 19.7 2 21.331 57.0 114.0 
13 1246.0 17.8 19.3 2 21.331 58.4 114.8 
14 1258.0 17.8 19.7 2 21.331 59.0 117.8 
15 1266.0 17.8 19.9 2 21.331 59.4 119.4 
16 1258.0 17.8 19.9 2 21.331 59.0 118.5 
17 1289.0 17.8 18.6 1 21.136 61.0 116.2 
18 1285.0 17.8 18.6 1 21.136 60.8 115.9 
19 1310.0 17.8 18.2 1 21.136 62.0 116.1 
20 1285.0 17.8 18.4 1 21.136 60.8 114.9 
21 1254.0 17.8 18.3 1 21.136 59.3 111.7 
22 1182.0 17.8 18.8 1 21.136 55.9 107.8 
23 1125.0 17.8 18.7 1 21.136 53.2 102.4 
24 1056.0 17.8 19.3 1 21.136 50.0 99.2 
25 1009.0 17.8 18.9 1 21.136 47.7 93.2 
26 938.0 17.8 19.0 1 21.136 44.4 87.4 
27 890.0 17.8 18.8 1 21.136 42.1 82.3 
28 850.0 17.8 18.7 1 21.136 40.2 78.1 
29 799.0 17.8 18.7 1 21.136 37.8 73.9 
30 779.0 17.8 18.5 1 21.136 36.9 71.2 
31 773.0 17.8 18.3 1 21.136 36.6 69.5 
32 746.0 17.8 18.3 1 21.136 35.3 67.1 
33 718.0 17.8 18.1 1 21.136 34.0 63.9 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5A, 
Equation 5.7 
Table K,6 - Heat Flux Reading and Calculating Data Referent Test 1 - Part c 
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Table K.7· BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 1 - Part d 
TIC TEMP. [0C] 
1 129.6 
2 130.5 
B 3 127.7 
4 130.5 
0 5 133.3 
X 6 125.3 
7 127.1 
1 8 128.9 
Avg. 129.1 
Sdv. 2.5 
9 92.5 
10 89.6 
11 85.5 
B 
12 89.7 
0 13 90.9 
X 14 88.5 
15 88 
2 16 92.2 
Avg. 89.6 
Sdv. 2.3 
17 46.7 
18 50.5 
19 50.6 
B 20 47 
0 21 49.9 
X 22 51.5 
23 · 
3 24 · 
25 · 
Avg. 49.4 
Sdv. 2.0 
Avg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
<::> 31 
11 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
El 40 El 
<::> 41 
'" .... 
11 42 
'" 43 
44 
Avg. 
Sdv. 
4S 
46 
47 
48 
<::> 49 
11 
>! 50 
51 
52 
Avg. 
Sdv. 
TEMP. [0C] TIC TEMP. [0C] 
FR SR FR SR 
17.4 17.7 53 16.4 14.0 
15.6 15.4 54 15.9 13.3 
15.5 15.6 55 16.0 13.5 
16.3 16.2 
17.6 17.6 
§ 56 15.1 12.7 
<::> 57 14.8 12.5 
'" 15.2 15.1 <::> 58 15.7 13.7 .... 
15.2 15.2 11 59 15.0 12.7 >! 
16.0 15.7 60 15.2 13.1 
15.9 15.9 Avg. 14.4 
15.6 15.6 Sdv. 0.6 0.5 
16.0 61 18.5 16.7 
0.8 0.9 62 16.0 14.1 
15.5 16.1 63 18.0 16.3 
15.0 15.2 64 16.0 14.0 
16.3 16.4 65 17.1 15.5 
15.8 16.1 <::> 66 15.6 14.2 
11 
14.5 15.0 N 67 14.1 12.9 
15.0 13.9 68 14.2 13.0 
15.0 13.9 69 14.4 13.2 
15.2 14.0 70 14.5 13.5 
14.8 13.6 Avg. 15.1 
15.1 Sdv. 1.6 1.4 
0.6 1.1 . 71 21.0 20.8 
19.3 17.8 72 18.2 17.5 
19.4 18.0 73 18.7 18.4 
18.4 17.7 
17.6 16.5 
§ 74- 16.0 15.1 
75 17.0 16.7 <::> 
16.1 15.0 '" 
"" 
76 17.5 15.2 
11 
16.6 15.3 N 77 17.2 16.4 
16.0 14.3 78 20.0 18.9 
14.8 12.7 Avg. 17.8 
16.7 Sdv. 1.7 1.9 
1.7T 1.9 RI 79 
R2 80 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 1 - Part d (x =0) 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosnre Surface Sensor Calibration Flux on Flux on Reading [Il V] Wall Temp. Temp. Factor Sensor Enclosure [OC] [0C] lllV /Wm"] Surface Wall lW/m'] lW/m'] 
2 1662.0 16.7 16.9 1 21.136 78.6 146.4 
3 1691.0 16.7 16.9 1 21.136 80.0 149.0 
4 1745.0 16.7 16.7 1 21.136 82.6 152.7 
5 1835.0 16.7 15.6 1 21.136 86.8 155.5 
6 1852.0 16.7 16.2 1 21.136 87.6 159.8 
7 1877.0 16.7 15.8 1 21.136 88.8 160.1 
8 1880.0 16.7 16.0 1 21.136 88.9 161.3 
9 1895.0 16.7 15.6 1 21.136 89.7 160.7 
10 1904.0 16.7 15.7 1 21.136 90.1 162.0 
11 1923.0 16.7 15.3 1 21.136 91.0 161.8 
12 1900.0 16.7 15.4 1 21.136 89.9. 160.3 
13 1887.0 16.7 15.4 2 21.331 88.5 157.6 
14 1825.0 16.7 15.8 2 21.331 85.6 154.1 
15 1790.0 16.7 15.9 2 21.331 83.9 151.5 
16 1711.0 16.7 16.0 2 21.331 80.2 145.1 
17 1692.0 16.7 15.8 2 21.331 79.3 142.6 
18 1640.0 16.7 16.2 2 21.331 76.9 139.9 
19 1602.0 16.7 16.0 2 21.331 75.1 135.7 
20 1528.0 16.7 16.5 2 21.331 71.6 131.6 
21 1486.0 16.7 17.1 2 21.331 69.7 130.8 
22 1355.0 16.7 18.0 2 21.331 63.5 123.7 
23 1339.0 16.7 17.7 2 21.331 62.8 120.9 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.8 - Heat Flux Reading and Calculating Data Referent Test 1 - Part d (x = 0) 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 1 • Part d (x = lO20mm) 
Sensor Sensor Ne! Hea! Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration 
Flux on Flux on 
Reading [/l V] Wall Temp. Temp. Factor Sensor Enclosure fOCI Surface Wall [OCl [/lV/Wm·2] [W/m2] [W/m2] 
2 1861.0 14.4 16.3 1 21.136 88.0 171.6 
3 1902.0 14.4 16.5 1 21.136 90.0 176.1 
4 1961.0 14.4 16.2 1 21.136 92.8 179.9 
5 2012.0 14.4 15.5 1 21.136 95.2 181.1 
6 2002.0 14.4 15.3 1 21.136 94.7 179.3 
7 1986.0 14.4 15.0 1 21.136 94.0 176.5 
8 1948.0 14.4 15.0 1 21.136 92.2 173.2 
9 1878.0 14.4 16.0 2 21.331 88.0 170.2 
10 1844.0 14.4 15.6 2 21.331 86.4 165.4 
11 1792.0 14.4 16.1 2 21.331 84.0 163.2 
12 1795.0 14.4 15.9 2 21.331 84.1 162.6 
13 1829.0 14.4 16.8 2 21.331 85.7 169.7 
14 1879.0 14.4 16.8 2 21.331 88.1 174.0 
15 1879.0 14.4 17.4 2 21.331 88.1 176.8 
16 1877.0 14.4 16.7 2 21.331 88.0 173.4 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.9 . Heat Flux Reading and Calculating Data Referent Test 1 . Part d (x = 1020mm) 
Appendix K· Temperature, Voltage and Heat Flux Data Acquisition Results 311 
Table K.I0· BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 1 - Part e 
TIC TEMP. ['Cl 
1 129.8 
2 130.7 
B 3 128.0 
4 130.1 
0 5 133.4 
X 6 126.1 
7 129.3 
1 8 131.2 
Avg. 129.8 
Sdv. 2.2 
9 91.3 
10 89.3 
11 85.3 
B 
12 88.6 
0 13 89.8 
X 14 87.5 
15 86.2 
2 16 90.4 
Avg. 88.6 
Sdv. 2.1 
17 47.0 
18 50.3 
19 50.4 
B 20 47.0 
0 21 49.3 
X 22 51.0 
23 . 
3 24 -
25 -
Avg. 49.2 
Sdv. 1.8 
A vg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
"" 
31 
11 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
~ 40 
"" 41 N 
.... 
11 42 
'" 43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
"" 
49 
11 
" 
50 
51 
52 
Avg. 
Sdv. 
TEMP. ['Cl TIC TEMP. ['Cl 
FR SR FR SR 
19.7 17.2 53 17.7 15.2 
17.7 15.5 54 16.7 14.1 
17.5 15.1 55 16.7 14.1 
18.5 16.1 
19.9 17.8 
~ 56 15.7 13.0 
"" 
57 15.3 12.7 
N 
17.3 15.1 "" 58 16.6 14.0 ..... 
17.3 15.0 11 
" 
59 15.4 12.9 
18.1 15.7 60 16.0 13.6 
18.0 15.8 Avg. 15.0 
17.7 15.4 Sdv. 0.8 0.8 
17.0 61 19.6 17.1 
0.9 0.9 62 17.0 14.7 
18.4 15.8 63 19.3 16.9 
17.4 15.0 64 17.0 15.7 
18.8 16.1 65 18.3 16.0 
18.1 15.8 
"" 
66 16.7 14.6 
11 
16.9 14.6 .., 67 15.1 13.1 
16.5 13.6 68 15.6 13.5 
16.3 13.6 69 15.8 13.7 
16.7 14.0 70 15.7 13.7 
15.9 13.2 Avg. 16.0 
15.9 Sdv. 1.6 1.4 
1.0 1.1 71 22.7 20.2 
20.1 17.7 72 19.5 17.2 
20.3 18.0 73 20.3 18.2 
19.9 17.2 e 74 
- 17.1 15.1 
19.1 16.4 e 75 18.7 16.4 
"" 17.8 15.2 '" le 76 19.0 15.0 11 
18.4 15.9 .., 77 18.6 16.3 
17.4 15.0 78 21.0 18.8 
16.3 13.8 Avg. 18.4 
17.4 Sdv. 1.7 1.8 
1.4 1.5 RI 79 
R2 80 
Appendix K· Temperature, Voltage and Heat Flux Data Acquisition Results 312 
RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 1 - Part e 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration Flux on Flux on Reading [itV] Wall Temp. Temp. Factor Sensor Enclosure [OC] Surface Wall [0C] [IlV I Wm"] lW/m'] [W/m'] 
2 1479.0 15.9 16.8 2 21.331 69.3 132.0 
3 1511.0 15.9 17.3 2 21.331 70.8 137.2 
4 1576.0 15.9 16.7 2 21.331 73.9 140.0 
5 1582.0 15.9 17.0 2 21.331 74.2 141.9 
6 1612.0 15.9 16.2 2 21.331 75.6 140.8 
7 1615.0 15.9 16.2 2 21.331 75.7 141.0 
8 1603.0 15.9 15.7 2 21.331 75.1 137.7 
9 1614.0 15.9 15.3 2 21.331 75.7 136.8 
10 1594.0 15.9 15.4 2 21.331 74.7 135.5 
11 1576.0 15.9 15.6 2 21.331 73.9 134.9 
12 1604.0 15.9 15.5 2 21.331 75.2 136.8 
13 1625.0 15.9 15.5 2 21.331 76.2 138.6 
14 1615.0 15.9 15.6 2 21.331 75.7 138.2 
15 1625.0 15.9 15.8 2 21.331 76.2 139.8 
16 1742.0 15.9 15.2 1 21.136 82.4 148.8 
17 1757.0 15.9 15.4 1 21.136 83.1 151.0 
18 1742.0 15.9 15.1 1 21.136 82.4 148.3 
19 1769.0 15.9 15.3 1 21.136 83.7 151.4 
20 1758.0 15.9 15.3 1 21.136 83.2 150.6 
21 1758.0 15.9 15.3 1 21.136 83.2 150.4 
22 1792.0 15.9 15.1 1 21.136 84.8 152.7 
23 1826.0 15.9 15.5 1 21.136 86.4 157.5 
24 1876.0 15.9 15.5 1 21.136 88.8 161.9 
25 1953.0 15.9 15.2 1 21.136 92.4 167.2 
26 2027.0 15.9 15.3 1 21.136 95.9 174.1 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.11 - Heat Flux Reading and Calculating Data Referent Test 1 - Part e 
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Table K.12 - BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 2 
TIC TEMP. [OCl 
1 50.7 
2 51.6 
B 3 51.1 
4 51.8 
0 5 51.9 
X 6 50.4 
7 50.7 
1 8 51.9 
Avg. 51.3 
Sdv. 0.6 
9 136.6 
10 132.7 
11 126.9 
B 
12 131.9 
0 13 134.5 
X 14 130.0 
15 128.7 
2 16 135.1 
Avg. 132.1 
Sdv. 3.3 
17 83.8 
18 94.1 
19 95.6 
B 20 85.0 
0 21 92.2 
X 22 95.7 
23 -
3 24 -
25 -
Avg. 91.1 
Sdv. 5.3 
A vg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
.. 31 
11 
.... 32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 § 40 
.. 41 N 
.... 
11 42 
.... 
43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
.. 49 
11 
" 
50 
51 
52 
Avg. 
Sdv. 
TEMP.[OCl TIC TEMP. [OCl 
FR SR FR SR 
16.2 16.5 53 20.3 20.7 
16.3 16.4 54 17.2 17.2 
15.2 15.4 55 19.0 19.0 
16.2 16.4 
16.2 16.5 
§ 56 16.2 16.0 
.. 57 15.5 15.4 
N 
16.2 16.5 .. 58 15.4 15.4 .... 
16.9 17.3 
11 
" 
59 14.6 14.6 
17.4 17.8 60 14.8 14.8 
18.0 18.2 Avg. 16.6 
17.4 17.6 Sdv. 2.1 2.2 
16.7 61 15.9 16.1 
0.8 0.8 62 15.6 15.8 
19.7 19.9 63 15.8 16.0 
17.4 17.6 64 16.0 16.0 
20.6 21.0 65 15.3 15.3 
18.8 19.3 .. 66 15.0 15.0 
11 
18.8 18.8 
'" 
67 15.7 15.7 
16.2 16.5 68 15.9 15.8 
16.1 16.3 69 16.2 16.2 
16.1 16.3 70 16.5 16.6 
15.8 16.0 Avg. 15.8 
17.8 Sdv. 0.4 0.5 
1.8 1.8 71 27.7 27.5 
21.0 21.6 72 21.2 21.1 
20.0 20.4 73 25.0 25.0 
21.7 22.0 
20.8 21.2 
§ 74- 19.8 19.8 
75 23.4 23.6 .. 
"l 
18.3 18.6 \C 76 16.7 16.6 
11 
17.3 17.7 
'" 
77 21.8 21.8 
16.5 16.8 78 17.4 17.4 
16.5 16.8 Avg. 21.6 
19.2 Sdv. 3.7 3.7 
2.1 I 2.2 RI 79 
R2 80 
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RADlATlVE HEAT FLUX READING AND CALCULATION DATA 
TEST 2 
- Y =0 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration 
Flux on Flux on 
Reading [11 V] Wall Temp. Temp. Factor Sensor Enclosure [OC] [0C] [IlV I Wm"] Surface Wall [W/m'] [W/m'] 
2 1436.0 16.7 17.3 2 21.331 67.3 126.9 
3 1457.0 16.7 17.6 2 21.331 68.3 130.2 
4 1468.0 16.7 17.6 2 21.331 68.8 131.1 
5 1474.0 16.7 17.5 2 21.331 69.1 131.2 
6 1463.0 16.7 17.9 2 21.331 68.6 132.1 
7 1471.0 16.7 17.4 2 21.331 69.0 130.4 
8 1437.0 16.7 17.7 2 21.331 67.4 128.9 
9 1432.0 16.7 17.3 2 21.331 67.1 126.6 
10 1437.0 16.7 17.3 2 21.331 67.4 127.0 
11 1451.0 16.7 17.0 2 21.331 68.0 126.8 
12 1482.0 16.7 17.1 2 21.331 69.5 129.7 
13 1574.0 16.7 16.5 2 21.331 73.8 135.1 
14 1679.0 16.7 16.7 2 21.331 78.7 144.9 
15 1747.0 16.7 16.2 2 21.331 81.9 148.7 
16 1776.0 16.7 16.5 2 21.331 83.3 152.4 
17 1781.0 16.7 16.2 1 21.136 84.3 153.1 
18 1774.0 16.7 16.2 1 21.136 83.9 152.5 
19 1762.0 16.7 16.1 1 21.136 83.4 151.0 
20 1732.0 16.7 16.5 1 21.136 81.9 150.0 
21 1714.0 16.7 16.3 1 21.136 81.1 147.5 
22 1664.0 16.7 . 16.7 1 21.136 78.7 145.2 
23 1612.0 16.7 16.7 1 21.136 76.3 140.6 
24 1498.0 16.7 17.0 1 21.136 70.9 132.1 
25 1406.0 16.7 16.9 1 21.136 66.5 123.6 
26 1341.0 16.7 17.3 1 21.136 63.4 119.8 
27 1332.0 16.7 17.1 1 21.136 63.0 117.8 
28 1303.0 16.7 17.2 1 21.136 61.6 116.0 
29 1276.0 16.7 17.1 1 21.136 60.4 113.2 
30 1254.0 16.7 17.4 1 21.136 59.3 112.6 
31 1264.0 16.7 16.8 1 21.136 59.8 110.7 
32 1236.0 16.7 17.2 1 21.136 58.5 110.1 
33 1245.0 16.7 17.0 1 21.136 58.9 110.0 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.l3 - Heat Flux Reading and Calculating Data Referent Test 2 (y = 0) 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 2 . X= 1020 mm 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosnre Surface Sensor Calibration Flux on Flux on Reading I~ V] Wall Temp. Temp. Factor Sensor Enclosure 1°C] 1°C] I~V /Wm"] Surface Wall lW/m'] lW/m'] 
2 881.0 16.6 16.1 1 21.136 41.7 74.2 
3 906.0 16.6 15.9 1 21.136 42.9 75.7 
4 949.0 16.6 16.1 1 21.136 44.9 80.1 
5 1022.0 16.6 15.5 1 21.136 48.4 84.0 
6 )050.0 16.6 16.1 1 21.136 49.7 89.0 
7 1120.0 16.6 15.9 1 21.136 53.0 94.4 
8 1201.0 16.6 16.1 1 21.136 56.8 102.2 
9 1269.0 16.6 16.6 2 21.331 59.5 109.7 
10 1375.0 16.6 16.8 2 21.331 64.5 119.5 
11 1493.0 16.6 17.0 2 21.331 70.0 130.9 
12 1606.0 16.6 17.1 2 21.331 75.3 140.9 
13 1849.0 16.6 17.5 2 21.331 86.7 164.1 
14 2042.0 16.6 17.9 2 21.331 95.7 182.7 
15 2196.0 16.6 19.1 2 21.331 102.9 201.8 
16 2262.0 16.6 20.0 2 21.331 106.0 211.8 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.14 - Heat Flux Reading and Calculating Data Referent Test 2 (x= 1020mm) 
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Table K.lS - BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 3 
TIC TEMP. [OCl 
1 50.0 
2 50.9 
B 3 50.4 
4 51.1 
0 5 51.5 
X 6 49.8 
7 49.9 
1 8 51.0 
Avg. 50.6 
Sdv. 0.6 
9 134.9 
10 130.8 
11 124.6 
B 
12 130.1 
0 13 132.3 
X 14 127.7 
15 127.0 
2 16 133.0 
Avg. 130.1 
Sdv. 3.4 
17 83.1 
18 93.6 
19 95.1 
B 20 83.9 
0 21 91.0 
X 22 95.7 
23 · 
3 24 · 
25 · 
Avg. 90.4 
Sdv. 5.6 
A vg. = Average 
Sdv. = Standard Deviation 
FR = First Reading 
SR = Second Reading 
TIC 
26 
27 
28 
29 
30 
<:> 31 
11 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
~ 40 
<:> 41 
'" t--11 42 
'" 43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
<:> 49 
11 
>< 50 
51 
52 
Avg. 
Sdv. 
TEMP.[°C] TIC TEMP. ['C] 
FR SR FR SR 
14.1 13.9 53 17.4 17.2 
14.1 13.9 54 14.4 14.1 
12.8 12.6 55 16.2 15.8 
13.9 13.5 
13.8 13.6 
~ 56 13.2 12.9 
<:> 57 12.3 11.9 
'" 13.6 13.5 <:> 58 12.6 12.2 .... 
14.5 14.3 
11 
" 
59 12.0 11.5 
15.0 15.0 60 12.0 11.6 
14.3 14.2 Avg. 13.6 
14.1 14.0 Sdv. 2.1 2.1 
13.9 61 13.2 12.8 
0.6 0.6 62 13.0 12.5 
17.2 17.0 63 13.3 12.9 
15.0 14.8 64 13.2 12.8 
18.2 18.1 65 12.8 12.4 
16.3 16.3 <:> 66 12.6 12.2 
11 
16.4 16.6 » 67 13.2 12.8 
14.2 14.1 68 13.4 13.0 
14.0 14.0 69 13.8 13.3 
14.0 14.0 70 14.2 13.9 
13.6 13.6 Avg. 13.1 
15.4 Sdv. 0.5 0.5 
1.6 1.6 71 25.4 24.9 
17.9 17.8 72 18.9 18.6 
16.8 16.6 73 21.2 20.5 
19.4 19.2 
18.5 18.4 ~ 74- 17.1 16.6 75 21.4 21.3 <:> 
15.9 15.8 ~ 76 14.6 14.4 
11 
14.4 14.4 » 77 19.8 19.7 
13.8 13.9 78 15.3 15.0 
13.7 13.5 Avg. 19.0 
16.3 Sdv. 3.6 3.5 
2.2 l 2.2 RI 79 
R2 80 
Appendix K - Temperature, Voltage and Heat Flux Data Acquisition Results 317 
RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 3 
- Y = 0 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration Flux on Flux on Reading [~V] Wall Temp. Temp. Factor Sensor Enclosure [0C] Surface Wall 
roC] [~V I Wm"] [W/m'] [W/m'] 
2 1070.0 13.9 14.8 2 21.331 50.2 96.5 
3 1089.0 13.9 14.7 2 21.331 51.1 97.7 
4 1106.0 13.9 14.8 2 21.331 51.8 99.7 
S 1135.0 13.9 14.5 2 21.331 53.2 100.8 
6 1160.0 13.9 14.9 2 21.331 54.4 104.6 
7 1192.0 13.9 14.5 2 21.331 55.9 105.5 
8 1200.0 13.9 14.8 2 21.331 56.3 107.8 
9 1213.0 13.9 14.7 2 21.331 56.9 108.5 
10 1268.0 13.9 14.3 2 21.331 59.4 111.2 
11 1300.0 13.9 14.5 2 21.331 60.9 114.9 
12 1355.0 13.9 14.2 2 21.331 63.5 118.2 
13 1464.0 13.9 14.1 2 21.331 68.6 127.5 
14 1592.0 13.9 13.7 2 21.331 74.6 136.7 
15 1685.0 13.9 14.0 2 21.331 79.0 146.1 
16 1757.0 13.9 13.7 2 21.331 82.4 151.0 
17 1769.0 13.9 14.0 2 21.331 82.9 153.4 
18 1780.0 13.9 14.0 2 21.331 83,4 154.4 
19 1792.0 13.9 13.8 1 21.136 84.8 155.7 
20 1777.0 13.9 14.0 1 21.136 84.1 155.3 
21 1768.0 13.9 14.1 1 21.136 83.6 155.2 
22 1767.0 13.9 14.0 1 21.136 83.6 154.7 
23 1707.0 13.9 14.5 1 21.136 80.8 151.5 
24 1620.0 13.9 14,4 1 21.136 76.6 143.6 
2S 1551.0 13.9 14.7 1 21.136 73,4 138.7 
26 1504.0 13.9 14.9 1 21.136 71.2 135.5 
27 1475.0 13.9 14.9 1 21.136 69.8 133.2 
28 1445.0 13.9 14.9 1 21.136 68,4 130,4 
29 1396.0 13.9 14.8 1 21.136 66.0 125.9 
30 1351.0 13.9 14.9 1 21.136 63.9 122,4 
31 1308.0 13.9 14.7 1 21.136 61.9 117.5 
32 1259.0 13.9 15.0 1 21.136 59.6 114.8 
33 1250.0 13.9 14.9 1 21.136 59.1 113.6 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5,4, 
Equation 5.7 
Table K.l6 - Heat Flux Reading and Calculating Data Referent Test 3 (y = 0) 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 3 
-
X= 1020 mm 
Sensor Sensor Net Heat Net Heat 
Cen Voltage Enclosure Surface Sensor Calibratiou Flux on Flux on Reading [IlV] Wall Temp. Temp. Factor Sensor Enclosure 
lOCI Surface Wall [0C] [IlV /Wm·2] [W/m2] [W/m2] 
2 875.0 13.6 13.4 1 21.136 41.4 75.6 
3 903.0 13.6 13.8 1 21.136 42.7 80.1 
4 967.0 13.6 13.3 1 21.136 45.8 83.2 
5 1034.0 13.6 13.1 1 21.136 48.9 88.3 
6 1083.0 13.6 13.1 1 21.136 51.2 92.4 
7 1144.0 13.6 13.5 1 21.136 54.1 99.5 
8 1223.0 13.6 13.1 1 21.136 57.9 104.9 
9 1281.0 13.6 13.9 2 21.331 60.1 112.3 
10 1387.0 13.6 14.0 2 21.331 65.0 122.1 
11 1541.0 13.6 14.0 2 21.331 72.2 4.6 
12 1720.0 13.6 14.1 2 21.331 80.6 5.2 
13 1932.0 13.6 13.7 2 21.331 90.6 5.7 
14 2132.0 13.6 14.8 2 21.331 99.9 6.5 
15 2290.0 13.6 15.2 2 21.331 107.4 7.1 
16 2324.0 13.6 17.0 2 21.331 108.9 7.4 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.17 - Heat Flux Reading and Calculating Data Referent Test 3 (x= 1020nun) 
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Table K.18· BOXES AND ENCLOSURE SURFACE TEMPERATURE READINGS 
TEST 4 
TIC TEMP. [OC] 
1 51.0 
2 51.9 
B 3 51.8 
4 50.7 
0 5 -
X 6 -
7 51.4 
1 8 51.9 
Avg. 51.5 
Sdv. 0.5 
9 136.4 
10 132.2 
11 126.3 
B 
12 132.0 
0 13 134.1 
X 14 129.3 
15 128.9 
2 16 134.6 
Avg. 131.7 
Sdv. 3.4 
17 84.1 
18 94.0 
19 95.7 
B 20 85.0 
0 21 92.0 
X 22 95.8 
23 
3 24 
25 
Avg. 91.1 
Sdv. 5.3 
A vg. ~ Average 
Sdv. ~ Standard Deviation 
FR '" First Reading 
SR '" Second Reading 
TIC 
26 
27 
28 
29 
30 
<:> 31 
11 
'" 
32 
33 
34 
35 
Avg. 
Sdv. 
36 
37 
38 
39 
~ 40 
<:> 41 M 
t-
11 42 
'" 43 
44 
Avg. 
Sdv. 
45 
46 
47 
48 
<:> 49 
11 
>l 50 
51 
52 
Avg. 
Sdv. 
TEMP. [OC] TIC TEMP. [OC] 
FR SR FR SR 
14.9 15.0 53 19.3 19.4 
14.8 15.0 54 15.9 16.0 
13.8 14.0 55 17.7 17.7 
14.8 14.8 
14.8 14.9 
~ 56 14.7 14.9 
<:> 57 13.8 14.0 
<'l 
15.0 15.1 <:> 58 14.2 14.3 ..... 
15.0 15.4 
11 
59 13.8 13.7 >l 
16.2 16.4 60 14.0 14.0 
15.9 16.0 Avg. 15.5 
15.6 15.6 Sdv. 2.1 2.1 
15.2 61 14.4 14.4 
0.7 0.7 62 14.3 14.4 
18.7 19.0 63 14.7 14.9 
16.5 16.5 64 14.8 14.9 
19.7 20.0 65 14.3 14.4 
17.9 18.0 <:> 66 13.7 13.8 
18.0 17.8 
11 
'" 
67 14.7 14.7 
15.5 15.5 68 15.0 15.0 
15.2 15.2 69 15.5 15.5 
15.2 15.2 70 16.1 16.2 
14.9 14.9 Avg. 14.8 
16.9 Sdv. 0.7 0.7 
1.8 1.9 71 26.9 26.6 
19.1 19.4 72 20.3 20.1 
18.1 18.4 73 22.5 22.3 
20.8 21.0 8 74 18.7 18.3 
20.0 20.2 8 75 23.0 23.2 <:> 
17.6 17.7 ~ 76 16.4 16.3 
11 
16.2 16.2 
'" 
77 20.9 20.9 
15.6 15.7 78 16.6 16.5 
15.5 15.6 Avg. 20.6 
17.9 Sdv. 3.5 3.5 
2.0 I 2.1 RI 79 
R2 80 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 4 • Y =0 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration Flux on Flux on Reading [Il V] Wall Temp. Temp. Factor Sensor Enclosure [0C] Surface Wall [0C] [IlV /Wm"] [W/m'] [W/m'] 
2 1046.0 15.2 15.9 2 21.331 49.0 94.0 
3 1062.0 15.2 16.1 2 21.331 49.8 96.1 
4 1073.0 15.2 15.9 2 21.331 50.3 96.4 
5 1069.0 15.2 16.3 2 21.331 50.1 97.7 
6 1079.0 15.2 16.5 2 21.331 50.6 99.5 
7 1080.0 15.2 16.9 2 21.331 50.6 101.4 
8 1085.0 15.2 16.6 2 21.331 50.9 100.7 
9 1084.0 15.2 16.7 2 21.331 50.8 100.8 
10 1101.0 15.2 16.2 2 21.331 51.6 100.0 
11 1112.0 15.2 16.4 2 21.331 52.1 102.1 
12 1138.0 15.2 16.0 2 21.331 53.3 102.5 
13 1167.0 15.2 15.9 2 21.331 54.7 104.5 
14 1190.0 15.2 15.5 2 21.331 55.8 104.4 
15 1205.0 15.2 15.6 2 21.331 56.5 106.2 
16 1225.0 15.2 15.3 2 21.331 57.4 106.5 
17 1251.0 15.2 15.1 1 21.136 59.2 108.9 
18 1263.0 15.2 15.2 1 21.136 59.8 110.6 
19 1289.0 15.2 15.4 1 21.136 61.0 113.8 
20 1319.0 15.2 15.5 1 21.136 62.4 116.9 
21 1363.0 15.2 15.9 1 21.136 64.5 122.4 
22 1432.0 15.2 15.9 1 21.136 67.8 128.6 
23 1523.0 15.2 16.3 1 21.136 72.1 138.4 
24 1598.0 15.2 16.7 1 21.136 75.6 146.6 
25 1664.0 15.2 16.7 1 21.136 78.7 152.6 
26 1705.0 15.2 16.7 1 21.136 80.7 156.0 
27 1742.0 15.2 16.9 1 21.136 82.4 160.1 
28 1732.0 15.2 16.9 1 21.136 81.9 159.5 
29 1692.0 15.2 16.8 1 21.136 80.1 155.5 
30 1661.0 15.2 16.3 1 21.136 78.6 150.5 
31 1636.0 15.2 16.1 1 21.136 77.4 147.1 
32 1578.0 15.2 15.9 1 21.136 74.7 141.4 
33 1512.0 15.2 15.9 1 21.136 71.5 135.6 
Note: Net heat flux on enclosure waIl calculated following approach presented in Section 5.4. 
Equation 5.7 
Table K.19 - Heat Flux Reading and Calculating Data Referent Test 4 (y = 0) 
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RADIATIVE HEAT FLUX READING AND CALCULATION DATA 
TEST 4 
-
x = 1020 mm 
Sensor Sensor Net Heat Net Heat 
Cell Voltage Enclosure Surface Sensor Calibration Flux on Flux on Reading [11 V) Wall Temp. Temp. Factor Sensor Enclosure [0C] Surface Wall [0C] 1l1V /Wm") [W/m') [W/m') 
2 1057.0 15.5 16.0 1 21.136 50.0 94.9 
3 1161.0 15.5 15.7 1 21.136 54.9 102.4 
4 1241.0 15.5 15.7 1 21.136 58.7 109.6 
5 1332.0 15.5 15.1 1 21.136 63.0 114.6 
6 1382.0 15.5 15.4 1 21.136 65,4 120.6 
7 1436.0 15.5 15.2 1 21.136 67.9 124.3 
8 1501.0 15.5 15.2 1 21.136 71.0 130.0 
9 1537.0 15.5 15.8 2 21.331 72.1 134.7 
10 1572.0 15.5 15.7 2 21.331 73.7 137.1 
11 1637.0 15.5 15.8 2 21.331 76.7 4.9 
12 1789.0 15.5 15.8 2 21.331 83.9 5,4 
13 1980.0 15.5 16.2 2 21.331 92.8 6.0 
14 2178.0 15.5 16.7 2 21.331 102.1 6.7 
15 2315.0 15.5 17.8 2 21.331 108.5 7.2 
16 2350.0 15.5 19.0 2 21.331 110.2 7.5 
Note: Net heat flux on enclosure wall calculated following approach presented in Section 5.4, 
Equation 5.7 
Table K.20 - Heat Flux Reading and Calculating Data Referent Test 4 (x= 1020mm) 
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Table 1(.21 - ENCLOSURE SURFACE TEMPERATURE READINGS (Ref. Item 6.2) 
ENCLOSURE WALL TEMPERATURE UNIFORMITY CHECK -
NO HEAT APPLIED ON BOXES SURFACES 
TIC TEMP. ['C] TIC TEMP. ['C] 
26 18.4 53 17.9 
27 17.8 54 17.8 
28 17.8 55 17.7 
29 17.7 
30 17.7 
e 56 17.7 
e 17.6 = 57 
'" = 31 17.6 = 58 17.5 .... 11 
... 32 17.6 11 59 17.6 ~ 
33 17.5 60 17.5 
34 17.4 Avg. 17.7 
35 17.5 Sdv. 0.1 
Avg. 17.7 61 17.7 
Sdv. 0.3 62 17.7 
36 17.4 63 17.7 
37 17.4 64 17.8 
38 17.5 65 17.8 
39 17.5 = 66 17.9 e 40 17.5 e 
11 
18.0 ... 67 
= 41 17.8 
'" 
68 18.0 
.... 
11 42 17.6 69 18.0 
... 
43 17.6 70 18.0 
44 17.6 Avg. 17.9 
Avg. 17.5 Sdv. 0.1 
Sdv. 0.1 71 18.0 
45 17.7 72 18.0 
46 17.8 73 17.9 
47 17.9 e 74 18.0 
48 17.9 e 75 17.9 
= 
= 49 18.0 '" 18.0 ~ 76 11 11 
~ 50 18.0 ... 77 17.9 
51 17.9 78 17.8 
52 17.9 Avg. 17.9 
Avg. 17.9 Sdv. 0.1 
Sdv. 0.1 RI 79 
R2 80 
Avg. = Average 
Sdv. = Standard Deviation 
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